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Amphenol LTW21

● Architectural Ligh�ng ● Entertainment Ligh�ng & Systems
● ATEX Ligh�ng ● Hor�culture Ligh�ng
● Commercial Ligh�ng ● Hospital Surgical Ligh�ng & Room
● Cruise & Shipyards Ligh�ng ● Li-Fi

LED
● Emergency Ligh�ng ● Outdoor LED Displays 
● Outdoor Signage ● Tunnel Ligh�ng
● Parking Ligh�ng ● Smart Street Lights
● Refrigera�on Ligh�ng ● Warehouse Ligh�ng
● UV and Sanitary Ligh�ng ● Underwater / Submerged Ligh�ng
● Train, Bus, Plane & Recrea�onal Vehicles Ligh�ng

● AIS ● Docking System
● Audio System ● Fish-Finders
● Autopilot System ● Fridge & Refrigera�on
● Bilge Pump ● GPS, Beacon & Lifebuoy

Marine

● Chartplo�er ● Heater
● RADAR ● Lig�ng System
● Sailing Instruments ● Mul�-Func�on Display
● Power Controller ● Outboard & Trolling Motors
● Sensors ● USB Charger
● Shipyards & Cruise ● Windlass
● Sonar / Transducer ● HVAC (Hea�ng Ven�la�on Air Condi�oning)

● Actuators ● Industrial Forkli�s
● AVI (Automa�c visual inspec�on) ● Industrial Network
● Communica�on System ● Industrial PC & Displays
● Conveyors ● Machine Tools
● Industrial Control ● Motor Drives
● Packaging ● Power

● Produc�on Equipment
Industrial Automa�on

● Switches

● Infortainment Systems ● Broadcas�ng System
● Interior Ligh�ng ● Cleaning Control
● In-Vehicle Informa�on ● Fuel Leakage Detector
● Naviga�on / GPS ● Vehicle Monitoring

Railway Mass Transit
● Speedometer ● HVAC (Hea�ng Ven�la�on Air Condi�oning)

● Indication Display

● Communica�on System ● Portable Energy 
● CSP & CPV ● PV Inverter
● DC Inverter ● PV Trackers
● Energy Storage System ● Tidal Power Genera�on System
● Heliostat ● Wind Turbine

Renewable Energy ● PDC (Power Distribu�on Control)

● Ba�ery Module ● Gear Shi� Module
● Charge Plug / Inlet ● Home Charge Pla�orm
● Charging Sta�on ● Hoverboard
● Controller Unit ● Motor Module

Hybrid Electric Vehicles
● Electric Scooter ● Thro�le Controller
● Electric Wheelchair ● Electrical and Electronic Brake System
● Electrical and Electronic Speed Control

● Automo�ve Diagno�cs ● Sensors, Lidar & Radar
● Camera & Monitoring ● Ligh�ng
● Control System ● Measurement Systems
● Display ● GPS System

Heavy Equipment
● Electronic Toll System ● Telema�cs & Tracking
● Agriculture Electronic Equipment ● ADAS (Advanced Driver Assistance Systems)

X-Lok Markets / Applica�ons
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● Outdoor AP ● RRH (Remote Radio Head)
● Outdoor Base Sta�on Unit ● Subscriber Sta�on 
● Outdoor LTE ● Wireless Mobile Backhaul
● Outdoor Repeater ● Base Sta�on Power Supply
● Outdoor Wireless Mesh Router ● General Small Cells

Broadband Wireless Access ● High Capacity Mobile Subscriber Unit

● Charges ● Wheelchair Li�
● Electrical Beds ● Wheelchair Stair Li�
● Mobile Nursing Carts
● Non-invasive Devices

Medical
● Rehabilita�on System

● Encoders ● Automa�c LPRS (License Plate Recogni�on System)
● Junc�on Box ● CCTV / Dome / IP Camera
● Monitoring Sta�on
● Remote Control

Remote Video Response Center
● Alarm System

● Air Flow Measurement ● Floor Scales
● Borescope ● Gas Detectors
● Digital Microscopes ● Heavy-duty Scales
● Dosing Systems ● Humidity Measurement

Test Equipment 
● Earthquake Monitoring ● Image Measurement
● Sound Measuring ● Weigh Modules
● Timers / Timer Display ● Weighing Devices
● Water Measurement ● Wet Area Weighing
● In-Mo�on Weighing ● Laser Marking System
● Leak Detectors ● Light Measuring
● Precision Surveying

● Electricity Meter
● Gas / Water Meter
● Sewage
● Telemetry

Automated Meter Reading
● Alarm / Vehicle System 
● Military Drone

● Auto Crash No�fica�on
● Remote Vehicle Diagnos�cs
● Vehicle Health Alert & Roadside Assistance
● Vehicle Tracking

Automo�ve Diagnos�cs

● Central Computer
● Radar Sensors

● GPS
● Video Cameras

● Iner�al Measurement Unit
● Iner�al Naviga�on Systems

Autonomous

● Lidar ● Forkli�
● Industrial Li�
● Materials Handling

Li�s & Materials Handling

● Al�meter 

● DRC (Drone Remote Controller)

● Barcode Reader
● Portable Lamp
● Gesture Measurement

Mobile Devices 
● GPS Safety Guard

● Rugged & Military VR and AR
● Telemetry

● Commercial Drone
● Consumer Drone
● Military Drone

UAV

Rugged IT

X-Lok Markets / Applica�ons

Transporta�on

˙Vehicle Camera
˙Fleet Management

˙Vehicle Charger
˙Dome Vehicle Camera

˙Bus GPS

˙Digital Video Surveillance System

˙Displayer
˙Outdoor Speaker



Amphenol LTW23

Sub-Series Name Mini Size / Mini Size LED Standard Size Middle Size Large Size Macro Size

Ma�ng Style Push Lock Push Lock Push Lock Push Lock Push Lock

Plas�c Version     

Metal Version  - -  -

No. of Contacts 2 ~ 33 2 ~ 8 2 ~ 12 2 ~ 100 4 ~ 31

Pla�ng of Contacts Gold Plated Gold Plated
Gold Plated
Silver Plated

Gold Plated
Silver Plated

Transmission Rate Cat. 5e / Cat. 6A* - - - -

Opera�ng Voltage (AC / DC) 30 ~ 630V 300 ~ 600V

Nominal Current 0.5A ~ 16A
5A ~ 10A
10A + 5A

 5A ~ 20A
10A + 5A

0.5A ~ 50A
20A + 5A

5A
50A + 5A

Opera�ng Temperature

Fasten Style of Nut Front Front & Rear Front & Rear Front & Rear Front

Receptacle     

Overmolded With Cable     

Field Serviceable/Installable     

Accessories     -

Applicable Wire Gauge
32 ~ 14AWG

(0.03 ~ 2.5 mm2)
26 ~ 16AWG

(0.14 ~ 1.5 mm2)
26 ~ 12AWG

(0.14 ~ 4.00 mm2)
32 ~ 12AWG

(0.03 ~ 4.00 mm2)
22 ~ 8AWG

(0.34 ~ 10.00 mm²)

Wire Gauge for UL Approval
5A: 20AWG

10A: 16AWG

5A: 20AWG
10A: 16AWG
20A: 12AWG

5A: 20AWG
20A: 12AWG

Ma�ng Cycles (Pin Contact)

IP Ra�ng

Salt Spray (Connector, Mated)

UV Resistant     

Flammability Ra�ng

Vibra�on

EMI Op�on  - -  -

RoHS 2.0 Compliant     

REACH Compliant     

Cer�ficates

Standard / Compliant     

• Receptacle & Receptacle With Wires: -40°C ~ 105°C
• Overmolded With Cable:
   (1) Data Group: -20°C ~ 80°C
   (2) Power Group: -20°C~105°C
   (3) Hybrid Group: -40°C~105°C
• Field Serviceable/Installable: -40°C ~ 105°C

Frequency Range 10 ~ 55Hz / Amplitude 1.52mm

CSA, UL1977, UL2238, UL50e

500h (Mated Condi�on)

UL 94V-0

Receptacle & Receptacle With Wires: IP68 (Unmated, 1M / 24h)
Overmolded With Cable, Field Serviceable/Installable: IP68 (Mated, 1M / 24h)

1,000 Cycles

300 ~ 600V  60V (0.5A), 300 ~ 600V300 ~ 600V

80A + 5A

Gold Plated
Silver Plated

Product Range Overview
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Contact Configura�on

R: Receptacle  C: Overmolded with Cable  F: Field Serviceable/Installable*Upon Request

R C F R C F R C F R C F R C F R C F R C R C R C F R C F

R C F R C F R C F R C F R C F R C F R C F R C R C R C R C R C F R C F R C R C

R C F R C F R C F R C F R C F R C R C F R C R C

R C F R C F R C F R C F R C F R C R C

R C F R C F R C F R C R C

R C F

R C F R C F

R C F R C F

R C F R C F

R C F R C F

R C F

R C F

R C F

R C F

Mini
Size (A)

Data

0.5A
(AY)*

(ASY)*

MM/FF

100 Pin

78 Pin

33 Pin

5A
(AD) (ASD)*

MM/FF MF/FM

31 Pin

30 Pin

24 Pin

18 Pin

17 Pin

14 Pin

12 Pin

9 Pin

10 Pin

11 Pin

Standard
Size (B)

Data Power Hybrid

10A
(BB)

5A
(BD)

10A
(BB)

10A+5A
(BBD)

MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM

5A
(BD)

8 Pin

7 Pin

6 Pin

5 Pin

4 Pin

MM/FF MM/FF MM/FF

Power

1.5A
 (AZ)

1.5A
(ASZ)*

2A
(AU)

(ASU)*
5A
LED

(LAD)

16A
(AG)

(ASG)*

3 Pin

MM/FF MF/FM

2 Pin

MM/FF



Amphenol LTW25

Contact Configura�on

R: Receptacle  C: Overmolded with Cable  F: Field Serviceable/Installable*Upon Request

R C F R C F R C F R C F

R C F R C F R C F R C F R C

R C F R C F R C R C R C F R C F R C R C R C F R C F

R C F R C F R C R C R C F R C F R C R C R C F R C F

R C F R C R C R C R C R C F R C F

R C F R C F R C R C R C R C R C F R C F

R C F R C F R C R C R C R C R C F

R C F R C F R C R C R C F

R C F R C R C R C F

R C R C R C F

R C F R C F R C R C R C F

R C F R C F

R C F R C F

R C

R C F R C F

R C F R C F

Large
Size (D)

Data

0.5A

MM/FF MF/FM

100 Pin

78 Pin

33 Pin

31 Pin

30 Pin

24 Pin

18 Pin

17 Pin

14 Pin

12 Pin

9 Pin

10 Pin

11 Pin

Data

5A
(ED)*

MM/FF

50A
(DM)*

MM/FF

Hybrid

5A
(DD) (DSD)*

20A
(DC)

20A+5A
(DCD) (DSCD)*

MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM

Power

20A
(CC)

10A+5A
(CBD)

MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM MM/FF MF/FM

Middle
Size (C)

Data Power Hybrid

5A
(CD)

10A
(CB)

8 Pin

7 Pin

6 Pin

5 Pin

4 Pin

3 Pin

2 Pin

80A+5A
(EPD)*

MM/FF

Macro
Size (E)

Hybrid

50A+5A
(EMD)*

MM/FF
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(S) Receptacle
(G) Field Serviceable/Installable

Solder
(B) Field Serviceable/Installable

Screw In
(A) Field ServiceableInstallable

Crimp

Assemble  Style

(E) Field Serviceable/Installable
Push In

(P) Receptacle
PCB 180°

Mini A Size

AAAAAAAAAAAAAA LAAAA LAAAAAAAAAAAAAAAAAAAA LAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

PE Bag

Sealed

Carton Box: L65 X W55 X H25

50 Pcs / Box

Carton Box: L130 X W55 X H25

100 Pcs / Box

5A (3K pcs), 10A (3K pcs), 20A (2K pcs) / Reel

Packing for Crimp Contacts 

(Unit: mm)

Nominal
Current

5A 10A 20A

L 460 640 640
W 460 640 640
H 55 70 70



Amphenol LTW27

Ma�ng Pair Page: 35    

End1: Male  Conn Female  Contact

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal

MM MF MM MF

Solder Type
(16A: For Power Group)

AD-02PMMS-
QC8001

AD-02PMF S-
QC8001 *

ASD-02PMMS-
QC8001

ASD-02PMF S-
QC8001 *

180° PCB Type
(16A: For Power Group)

AD-02PMMP-
QC8001

AD-02PMF P-
QC8001 *

ASD-02PMMP-
QC8001

ASD-02PMF P-
QC8001 *

UL1430, XL-PVC Jacket
AD-02PMMS-

QC8A⓫*
AD-02PMF S-

QC8A⓫*
ASD-02PMMS-

QC8A⓫
ASD-02PMF S-

QC8A⓫*

UL21388, PVC Jacket
(For Data  Group)

AD-02BMMM-
QL8D⓫

AD-02BMF M-
QL8D⓫*

ASD-02B MMM-
QL8D⓫

ASD-02B MF M-
QL8D⓫*

End1: (H) MF | End2: (H) MF -
AB-AD02HL-

AD HL-QD❿*
-

AB-ASD02HL-
ASD HL-QD❿*

End1: (M) MM | End2: (H) MF
AB-AD02ML-
AD HL-QD❿

-
AB-ASD02ML-
ASD HL-QD❿

-

End1: (M) MM | End2: (M) MM
AB-AD02ML-
AD ML-QD❿

-
AB-ASD02ML-
ASD ML-QD❿

-

End1: (H) MF | End2: (B) FM -
AB-AD02HL-

AD BL-QD❿*
-

AB-ASD02HL-
ASD BL-QD❿*

End1: (M) MM | End2: (B) FM
AB-AD02ML-
AD BL-QD❿

-
AB-ASD02ML-
ASD BL-QD❿

-

End1: (M) MM | End2: (F) FF
AB-AD02ML-
AD FL-QD❿

-
AB-ASD02ML-
ASD FL-QD❿

-

 -
AB-AD02HL-

AD BR-QD❿*
-

AB-ASD02HL-
ASD BR-QD❿*

End1: (M) MM | End2: (B) FM
AB-AD02ML-
AD BR-QD❿

-
AB-ASD02ML-
ASD BR-QD❿

-

End1: (M) MM | End2: (F) FF
AB-AD02ML-
AD FR-QD❿

-
AB-ASD02ML-
ASD FR-QD❿

-

30 ~ 600V
2

5A

Pin Assignment
Plas�c Metal

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M  | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF   1) 

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm 

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm 

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

18.8

21
.0

14.0

18.8

21
.0

14.0

43.1

16.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

End1: (H) MF | End2: (B) FM

13.5±0.1

Circular Flange (D Cut)
 

Panel Cut Out

14.2±0.1

(Unit: mm)

Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap)max. 4.0mm 

Solder Type
(16A: For Power Group)

AD-02BMMG-
QL8AP0 *

AD-02BMF G-
QL8AP0 *

ASD-02B MMG-
QL8AP0

ASD-02B MF G-
QL8AP0 *

Screw-in Type
(16A: For Power Group)

AD-02BMMB-
QL8AP0

-
ASD-02B MMB-

QL8AP0
ASD-02B MF B-

QL8AP0 *

Crimp Type
(16A: For Power Group)

AD-02BMMA-
QL8AP0 *

AD-02BMF A-
QL8AP0 *

ASD-02B MMA-
QL8AP0

ASD-02B MF A-
QL8AP0 *

Push-in Type
(16A: For Power Group)

AD-02BMME-
QL8AP0 *

AD-02BMF E-
QL8AP0 *

ASD-02B MME-
QL8AP0

ASD-02B MF E-
QL8AP0 *

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm
Packing Op�on: Connector With Contacts  

23
.5

60.8 (Ref.)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

Mini A Size

*

*

*

*

*

*

*

*

*

*

*

*

*

*
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No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c Metal

MM MF MM MF MM/M+F

Solder Type
(16A: For Power Group)

AD-02PMM
S-QC8001

AD-02PMF
S-QC8001*

ASD-03PMM
S-QC8001

ASD-03PMF
S-QC8001*

AG-03PMJ
S-QC800P

ASG-03PMJ
S-QC800P

180° PCB Type
(16A: For Power Group)

AD-02PMM
P-QC8001

AD-02PMF
P-QC8001*

ASD-03PMM
P-QC8001

ASD-03PMF
P-QC8001*

AG-03PMJ
P-QC800P

ASG-03PMJ
P-QC800P

UL1430, XL-PVC Jacket AD-03PMM
S-QC8A⓫*

AD-03PMF
S-QC8A⓫*

ASD-03PMM
S-QC8A⓫

ASD-03PMF
S-QC8A⓫*

- -

UL1015, PVC Jacket - - - - AG-03PMJS-
QC8B⓫*

ASG-03PMJS-
QC8B⓫

UL21388, PVC Jacket
(For Data  Group)

AD-03BMM
M-QL8D⓫

AD-03BMF
M-QL8D⓫*

ASD-03BMM
M-QL8D⓫

ASD-03BMF
M-QL8D⓫*

- -

UL20234, TPU Jacket
(For Power Group) - - - - AG-03BMJ

M-QL8G⓫
ASG-03BMJ
M-QL8G⓫

End1: (H) MF | End2: (H) MF - AB-AD03HL-
ADHL-QD❿* - AB-ASD03HL-

ASDHL-QD❿* - -

End1: (M) MM | End2: (H) MF AB-AD03ML-
ADHL-QD❿ - AB-ASD03ML-

ASDHL-QD❿ - - -

End1: (M) MM | End2: (M) MM AB-AD03ML-
ADML-QD❿ - AB-ASD03ML-

ASDML-QD❿ - AB-AG03KL-
AGKL-QG❿

AB-ASG03KL-
ASGKL-QG❿

End1: (H) MF | End2: (B) FM - AB-AD03HL-
ADBL-QD❿* - AB-ASD03HL-

ASDBL-QD❿* - -

End1: (M) MM | End2: (B) FM
AB-AD03ML-
AD BL-QD❿ - AB-ASD03ML-

ASD BL-QD❿ - - -

End1: (M) MM | End2: (F) FF
AB-AD03ML-
AD FL-QD❿ - AB-ASD03ML-

ASD FL-QD❿ - AB-AG03KL-
AG ZL-QG❿

AB-ASG03KL-
ASGZL-QG❿

End1: (H) MF | End2: (B) FM - AB-AD03HL-
ADBR-QD❿* - AB-ASD03HL-

ASDBR-QD❿* - -

End1: (M) MM | End2: (B) FM
AB-AD03ML-
AD BR-QD❿ - AB-ASD03ML-

ASDBR-QD❿ - - -

End1: (M) MM | End2: (F) FF
AB-AD03ML-
AD FR-QD❿ - AB-ASD03ML-

ASDFR-QD❿ - AB-AG03KL-
AG ZR-QG❿

AB-ASG03KL-
ASGZR-QG❿

30 ~ 600V
3

5A 16A

Pin Assignment
Plas�c Metal

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (K) M/M+F, (Z) F/F+M 

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm 

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm 
Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm 

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (M) MM, (F) FF, (B) FM, (H) MF, (K) M/M+F, (Z) F/F+M

43.1

16.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

18.8

21
.0

14.0

18.8

21
.0

14.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Push Lock

Solder Type
(16A: For Power Group)

AD-03BMM
G-QL8AP0*

AD-03BMF
G-QL8AP0*

ASD-03BMM
G-QL8AP0

ASD-03BMF
G-QL8AP0*

AG-03BMJ
G-QL8APP*

ASG-03BMJ
G-QL8APP

Screw-in Type
(16A: For Power Group)

AD-03BMM
B-QL8AP0 - ASD-03BMM

B-QL8AP0
ASD-03BMF
B-QL8AP0* - ASG-03BMJ

B-QL8APP
Crimp Type
(16A: For Power Group)

AD-03BMM
A-QL8AP0*

AD-03BMF
A-QL8AP0*

ASD-03BMM
A-QL8AP0

ASD-03BMF
A-QL8AP0*

AG-03BMJ
A-QL8APP*

ASG-03BMJ
A-QL8APP

Push-in Type
(16A: For Power Group)

AD-03BMM
E-QL8AP0*

AD-03BMF
E-QL8AP0*

ASD-03BMM
E-QL8AP0

ASD-03BMF
E-QL8AP0*

AG-03BMJ
E-QL8APP*

ASG-03BMJ
E-QL8APP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts 

23
.5

60.8 (Ref.)

Mini A Size Ma�ng Pair Page: 36    

MJ : Male Connector + Male PWD + Female GND
M/M+F : Male Connector + Male PWD + Female GND
F/F+M: Female Connector + Female PWD + Male GND
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Amphenol LTW29

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

MM MM/M+F

Solder Type
(16A: For Power Group)

AD-04PMMS-
QC8001

ASD-04PMMS-
QC8001

AG-04PMJS-
QC800P

ASG-04PMJS-
QC800P

180° PCB Type
(16A: For Power Group)

AD-04PMMP-
QC8001

ASD-04PMMP-
QC8001

AG-04PMJP-
QC800P

ASG-04PMJP-
QC800P

UL1430, XL-PVC Jacket
AD-04PMMS-

QC8A⓫*
ASD-04PMMS-

QC8A⓫
- -

UL1015, PVC Jacket - -
AG-04PMJS-

QC8B⓫*
ASG-04PMJS-

QC8B⓫

UL21388, PVC Jacket
(For Data  Group)

AD-04BMMM-
QL8D⓫

ASD-04B MMM-
QL8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-04BMJM-

QL8G⓫
ASG-04B MJM-

QL8G⓫

End1: (M) MM | End2: (H) MF
AB-AD04ML-
AD HL-QD❿

AB-ASD04ML-
ASD HL-QD❿

- -

End1: (M) MM | End2: (M) MM
AB-AD04ML-
AD ML-QD❿

AB-ASD04ML-
ASD ML-QD❿

AB-AG04KL-
AGKL-QG ❿

AB-ASG04 KL-
ASGKL-QG ❿

End1: (M) MM | End2: (B) FM
AB-AD04ML-
AD BL-QD ❿

AB-ASD04ML-
ASD BL-QD❿

- -

End1: (M) MM | End2: (F) FF
AB-AD04ML-
AD FL-QD❿

AB-ASD04ML-
ASD FL-QD❿

AB-AG04KL-
AGZL-QG❿

AB-ASG04 KL-
ASG ZL-QG❿

End1: (M) MM | End2: (B) FM
AB-AD04ML-
AD BR-QD❿

AB-ASD04ML-
ASD BR-QD❿

- -

End1: (M) MM | End2: (F) FF
AB-AD04ML-
AD FR-QD❿

AB-ASD04ML-
ASD FR-QD❿

AB-AG04KL-
AGZR-QG❿

AB-ASG04 KL-
ASG ZR-QG❿

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Pin Assignment

5A 16A
30 ~ 600V

4

18.8

43.1

16.0

21
.0

14.0

18.8

21
.0

14.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm,  

 (without cap) max. 4.0mm  

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (K) M/M+F, (Z) F/F+M   

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M  | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (K) M/M+F, (Z) F/F+M   1) 

13.5±0.1

Circular Flange (D cut)

Panel Cut Out

14.2±0.1

(Unit: mm)

Solder Type
(16A: For Power Group)

AD-04BMMG-
QL8AP0 *

ASD-04B MMG-
QL8AP0

AG-04BMJG-
QL8APP *

ASG-04B MJG-
QL8APP

Screw-in Type
(16A: For Power Group)

AD-04BMMB-
QL8AP0

ASD-04B MMB-
QL8AP0

-
ASG-04B MJB-

QL8APP

Crimp Type
(16A: For Power Group)

AD-04BMMA-
QL8AP0 *

ASD-04B MMA-
QL8AP0

AG-04BMJA-
QL8APP *

ASG-04B MJA-
QL8APP

Push-in Type
(16A: For Power Group)

AD-04BMME-
QL8AP0 *

ASD-04B MME-
QL8AP0

AG-04BMJE-
QL8APP *

ASG-04B MJE-
QL8APP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts 

23
.5

60.8 (Ref.)

Mini A Size Ma�ng Pair Page: 37    

MJ : Male Connector + Male PWD + Female GND
M/M+F : Male Connector + Male PWD + Female GND
F/F+M: Female Connector + Female PWD + Male GND
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30Unrivaled InterConnects for Harsh Environment

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

MM MM/M+F

Solder Type
(16A: For Power Group)

AD-05PMMS-
QC8001

ASD-05PMMS-
QC8001

AG-05PMJS-
QC800P

ASG-05PMJS-
QC800P

180° PCB Type
(16A: For Power Group)

AD-05PMMP-
QC8001

ASD-05PMMP-
QC8001

AG-05PMJP-
QC800P

ASG-05PMJP-
QC800P

UL1430, XL-PVC Jacket
AD-05PMMS-

QC8A⓫*
ASD-05PMMS-

QC8A⓫
- -

UL1015, PVC Jacket - -
AG-05PMJS-

QC8B⓫*
ASG-05PMJS-

QC8B⓫

UL21388, PVC Jacket
(For Data  Group)

AD-05BMMM-
QL8D⓫

ASD-05B MMM-
QL8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-05BMJM-

QL8G⓫
ASG-05B MJM-

QL8G⓫

End1: (M) MM | End2: (H) MF
AB-AD05ML-
AD HL-QD❿

AB-ASD05ML-
ASD HL-QD❿

- -

End1: (M) MM | End2: (M) MM
AB-AD05ML-
ADML-QD ❿

AB-ASD05ML-
ASD ML-QD❿

AB-AG05KL-
AGKL-QG❿

AB-ASG05 KL-
ASG KL-QG❿

End1: (M) MM | End2: (B) FM
AB-AD05ML-
AD BL-QD❿

AB-ASD05ML-
ASD BL-QD❿

- -

End1: (M) MM | End2: (F) FF
AB-AD05ML-
AD FL-QD❿

AB-ASD05ML-
ASD FL-QD❿

AB-AG05KL-
AGZL-QG❿

AB-ASG05 KL-
ASG ZL-QG❿

End1: (M) MM | End2: (B) FM
AB-AD05ML-
AD BR-QD❿

AB-ASD05ML-
ASD BR-QD❿

- -

End1: (M) MM | End2: (F) FF
AB-AD05ML-
AD FR-QD❿

AB-ASD05ML-
ASD FR-QD❿

AB-AG05KL-
AGZR-QG❿

AB-ASG05 KL-
ASG ZR-QG❿

30 ~ 600V
5

Pin Assignment

5A 16A

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

M/M+F : Male Connector + Male PWD + Female GND

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

18.8

43.1

16.0

21
.0

14.0

18.8

21
.0

14.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, 

 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (K) M/M+F, (Z) F/F+M   

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M  | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (K) M/M+F, (Z) F/F+M   1) 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Solder Type
(16A: For Power Group)

AD-05BMMG-
QL8AP0 *

ASD-05B MMG-
QL8AP0

AG-05BMJG-
QL8APP *

ASG-05B MJG-
QL8APP

Screw-in Type
(16A: For Power Group)

AD-05BMMB-
QL8AP0

ASD-05B MMB-
QL8AP0

-
ASG-05B MJB-

QL8APP

Crimp Type
(16A: For Power Group)

AD-05BMMA-
QL8AP0 *

ASD-05B MMA-
QL8AP0

AG-05BMJA-
QL8APP *

ASG-05B MJA-
QL8APP

Push-in Type
(16A: For Power Group)

AD-05BMME-
QL8AP0 *

ASD-05B MME-
QL8AP0

AG-05BMJE-
QL8APP *

ASG-05B MJE-
QL8APP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts

23
.5

60.8 (Ref.)

Mini A Size Ma�ng Pair Page: 38    

F/F+M: Female Connector + Female PWD + Male GND

MJ : Male Connector + Male PWD + Female GND

* *

**

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*



Amphenol LTW31

Mini A Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

MM MM

Solder Type
(16A: For Power Group)

AU-06PMMS-
QC8001

ASU-06PMMS-
QC8001

AU-08PMMS-
QC8001

ASU-08PMMS-
QC8001

180° PCB Type
(16A: For Power Group)

AU-06PMMP-
QC8001

ASU-06PMMP-
QC8001

AU-08PMMP-
QC8001

ASU-08PMMP-
QC8001

UL1430, XL-PVC Jacket
AU-06PMMS-

QC8A⓫*
ASU-06PMMS-

QC8A⓫
AU-08PMMS-

QC8A⓫*
ASU-08PMMS-

QC8A⓫

UL21388, PVC Jacket
(For Data  Group)

AU-06BMMM-
QL8D⓫

ASU-06BMMM-
QL8D⓫

AU-08BMMM-
QL8D⓫

ASU-08BMMM-
QL8D⓫

Cat. 6A, LSZH Jacket - - -
ASU-08BMMM-

QL8J⓫

UTP Cat. 5e, PVC Jacket - -
AU-08BMMM-

QL8H⓫
-

End1: (M) MM | End2: (M) MM
(UTP Cat. 5e, PVC Jacket) - -

AB-AU08ML-
AUML-QH❿

-

End1: (M) MM | End2: (M) MM
(Cat. 6A, LSZH Jacket) - - -

AB-ASU08ML-
ASUML-QJ❿

End1: (M) MM | End2: (M) MM AB-AU06ML-
AUML-QD❿

AB-ASU06ML-
ASUML-QD❿

AB-AU08ML-
AUML-QD❿

AB-ASU08ML-
ASUML-QD❿

End1: (M) MM | End2: (F) FF
AB-AU06ML-
AUFL-QD❿

AB-ASU06ML-
ASUFL-QD❿

AB-AU08ML-
AUFL-QD❿

AB-ASU08ML-
ASUFL-QD❿

End1: (M) MM | End2: (F) FF
(UTP Cat. 5e, PVC Jacket) - -

AB-AU08ML-
AUFL-QH❿

-

End1: (M) MM | End2: (F) FF
(Cat. 6A, LSZH Jacket) - - -

AB-ASU08ML-
ASUFL-QJ❿

Male  Conn Male  Contact to RJ45 Plug (Cat 6A) - -
AB-AU08ML-
UPBML-QH❿

AB-ASU08ML-
SPBML-QJ❿

End1: (M) MM | End2: (F) FF
AB-AU06ML-
AUFR-QD❿

AB-ASU06ML-
ASUFR-QD❿

AB-AU08ML-
AUFR-QD❿

AB-ASU08ML-
ASUFR-QD❿

End1: (M) MM | End2: (F) FF
(UTP Cat. 5e, PVC Jacket) - -

AB-AU08ML-
AUFR-QH❿

-

End1: (M) MM | End2: (F) FF
(Cat. 6A, LSZH Jacket) - - -

AB-ASU08ML-
ASUFR-QJ❿

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

MM: Male Connector Male Contact
FF: Female Connector Female Contact

Pin Assignment

2A 2A

8
30 ~ 600V

6
30 ~ 600V

18.8

43.1

16.0

21
.0

14.0

18.8

21
.0

14.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

43.1 16.0

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, 

 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M  | Connector / Contact Gender: (M) MM, (F) FF1) 

13.5±0.1

Circular Flange (D cut)

Panel Cut Out

14.2±0.1

(Unit: mm)

Solder Type
(16A: For Power Group)

AU-06BMMG-
QL8AP0*

ASU-06BMMG-
QL8AP0

AU-08BMMG-
QL8AP0*

ASU-08BMMG-
QL8AP0

Screw-in Type
(16A: For Power Group)

AU-06BMMB-
QL8AP0

ASU-06BMMB-
QL8AP0

AU-08BMMB-
QL8AP0

ASU-08BMMB-
QL8AP0

Crimp Type
(16A: For Power Group)

AU-06BMMA-
QL8AP0*

ASU-06BMMA-
QL8AP0

AU-08BMMA-
QL8AP0*

ASU-08BMMA-
QL8AP0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm  
Packing Op�on: Connector With Contacts

23
.5

60.8 (Ref.)

Ma�ng Pair Page: 39  
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32Unrivaled InterConnects for Harsh Environment

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal Plas�c  Metal

MM MM MM

Solder Type
(16A: For Power Group)

AZ-10PMMS-
QC8001*

ASZ-10PMMS-
QC8001

AZ-12PMMS-
QC8001*

ASZ-12PMMS-
QC8001

AZ-17PMMS-
QC8001*

ASZ-17PMMS-
QC8001

180° PCB Type
(16A: For Power Group)

AZ-10PMMP-
QC8001*

ASZ-10PMMP-
QC8001

AZ-12PMMP-
QC8001*

ASZ-12PMMP-
QC8001

AZ-17PMMP-
QC8001*

ASZ-17PMMP-
QC8001

UL1430, XL-PVC Jacket AZ-10PMMS-
QC8A⓫*

ASZ-10PMMS-
QC8A⓫

AZ-12PMMS-
QC8A⓫*

ASZ-12PMMS-
QC8A⓫

AZ-17PMMS-
QC8A⓫*

ASZ-17PMMS-
QC8A⓫

UL2517, PVC Jacket
(For Data  Group)

AZ-10BMMM-
QL8D⓫*

ASZ-10BMMM-
QL8D⓫

AZ-12BMMM-
QL8D⓫*

ASZ-12BMMM-
QL8D⓫

AZ-17BMMM-
QL8D⓫*

ASZ-17BMMM-
QL8D⓫

End1: (M) MM | End2: (M) MM
AB-AZ10 ML-
AZ ML-QD❿*

AB-ASZ10ML-
ASZML-QD❿

AB-AZ12 ML-
AZ ML-QD❿*

AB-ASZ12ML-
ASZML-QD❿

AB-AZ17 ML-
AZ ML-QD❿*

AB-ASZ17ML-
ASZML-QD❿

End1: (M) MM | End2: (F) FF
AB-AZ10 ML-
AZ FL-QD❿*

AB-ASZ10ML-
ASZFL-QD❿

AB-AZ12 ML-
AZ FL-QD❿*

AB-ASZ12ML-
ASZFL-QD❿

AB-AZ17 ML-
AZ FL-QD❿*

AB-ASZ17ML-
ASZFL-QD❿

End1: (M) MM | End2: (F) FF AB-AZ10 ML-
AZ FR-QD❿*

AB-ASZ10ML-
ASZFR-QD❿

AB-AZ12 ML-
AZ FR-QD❿*

AB-ASZ12ML-
ASZFR-QD❿

AB-AZ17 ML-
AZ FR-QD❿*

AB-ASZ17ML-
ASZFR-QD❿

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

MM : Male Connector Male Contact
FF : Female Connector Female Contact

Pin Assignment

30 ~ 600V 30 ~ 600V
1.5A1.5A 1.5A

10 12 17
30 ~ 600V

18.8

43.1

16.0

21
.0

14.0

18.8

21
.0

14.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, 

 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Solder Type
(16A: For Power Group)

AZ-10B MMG-
QL8AP0*

ASZ-10BMMG-
QL8AP0

AZ-12B MMG-
QL8AP0*

ASZ-12BMMG-
QL8AP0

AZ-17B MMG-
QL8AP0*

ASZ-17BMMG-
QL8AP0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts

23
.5

60.8 (Ref.)

Mini A Size Ma�ng Pair Page: 40  
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Amphenol LTW33

18.8

21
.0

14.0

18.8

21
.0

14.0

43.1

16.0

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

23
.5

60.8 (Ref.)
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Plas�c / Metal Plas�c Metal Plas�c Metal

MM MM

Solder Type
(16A: For Power Group)

AY-18PMM S-
QC8001*

ASY-18P MM S-
QC8001*

AY-24PMM S-
QC8001*

ASY-24P MM S-
QC8001*

180° PCB Type
(16A: For Power Group)

AY-18PMM P-
QC8001*

ASY-18P MM P-
QC8001*

AY-24PMM P-
QC8001*

ASY-24P MM P-
QC8001*

UL2517, PVC Jacket
(For Data  Group)

AY-18B MM M-
QL8D⓫ *

ASY-18B MM M-
QL8D⓫ *

AY-24B MM M-
QL8D⓫ *

ASY-24B MM M-
QL8D⓫ *

Solder Type
(16A: For Power Group)

AY-18B MM G -
QL8AP0 *

ASY-18B MM G -
QL8AP0 *

AY-24B MM G -
QL8AP0 *

ASY-24B MM G -
QL8AP0 *

18

50V

0.5A

24

50V

0.5A

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm
Packing Op�on: Connector With Contacts

MM : Male Connector Male Contact

FF : Female Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Pin Assignment

Nominal  Current

Rated Voltage (AC/DC)

No of Contacts

End1: (M) MM | End2: (M) MM
AB-AY18 ML-

AY ML-QD❿ *
AB-ASY18 ML-

ASY ML-QD❿ *
AB-AY24 ML-

AY ML-QD❿ *
AB-ASY24 ML-

ASY ML-QD❿ *

End1: (M) MM | End2: (F) FF 
AB-AY18 ML-
AY FL-QD❿ *

AB-ASY18 ML-
ASY FL-QD❿ *

AB-AY24 ML-
AY FL-QD❿ *

AB-ASY24 ML-
ASY FL-QD❿ *

End1: (M) MM | End2: (F) FF 
AB-AY18 ML-

AY FR-QD❿ *
AB-ASY18 ML-

ASY FR-QD❿ *
AB-AY24 ML-

AY FR-QD❿ *
AB-ASY24 ML-

ASY FR-QD❿ *

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF

STRAIGHT -TO- RIGHT ANGLE , Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF

UL1430, XL-PVC Jacket
AY-18PMM S-

QC8A⓫ * *
ASY-18P MM S-

QC8A⓫
AY-24PMM S-

QC8A⓫ *
ASY-24P MM S-

QC8A⓫ *



34Unrivaled InterConnects for Harsh Environment

Plas�c / Metal Plas�c Metal Plas�c Metal

MM MM

Solder Type
(16A: For Power Group)

AY-30PMM S-
QC8001 *

ASY-30P MM S-
QC8001 *

AY-33PMM S-
QC8001 *

ASY-33P MM S-
QC8001 *

180° PCB Type
(16A: For Power Group)

AY-30PMM P-
QC8001 *

ASY-30P MM P-
QC8001 *

AY-33PMM P-
QC8001 *

ASY-33P MM P-
QC8001 *

UL1430, XL-PVC Jacket
AY-30PMM S-

QC8A⓫ *
ASY-30P MM S-

QC8A⓫ *
AY-33PMM S-

QC8A⓫ *
ASY-33P MM S-

QC8A⓫ *

UL2517, PVC Jacket
(For Data  Group)

AY-30BMMM-
QL8D⓫ *

ASY-30BMMM-
QL8D⓫ *

AY-33BMMM-
QL8D⓫ *

ASY-33BMMM-
QL8D⓫ *

Solder Type
(16A: For Power Group)

AY-30BMM G -
QL8AP0 *

ASY-30BMM G -
QL8AP0 *

AY-33BMM G -
QL8AP0 *

ASY-33BMM G -
QL8AP0 *

30

50V

0.5A

33

50V

0.5A

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm
Packing Op�on: Connector With Contacts

MM : Male Connector Male Contact

FF : Female Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Pin Assignment

Nominal  Current

Rated Voltage (AC/DC)

No of Contacts

End1: (M) MM | End2: (M) MM 
AB-AY30 ML-

AY ML-QD❿ *
AB-ASY30 ML-

ASY ML-QD❿ *
AB-AYZ33ML-

AY ML-QD❿ *
AB-ASY33 ML-

ASY ML-QD❿ *

End1: (M) MM | End2: (F) FF 
AB-AY30 ML-
AY FL-QD❿ *

AB-ASY30 ML-
ASY FL-QD❿ *

AB-AY33 ML-
AY FL-QD❿ *

AB-ASY33 ML-
ASY FL-QD❿ *

End1: (M) MM | End2: (F) FF 
AB-AY30 ML-

AY FR-QD❿ *
AB-ASY30 ML-

ASY FR-QD❿ *
AB-AY33 ML-

AY FR-QD❿ *
AB-ASY33 ML-

ASY FR-QD❿ *

STRAIGHT -TO- STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF

STRAIGHT -TO- RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF 

18.8

21
.0

14.0

18.8

21
.0

14.0

43.1

16.0

23
.5

60.8 (Ref.)

43.1 16.0

43.1 16.0

44.0

16
.0

43.1

16
.0 35.5

30.0

16.0

Mini A Size Ma�ng Pair Page: 42  



Amphenol LTW35

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal

FF FM FF FM

UL21388, PVC Jacket
(For Data  Group)

AD-02BFFM-
QL8D⓫

AD-02BFMM-
QL8D⓫*

ASD-02B FFM-
QL8D⓫

ASD-03BF MM-
QL8D⓫*

UL21388, PVC Jacket
(For Data  Group)

AD-02BFFM-
QR8D⓫

AD-02BFMM-
QR8D⓫*

ASD-02B FFM-
QR8D⓫

ASD-02B FMM-
QR8D⓫*

End1: (F) FF | End2: (F) FF
AB-AD02FL-
AD FL-QD❿

-
AB-ASD02FL-
ASD FL-QD❿

-

End1: (F) FF | End2: (B) FM
AB-AD02FL-
AD BL-QD❿

-
AB-ASD02FL-
ASD BL-QD❿

-

End1: (B) FM | End2: (B) FM -
AB-AD02BL-

AD BL-QD❿*
-

AB-ASD02BL-
ASD BL-QD❿*

End1: (F) FF | End2: (H) MF
AB-AD02FL-
AD HL-QD❿

AB-ASD02FL-
ASD HL-QD❿

-

End1: (F) FF | End2: (F) FF
AB-AD02FL-
AD FR-QD❿

-
AB-ASD02FL-
ASD FR-QD❿

-

End1: (F) FF | End2: (B) FM
AB-AD02FL-

AD BR-QD❿
-

AB-ASD02FL-
ASD BR-QD❿

-

End1: (B) FM | End2: (B) FM -
AB-AD02BL-

AD BR-QD❿*
-

AB-ASD02BL-
ASD BR-QD❿*

End1: (F) FF | End2: (F) FF
AB-AD02FR-
AD FR-QD❿

-
AB-ASD02FR-
ASD FR-QD❿

-

End1: (B) FM | End2: (B) FM -
AB-AD02BR-

AD BR-QD❿*
-

AB-ASD02BR-
ASD BR-QD❿*

End1: (F) FF | End2: (B) FM
AB-AD02FR-
AD BR-QD❿

-
AB-ASD02FR-
ASD BR-QD❿

-

End1: (F) FF | End2: (B) FM
AB-AD02FR-
AD BL-QD❿

-
AB-ASD02FR-
ASD BL-QD❿

-

End1: (F) FF | End2: (H) MF
AB-AD02FR-
AD HL-QD❿

-
AB-ASD02FR-
ASD HL-QD❿

-

FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Pin Assignment
Plas�c Metal

5A
30 ~ 600V

2

44.0

16
.0

35.5

16
.0 30.0

44.0

16
.0

44.0

16
.0

43.1 16.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

35
.5

16.0

30.0 43.1 16.0

35
.5

16.0

30.0 44.0 16.0

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

13.5±0.1
Circular Flange (D cut)

Panel Cut Out

14.2±0.1

(Unit: mm)

Solder Type
(16A: For Power Group)

AD-02BFFG-
QL8AP0 *

AD-02BFMG-
QL8AP0 *

ASD-02B FFG-
QL8AP0

ASD-02B FMG-
QL8AP0 *

Screw-in Type
(16A: For Power Group)

AD-02BFFB-
QL8AP0 *

-
ASD-02B FFB-

QL8AP0
ASD-02B FMB-

QL8AP0 *
Crimp Type
(16A: For Power Group)

AD-02BFFA-
QL8AP0 *

AD-02BFMA-
QL8AP0 *

ASD-02B FFA-
QL8AP0

ASD-02B FMA-
QL8AP0 *

Push-in Type
(16A: For Power Group)

AD-02BFFE-
QL8AP0 *

AD-02BFME-
QL8AP0 *

ASD-02B FFE-
QL8AP0

ASD-02B FME-
QL8AP0 *

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 

64.6 (Ref.)

23.5

Packing Op�on: Connector With Contacts

Mini A Size Ma�ng Pair Page: 27    
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36Unrivaled InterConnects for Harsh Environment

Mini A Size NEW

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c Metal

FF FM FF FM FF

UL21388, PVC Jacket
(For Data  Group)

AD-03BFF M-
QL8D⓫

AD-03BFMM-
QL8D⓫*

ASD-03BFFM-
QL8D⓫

ASD-03BFMM-
QL8D⓫* - -

UL20234, TPU Jacket
(For Power Group) - - - - AG-03BFGM-

QL8G⓫
ASG-03BFGM-

QL8G⓫

UL21388, PVC Jacket
(For Data  Group)

AD-03BFF M-
QR8D⓫

AD-03BFMM-
QR8D⓫*

ASD-02BFFM-
QR8D⓫

ASD-03BFMM-
QR8D⓫* - -

UL20234, TPU Jacket
(For Power Group) - - - - AG-03BFGM-

QR8G⓫
ASG-03BFGM-

QR8G⓫

End1: (F) FF | End2: (F) FF AB-AD03FL-
ADFL-QD❿ - AB-ASD03FL-

ASDFL-QD❿ - AB-AG03ZL-
AGZL-QG❿

AB-ASG03ZL-
ASGZL-QG❿

End1: (F) FF | End2: (B) FM AB-AD03FL-
ADBL-QD❿ - AB-ASD03FL-

ASDBL-QD❿ - - -

End1: (B) FM | End2: (B) FM - AB-AD03BL-
ADBL-QD❿* - AB-ASD03BL-

ASDBL-QD❿* - -

End1: (F) FF | End2: (H) MF AB-AD03FL-
ADHL-QD❿

AB-ASD03FL-
ASDHL-QD❿ - - -

End1: (F) FF | End2: (F) FF AB-AD03FL-
ADFR-QD❿ - AB-ASD03FL-

ASDFR-QD❿ - AB-AG03ZL-
AGZR-QG❿

AB-ASG03ZL-
ASGZR-QG❿

End1: (F) FF | End2: (B) FM AB-AD03FL-
ADBR-QD❿ - AB-ASD03FL-

ASDBR-QD❿ - -

End1: (B) FM | End2: (B) FM - AB-AD02BL-
ADBR-QD❿* - AB-ASD03BL-

ASDBR-QD❿* - -

End1: (F) FF | End2: (F) FF AB-AD03FR-
ADFR-QD❿ - AB-ASD03FR-

ASDFR-QD❿ - AB-AG03ZR-
AGZR-QG❿

AB-ASG03ZR-
ASGZR-QG❿

End1: (B) FM | End2: (B) FM - AB-AD03BR-
ADBR-QD❿* - AB-ASD03BR-

ASDBR-QD❿* - -

End1: (F) FF | End2: (B) FM AB-AD03FR-
ADBR-QD❿ - AB-ASD03FR-

ASDBR-QD❿ - - -

End1: (F) FF | End2: (B) FM
AB-AD03FR-
ADBL-QD❿ - AB-ASD03FR-

ASDBL-QD❿ - - -

End1: (F) FF | End2: (H) MF
AB-AD03FR-
ADHL-QD❿ - AB-ASD03FR-

ASDHL-QD❿ - - -

FF : Female Connector Female Contact
FM : Female Connector Male Contact

Pin Assignment
Plas�c Metal

5A 16A
30 ~ 600V

3

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (Z) F/F+M   

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M   

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M  

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

44.0

16
.0

35.5

16
.0 30.0

44.0

16
.0

44.0

16
.0

43.1 16.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

35
.5

16.0

30.0 43.1 16.0

35
.5

16.0

30.0 44.0 16.0

Solder Type
(16A: For Power Group)

AD-03BFFG-
QL8AP0*

AD-03BFMG-
QL8AP0*

ASD-03BFFG-
QL8AP0

ASD-03BFMG-
QL8AP0*

AG-03BFGG-
QL8APP*

ASG-03BFGG-
QL8APP

Screw-in Type
(16A: For Power Group)

AD-03BFFB-
QL8AP0*

ASD-03BFFB-
QL8AP0

ASD-03BFMB-
QL8AP0* - ASG-03BFGB-

QL8APP
Crimp Type
(16A: For Power Group)

AD-03BFFA-
QL8AP0*

AD-03BFMA-
QL8AP0*

ASD-03BFFA-
QL8AP0

ASD-03BFMA-
QL8AP0*

AG-03BFGA-
QL8APP*

ASG-03BFGA-
QL8APP

Push-in Type
(16A: For Power Group)

AD-03BFFE-
QL8AP0*

AD-03BFME-
QL8AP0*

ASD-03BFFE-
QL8AP0

ASD-03BFME-
QL8AP0*

AG-03BFGE-
QL8APP*

ASG-03BFGE-
QL8APP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

64.6 (Ref.)

23.5

-

- *

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 28    

F/F+M: Female Connector + Female PWD + Male GND
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Amphenol LTW37

Mini A Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

FF FF 

UL21388, PVC Jacket
(For Data  Group)

AD-04BFFM-
QL8D⓫

ASD-04B FFM-
QL8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-04BFGM-

QL8G⓫
ASG-04B FGM-

QL8G⓫

UL21388, PVC Jacket
(For Data  Group)

AD-04BFFM-
QR8D⓫

ASD-04B FFM-
QR8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-04BFGM-

QR8G⓫
ASG-04B FGM-

QR8G⓫

End1: (F) FF | End2: (F) FF
AB-AD04FL-
AD FL-QD❿

AB-ASD04FL-
ASD FL-QD❿

AB-AG04ZL-
AGZL-QG❿

AB-ASG04 ZL-
ASG ZL-QG❿

End1: (F) FF | End2: (B) FM
AB-AD04FL-
AD BL-QD❿

AB-ASD04FL-
ASD BL-QD❿

- -

End1: (F) FF | End2: (H) MF
AB-AD04FL-
AD HL-QD❿

AB-ASD04FL-
ASD HL-QD❿

- -

End1: (F) FF | End2: (F) FF AB-AD04FL-
AD FR-QD❿

AB-ASD04FL-
ASD FR-QD❿

AB-AG04ZL-
AGZR-QG❿

AB-ASG04 ZL-
ASG ZR-QG❿

End1: (F) FF | End2: (B) FM AB-AD04FL-
AD BR-QD❿

AB-ASD04FL-
ASD BR-QD❿

-

End1: (F) FF | End2: (F) FF AB-AD04FR-
AD FR-QD❿

AB-ASD04FR-
ASD FR-QD❿

AB-AG04ZR-
AGZR-QG❿

AB-ASG04 ZR-
ASG ZR-QG❿

End1: (F) FF | End2: (B) FM AB-AD04FR-
AD BR-QD❿

AB-ASD04FR-
ASD BR-QD❿

- -

End1: (F) FF | End2: (B) FM
AB-AD04FR-
AD BL-QD❿

AB-ASD04FR-
ASD BL-QD❿

- -

End1: (F) FF | End2: (H) MF
AB-AD04FR-
AD HL-QD❿

AB-ASD04FR-
ASD HL-QD❿

- -

FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Pin Assignment

5A 16A
30 ~ 600V

4

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (Z) F/F+M   

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

44.0

16
.0

35.5

16
.0 30.0

44.0

16
.0

44.0

16
.0

43.1 16.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

35
.5

16.0

30.0 43.1 16.0

35
.5

16.0

30.0 44.0 16.0

Solder Type
(16A: For Power Group)

AD-04BFFG-
QL8AP0 *

ASD-04B FFG-
QL8AP0

-
ASG-04B FGG-

QL8APP
Screw-in Type
(16A: For Power Group)

AD-04BFFB--
QL8AP0

ASD-04B FFB-
QL8AP0

-
ASG-04B FGB-

QL8APP
Crimp Type
(16A: For Power Group)

AD-04BFFA-
QL8AP0 *

ASD-04B FFA-
QL8AP0

AG-04BFGA-
QL8APP *

ASG-04B FGA-
QL8APP

Push-in Type
(16A: For Power Group)

AD-04BFFE-
QL8AP0 *

ASD-04B FFE-
QL8AP0

AG-04BFGE-
QL8APP *

ASG-04B FGE-
QL8APP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts

64.6 (Ref.)

23.5

Ma�ng Pair Page: 29    

FG : Female Connector + Female PWD + Male GND

13.5±0.1

Circular Flange (D cut)

Panel Cut Out

14.2±0.1

(Unit: mm)

F/F+M : Female Connector + Female PWD + Male GND

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*

*
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Mini A Size NEW

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

UL21388, PVC Jacket
(For Data  Group)

AD-05BFFM-
QL8D⓫

ASD-05B FFM-
QL8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-05BFGM-

QL8G⓫
ASG-05B FGM-

QL8G⓫

UL21388, PVC Jacket
(For Data  Group)

AD-05BFFM-
QR8D⓫

ASD-05B FFM-
QR8D⓫

- -

UL20234, TPU Jacket
(For Power Group)

- -
AG-05BFGM-

QR8G⓫
ASG-05B FGM-

QR8G⓫

End1: (F) FF | End2: (F) FF
AB-AD05FL-
AD FL-QD❿

AB-ASD05FL-
ASD FL-QD❿

AB-AG05ZL-
AGZL-QG❿

AB-ASG05 ZL-
ASG ZL-QG❿

End1: (F) FF | End2: (B) FM
AB-AD05FL-
AD BL-QD❿

AB-ASD05FL-
ASD BL-QD❿

- -

End1: (F) FF | End2: (H) MF
AB-AD05 FL-
AD HL-QD❿

AB-ASD05FL-
ASD HL-QD❿

- -

End1: (F) FF | End2: (F) FF
AB-AD05FL-
AD FR-QD ❿

AB-ASD05FL-
ASD FR-QD❿

AB-AG05ZL-
AGZR-QG❿

AB-ASG05 ZL-
ASG ZR-QG❿

End1: (F) FF | End2: (B) FM
AB-AD05FL-

AD BR-QD❿
AB-ASD05FL-

ASD BR-QD❿
-

End1: (F) FF | End2: (F) FF
AB-AD05FR-
AD FR-QD❿

AB-ASD05FR-
ASD FR-QD❿

AB-AG05ZR-
AGZR-QG❿

AB-ASG05 ZR-
ASGZR-QG ❿

End1: (F) FF | End2: (B) FM AB-AD05FR-
AD BR-QD❿

AB-ASD05FR-
ASD BR-QD❿

- -

End1: (F) FF | End2: (B) FM
AB-AD05FR-
AD BL-QD❿

AB-ASD05FR-
ASD BL-QD❿

- -

End1: (F) FF | End2: (H) MF
AB-AD05FR-
AD HL-QD❿

AB-ASD05FR-
ASD HL-QD❿

- -

Solder Type
(16A: For Power Group)

AD-05BFFG-
QL8AP0 *

ASD-05B FFG-
QL8AP0

-
ASG-05B FFG-

QL8APP
Screw-in Type
(16A: For Power Group)

AD-05BFFB-
QL8AP0

ASD-05B FFB-
QL8AP0

-
ASG-05B FGB-

QL8APP
Crimp Type
(16A: For Power Group)

AD-05BFFA-
QL8AP0 *

ASD-05B FFA-
QL8AP0

AG-05BFGA-
QL8APP *

ASG-05B FGA-
QL8APP

Push-in Type
(16A: For Power Group)

AD-05BFFE-
QL8AP0 *

ASD-05B FFE-
QL8AP0

AG-05BFGE-
QL8APP *

ASG-05B FGE-
QL8APP

MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
F/F+M: Female Connector + Female PWD + Male GND

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, Packing Op�on: Connector With Contacts, IP68 (Mated)

Pin Assignment

5A 16A
30 ~ 600V

5

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (Z) F/F+M❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M ❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (Z) F/F+M❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | (G) Female PWD + Male GND

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM, (H) MF❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

44.0

16
.0

35.5

16
.0 30.0

44.0

16
.0

44.0

16
.0

43.1 16.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

35
.5

16.0

30.0 43.1 16.0

35
.5

16.0

30.0 44.0 16.0

64.6 (Ref.)

23.5
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44.0

16
.0

35.5

16
.0 30.0

44.0

16
.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal

FF FF

UL21388, PVC Jacket (For Data  Group) AU-06B FFM-
QL8D⓫

ASU-06BFFM-
QL8D⓫

AU-08BFFM-
QL8D⓫

ASU-08BFFM-
QL8D⓫

Cat. 6A, LSZH Jacket - - - ASU-08BFFM-
QL8J⓫

UTP Cat. 5e, PVC Jacket - - AU-08BFFM-
QL8H⓫ -

UL21388, PVC Jacket (For Data  Group) AU-06B FFM-
QR8D⓫

ASU-06BFFM-
QR8D⓫

AU-08BFFM-
QR8D⓫

ASU-08BFFM-
QR8D⓫

Cat. 6A, LSZH Jacket - - - ASU-08BFFM-
QR8J⓫

UTP Cat. 5e, PVC Jacket - - AU-08BFFM-
QR8H⓫ -

End1: (F) FF | End2: (F) FF AB-AU06FL-
AUFL-QD❿

AB-ASU06FL-
ASUFL-QD❿

AB-AU08FL-
AUFL-QD❿

AB-ASU08FL-
ASUFL-QD❿

End1: (F) FF | End2: (F) FF
(UTP Cat. 5e, PVC Jacket) - - AB-AU08FL-

AUFL-QH❿ -

End1: (F) FF | End2: (F) FF
(UTP Cat. 6A, PVC Jacket)

- - - AB-ASU08FL-
ASUFL-QJ❿

Female  Conn Female  Contact to RJ45 Plug - - AB-AU08FL-
UPBML-QH❿ -

Female  Conn Female  Contact to RJ45 Plug - - - AB-ASU08FL-
SPBML-QJ❿

End1: (F) FF | End2: (F) FF AB-AU06FL-
AUFR-QD❿

AB-ASU06FL-
ASUFR-QD❿

AB-AU08FL-
AUFR-QD❿

AB-ASU08FL-
ASUFR-QD❿

End1: (F) FF | End2: (F) FF
(UTP Cat. 5e, PVC Jacket)

- - AB-AU08FL-
AUFR-QH❿ -

End1: (F) FF | End2: (F) FF
(UTP Cat. 6A, PVC Jacket)

- - - AB-ASU08FL-
ASUFR-QJ❿

End1: (F) FF | End2: (F) FF AB-AU06FR-
AUFR-QD❿

AB-ASU06FR-
ASUFR-QD❿

AB-AU08FR-
AUFR-QD❿

AB-ASU08FR-
ASUFR-QD❿

End1: (F) FF | End2: (F) FF
(UTP Cat. 5e, PVC Jacket)

- - AB-AU08FR-
AUFR-QH❿ -

End1: (F) FF | End2: (F) FF
(UTP Cat. 6A, PVC Jacket)

- - - AB-ASU08FR-
ASUFR-QJ❿

Female  Conn Female  Contact to RJ45 Plug - - AB-AU08FR-
UPBML-QH❿ -

Female  Conn Female  Contact to RJ45 Plug - - - AB-ASU08FR-
SPBML-QJ ❿

MM : Male Connector Male Contact
FF : Female Connector Female Contact

Pin Assignment

2A 2A
30 ~ 600V

8
30 ~ 600V

6

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

(Cat. 5e)

(Cat. 6A)

(Cat. 5e)

(Cat. 6a)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (M) MM❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF  ❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (M) MM❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

44.0

16
.0

35
.5

30.0

16.0

13.5±0.1
Circular Flange (D cut)

Panel Cut Out

14.2±0.1

(Unit: mm)

64.6 (Ref.)

23.5

Solder Type  (16A: For Power Group) AU-06BFFG-
QL8AP0*

ASU-06BFFG-
QL8AP0

AU-08BFFG-
QL8AP0*

ASU-08BFFG-
QL8AP0

Screw-in Type  (16A: For Power Group) AU-06BFFB-
QL8AP0

ASU-06BFFB-
QL8AP0

AU-08BFFB-
QL8AP0

ASU-08BFFB-
QL8AP0

Crimp Type (16A: For Power Group) AU-06BFFA-
QL8AP0*

ASU-06BFFA-
QL8AP0

AU-08BFFA-
QL8AP0*

ASU-08BFFA-
QL8AP0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Mini A Size Ma�ng Pair Page: 31    
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44.0

16
.0

35.5
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.0
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44.0
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.0
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16.0

30.0

35.5

16.0

30.044.0

16
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current
Plas�c / Metal Plas�c  Metal Plas�c  Metal Plas�c  Metal

FF FF FF

UL2517, PVC Jacket
(For Data  Group)

AZ-10BFFM-
QL8D⓫*

ASZ-10BFFM-
QL8D⓫

AZ-12BFFM-
QL8D⓫*

ASZ-12BFFM-
QL8D⓫

AZ-17BFFM-
QL8D⓫*

ASZ-17BFFM-
QL8D⓫

UL2517, PVC Jacket
(For Data  Group)

AZ-10BFFM-
QR8D⓫*

ASZ-10BFFM-
QR8D⓫

AZ-12BFFM-
QR8D⓫*

ASZ-12BFFM-
QR8D⓫

AZ-17BFFM-
QR8D⓫*

ASZ-17BFFM-
QR8D⓫

End1: (F) FF | End2: (F) FF
AB-AZ10FL-
AZFL-QD❿*

AB-ASZ10FL-
ASZFL-QD❿

AB-AZ12FL-
AZFL-QD❿*

AB-ASZ12FL-
ASZFL-QD❿

AB-AZ17FL- AB-ASZ17FL-
ASZFL-QD❿

End1: (F) FF | End2: (F) FF AB-AZ10 FL-
AZFR-QD❿*

AB-ASZ10FL-
ASZFR-QD❿

AB-AZ12 FL-
AZFR-QD❿*

AB-ASZ12FL-
ASZFR-QD❿

AB-AZ17 FL-
AZFR-QD❿*

AB-ASZ17FL-
ASZFR-QD❿

End1: (F) FF | End2: (F) FF AB-AZ10 FR-
AZFR-QD❿*

AB-ASZ10FR-
ASZFR-QD❿

AB-AZ12 FR-
AZFR-QD❿*

AB-ASZ12FR-
ASZFR-QD❿

AB-AZ17 FR-
AZFR-QD❿*

AB-ASZ17FR-
ASZFR-QD❿

10 12 17
30 ~ 600V

1.5A
30 ~ 600V 30 ~ 600V

1.5A 1.5A

Pin Assignment
FF : Female Connector Female Contact

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
| Connector / Contact Gender: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

AZFL-QD❿*

64.6 (Ref.)

23.5

Solder Type
(16A: For Power Group)

AZ-10BFFG-
QL8AP0

ASZ-10BFFG-
QL8AP0

AZ-12BFFG-
QL8AP0

ASZ-12BFFG-
QL8AP0

AZ-17BFFG-
QL8AP0

ASZ-17BFFG-
QL8AP0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm 
Packing Op�on: Connector With Contacts

Mini A Size Ma�ng Pair Page: 32     

*

*

* * *

* *
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*

*

*

* *

*

* **

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Plas�c / Metal Plas�c  Metal Plas�c  Metal

FF FF

UL2517, PVC Jacket
(For Data  Group)

AY-18B FF M-
QL8D⓫ *

ASY-18B FF M-
QL8D⓫ *

AY-24B FF M-
QL8D⓫ *

ASY-24B FF M-
QL8D⓫ *

UL2517, PVC Jacket
(For Data  Group)

AY-18B FF M-
QR8D⓫ *

ASY-18B FF M-
QR8D⓫ *

AY-24B FF M-
QR8D⓫ *

ASY-24B FF M-
QR8D⓫ *

Solder Type
(16A: For Power Group)

AY-18B FF G -
QL8AP0 *

ASY-18B FF G -
QL8AP0 *

AY-24B FF G -
QL8AP0 *

ASY-24B FF G -
QL8AP0 *

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

24

50V

0.5A

18

50V

0.5A

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | 

FF : Female Connector Female Contact

Pin Assignment

Nominal  Current

No of Contacts

Rated Voltage (AC/DC)

End1: (F) FF | End2: (F) FF
AB-AY18 FL- AB-ASY18 FL-

ASY FL-QD❿ *
AB-AY24 FL- AB-ASY24 FL-

ASY FL-QD❿ *

End1: (F) FF | End2: (F) FF 
AB-AY18 FL- AB-ASY18 FL-

ASY FR-QD❿ *
AB-AY24 FL- AB-ASY24 FL-

ASY FR-QD❿ *

End1: (F) FF | End2: (F) FF 
AB-AY18 FR- AB-ASY18 FR-

ASY FR-QD❿ *
AB-AY24 FR- AB-ASY24 FR-

ASY FR-QD❿ *

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF

AY FL-QD❿ *AY FL-QD❿ *

AY FR-QD❿ *AY FR-QD❿ *

AYFR-QD❿ *AYFR-QD❿ *

44.0

16
.0

35.5

16
.0 30.0

64.6 (Ref.)

23.5

44.0

16
.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

Packing Op�on: Connector With Contacts

Mini A Size Ma�ng Pair Page: 33    
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Plas�c / Metal Plas�c  Metal Plas�c  Metal
FF FF

UL2517, PVC Jacket
(For Data  Group)

AY-30B FF M-
QL8D⓫ *

ASY-30B FF M-
QL8D⓫ *

AY-33B FF M-
QL8D⓫ *

ASY-33B FF M-
QL8D⓫ *

UL2517, PVC Jacket
(For Data  Group)

AY-30B FF M-
QR8D⓫ *

ASY-30B FF M-
QR8D⓫ *

AY-33B FF M-
QR8D⓫ *

ASY-33B FF M-
QR8D⓫ *

Solder Type
(16A: For Power Group)

AY-30B FF G -
QL8AP0 *

ASY-30B FF G -
QL8AP0 *

AY-33B FF G -
QL8AP0 *

ASY-33B FF G -
QL8AP0 *

33

50V

0.5A

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

30

50V

0.5A

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | 

FF : Female Connector Female Contact

Pin Assignment

Nominal  Current

No of Contacts

Rated Voltage (AC/DC)

End1: (F) FF | End2: (F) FF 
AB-AY30 FL-

AY FL-QD❿ *
AB-ASY30 FL-

ASY FL-QD❿ *
AB-AY33 FL-

AY FL-QD❿ *
AB-ASY33 FL-

ASY FL-QD❿ *

End1: (F) FF | End2: (F) FF 
AB-AY30 FL-

AY FR-QD❿ *
AB-ASY30 FL-

ASY FR-QD❿ *
AB-AY33 FL-

AY FR-QD❿ *
AB-ASY33 FL-

ASY FR-QD❿ *

End1: (F) FF | End2: (F) FF 
AB-AY30 FR-

AY FR-QD❿ *
AB-ASY30 FR-

ASY FR-QD❿ *
AB-AY33 FR-

AY FR-QD❿ *
AB-ASY33 FR-

ASY FR-QD❿ *

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF

Packing Op�on: Connector With Contacts

44.0

16
.0

35.5

16
.0 30.0

64.6 (Ref.)

23.5

44.0

16
.0

35
.5

16.0

30.0

35.5

16.0

30.044.0

16
.0

Mini A Size Ma�ng Pair Page: 34  
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Mini A Size LED Ma�ng Pair Page: 44   

13.5±0.1

Circular Flange (D Cut)
 

Panel Cut Out

14.2±0.1

(Unit: mm)

Orange OrangeGreen

1)

2)

4)

3)

5)

Orange

Orange

Green43.8

36.0 Orange
Orange

Green

43.8 36.0

43.8

Upon Request*

Plas�c / Metal
MM MF MM MF MM MF

UL21388, PVC Jacket
LAD-

03BMMM-
QL8D⓫*

LAD-
03BMFM-
QL8D⓫*

LAD-
04BMMM-
QL8D⓫*

LAD-
04BMFM-
QL8D⓫*

LAD-
05BMMM-
QL8D⓫

LAD-
05BMFM-
QL8D⓫

UL21388, PVC Jacket
LAD-

03BMMM-
QR8D⓫*

LAD-
03BMFM-
QR8D⓫*

LAD-
04BMMM-
QR8D⓫*

LAD-
04BMFM-
QR8D⓫*

LAD-
05BMMM-
QR8D⓫

LAD-
05BMFM-
QR8D⓫

End1: (H) MF | End2: (H) MF -
AB-LAD03HL-

LADHL-
QD❿*

-
AB-LAD04HL-

LADHL-
QD❿*

-
AB-LAD05HL-

LADHL-
QD❿*

End1: (M) MM | End2: (H) MF
AB-LAD03ML-

LADHL-
QD❿*

-
AB-LAD04ML-

LADHL-
QD❿*

-
AB-LAD05ML-

LADHL-
QD❿*

-

End1: (M) MM | End2: (M) MM
AB-LAD03ML-

LADML-
QD❿*

-
AB-LAD04ML-

LADML-
QD❿*

-
AB-LAD05ML-

LADML-
QD❿*

-

End1: (H) MF | End2: (B) FM -
AB-LAD03HL-

LADBL-
QD❿*

AB-LAD04HL-
LADBL-
QD❿*

-
AB-LAD05HL-

LADBL-
QD❿*

End1: (M) MM | End2: (B) FM
AB-LAD03ML-

LADBL-
QD❿*

-
AB-LAD04ML-

LADBL-
QD❿*

-
AB-LAD05ML-

LADBL-
QD❿*

-

End1: (M) MM | End2: (F) FF
AB-LAD03ML-

LADFL-
QD❿*

-
AB-LAD04ML-

LADFL-
QD❿*

-
AB-LAD05ML-

LADFL-
QD❿*

-

End1: (H) MF | End2: (B) FM -
AB-LAD03HL-

LADBR-
QD❿*

-
AB-LAD04HL-

LADBR-
QD❿*

-
AB-LAD05HL-

LADBR-
QD❿*

End1: (M) MM | End2: (B) FM
AB-LAD03ML-

LADBR-
QD❿*

-
AB-LAD04ML-

LADBR-
QD❿*

-
AB-LAD05ML-

LADBR-
QD❿*

-

End1: (M) MM | End2: (F) FF
AB-LAD03ML-

LADFR-
QD❿*

-
AB-LAD04ML-

LADFR-
QD❿*

-
AB-LAD05ML-

LADFR-
QD❿*

-

1)  Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Cable Length: (01) 1M ~ (99) 99M 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Cable Length: (01) 1M ~ (99) 99M 1)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

Pin Ass ignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

Plas�c Plas�c Plas�c
5ANominal  Current 5A 5A

Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V 30 ~ 600V
No of Contacts 3 4 5

NEW
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Mini A Size LED Ma�ng Pair Page: 43

13.5±0.1

Circular Flange (D Cut)
 

Panel Cut Out

14.2±0.1

(Unit: mm)

Upon Request*

46.45 Orange

Orange Green

Orange

Orange

Green36.0

46.45

46.45 36.0

46.4536.0

36.0

Plas�c / Metal
FF FM FF FM FF FM

UL21388, PVC Jacket
LAD-03BFFM-

QL8D⓫*

LAD-
03BFMM-
QL8D⓫*

LAD-04BFFM-
QL8D⓫*

LAD-
04BFMM-
QL8D⓫*

LAD-05BFFM-
QL8D⓫

LAD-
05BFMM-
QL8D⓫

UL21388, PVC Jacket
LAD-03BMFF-

QR8D⓫*

LAD-
03BFMM-
QR8D⓫*

LAD-04BFFM-
QR8D⓫*

LAD-
04BFMM-
QR8D⓫*

LAD-05BFFM-
QR8D⓫

LAD-
05BFMM-
QR8D⓫

End1: (F) FF | End2: (F) FF
AB-LAD03FL-

LADFL-
QD❿*

-
AB-LAD04FL-

LADFL-
QD❿*

-
AB-LAD05FL-

LADFL-
QD❿*

-

End1: (F) FF | End2: (H) MF
AB-LAD03FL-

LADHL-
QD❿*

-
AB-LAD04FL-

LADHL-
QD❿*

-
AB-LAD05FL-

LADHL-
QD❿*

-

End1: (F) FF | End2: (B) FM
AB-LAD03FL-

LADBL-
QD❿*

-
AB-LAD04FL-

LADBL-
QD❿*

-
AB-LAD05FL-

LADBL-
QD❿*

-

End1: (B) FM | End2: (B) FM -
AB-LAD03BL-

LADBL-
QD❿*

-
AB-LAD04BL-

LADBL-
QD❿*

-
AB-LAD05BL-

LADBL-
QD❿*

End1: (F) FF | End2: (F) FF
AB-LAD03FL-

LADFR-
QD❿*

-
AB-LAD04FL-

LADFR-
QD❿*

-
AB-LAD05FL-

LADFR-
QD❿*

-

End1: (F) FF | End2: (B) FM
AB-LAD03FL-

LADBR-
QD❿*

-
AB-LAD04FL-

LADBR-
QD❿*

-
AB-LAD05FL-

LADBR-
QD❿*

-

End1: (B) FM | End2: (B) FM -
AB-LAD03BL-

LADBR-
QD❿*

-
AB-LAD04BL-

LADBR-
QD❿*

-
AB-LAD05BL-

LADBR-
QD❿*

End1: (F) FF | End2: (B) FM
AB-LAD03FR-

LADBL-
QD❿*

-
AB-LAD04FR-

LADBL-
QD❿*

-
AB-LAD05FR-

LADBL-
QD❿*

-

End1: (F) FF | End2: (H) MF
AB-LAD03FR-

LADHL-
QD❿*

-
AB-LAD04FR-

LADHL-
QD❿*

-
AB-LAD05FR-

LADHL-
QD❿*

-

End1: (F) FF | End2: (F) FF
AB-LAD03FR-

LADFR-
QD❿*

-
AB-LAD04FR-

LADFR-
QD❿*

-
AB-LAD05FR-

LADFR-
QD❿*

-

End1: (B) FM | End2: (B) FM -
AB-LAD03BR-

LADBR-
QD❿*

-
AB-LAD04BR-

LADBR-
QD❿*

-
AB-LAD05BR-

LADBR-
QD❿*

End1: (F) FF | End2: (B) FM
AB-LAD03FR-

LADBR-
QD❿*

-
AB-LAD04FR-

LADBR-
QD❿*

-
AB-LAD05FR-

LADBR-
QD❿*

-

1)
 Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF

Pin Ass ignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact
STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Cable Length: (01) 1M ~ (99) 99M 1)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Cable Length: (01) 1M ~ (99) 99M 1)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF

Nominal  Current 5A 5A 5A
Plas�c Plas�c Plas�c

No of Contacts 3 4 5
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V 30 ~ 600V

NEW
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1234

5 6

1

2 3
❺ For Connector 1
❻ For Connector 2
❼ For Connector 3
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male

Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male

1

2

12

3 4

1234

5 6

❹ For Connector 1
❺ For Connector 2

Mul�-Ports Adaptor

T Adaptor 

L Adaptor

I Adaptor T CableY Adaptor Terminator

Customiza�on - Upon Request
Accessories Mini A Size

Nominal Current No. of Contacts ❷ Ma�ng Style Part Number More Op�ons

AB-AD-❷❷❷-FFM-TQ001

AB-AD-❷❷❷-MFM-TQ001
Push Lock5A (AD) 02, 03, 04, 05 AB-❶-❷❷❷-❺❻❼-TQ001

❶ Current Ra�ng:
(AZ) 1.5A*       (ASZ) 1.5A, Metal Shielded*
(AU) 2A*          (ASU) 2A, Metal Shielded*
(AD) 5A            (ASD) 5A, Metal Shielded*
(AG) 16A*        (KAG) 16A, Metal Non-shielded*     

Nominal Current Ma�ng Style Part Number More Op�ons

5A (AD) 02, 03, 04, 05 Push Lock AB-AD-00❷❷-0FM-LQ001 AB-❶-00❷❷-0❹❺-LQ001

❶ Current Ra�ng:
(AZ) 1.5A*       (ASZ) 1.5A, Metal Shielded*
(AU) 2A*          (ASU) 2A, Metal Shielded*
(AD) 5A            (ASD) 5A, Metal Shielded*
(AG) 16A*       (KAG) 16A, Metal Non-shielded*        

❶ Current Ra�ng:
(AZ) 1.5A*       (ASZ) 1.5A, Metal Shielded*
(AU) 2A*          (ASU) 2A, Metal Shielded*
(AD) 5A            (ASD) 5A, Metal Shielded*
(AG) 16A*       (KAG) 16A, Metal Non-shielded*        

*Upon Request

*Upon Request

*Upon Request

Nominal Current Ma�ng Style 2 Way Tee Part Number 4 Way Tee  Part Number

5A (AD) 2, 3, 4, 5 Push Lock AB-AD-❷❷❷❷00-FFMF00-Q001 AB-AD-❷❷❷❷❷❷-FFFFMF-Q001

More Op�ons AB-❶-❷❷❷❷00-FFMF00-Q001 AB-❶-❷❷❷❷❷❷-FFFFMF-Q001

No. of Contacts ❷

No. of Contacts ❷
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X-Lok To RJ45 Adaptor*

Accessories Mini A Size

More to choose: ❸None (MA) / With Rubber Lead (PC) / ❹None (MA) / With Fish Line (CD) / ❺None (A) / With Fish Line (D)

Waterproof Cap

Size Ma�ng Part Gender of Ma�ng Part Ma�ng Style Part Number

Receptacle

Receptacle

Male CAP-WAAMQ❸1

Female CAP-WAAFQ❹1

Male
A Size

Push Lock
Overmolded with Cable

For Ma�ng With Male

For Ma�ng With Female

None

None With Fish Line

With Rubber Lead

With Rubber Lead

With Fish Line

Nominal Current Contact Gender Part Number Packages❻ Crimp Tool

Male ASSP-05-M-A-C-❻

Female ASSP-05-F-A-C-❻
5A

            (SA) 50pcs / Box
            (SB) 100pcs / Box
            (RE) 5A 3,000pcs / Reel

P/N: ASST-C-05-W-A
(22 ~ 20AWG | 0.34 ~ 0.50mm2)

Contacts & Crimp Tool

20AWG 22AWG

ALTW

12AWG 14AWG

ALTW

16AWG 18AWG

ALTW

5A Crimp Tool

Nominal Current Transmission Speed Gender Straight / Right Angle Part Number

Straight RJ-AU08FM-LQ8001

Right Angle RJ-AU08FM-RQ8001

Straight RJS-ASU08FM-LQ8001

Right Angle RJS-ASU08FM-RQ8001

Straight RJS-ASZ12FM-LQ8001

Right Angle RJS-ASZ12FM-RQ8001

Male

Male

Male

Cat. 5e

Cat. 5e

Cat. 6A

2A (AU)

2A (ASU)

1.5A (ASZ)

08

08

12

StraightRight Angle
*Upon Request

No. of Contacts 

CAP-WAAMQM

CAP-WAAMQPC2

❺1
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Ma�ng Pair Page: 55~56    Standard B Size   

Plas�c / Metal
MM MF MM MF

BD-02PMMS-
QC8001

BD-02PMF S-
QC8001

BB-02PMMS-
QC8001

BB-02PMF S-
QC8001

- - BB-02PMMS-
QC800P

BB-02PMF S-
QC800P

BD-02PMMP-
QC8001 *

BD-02PMF P-
QC8001 *

BB-02PMMP-
QC8001 *

BB-02PMF P-
QC8001 *

BD-02RMMS-
QC8001

BD-02RMF S-
QC8001

BB-02RMMS-
QC8001

BB-02RMF S-
QC8001

- - BB-02RMMS-
QC800P

BB-02RMF S-
QC800P

BD-02RMMP-
QC8001 *

BD-02RMF P-
QC8001 *

BB-02RMMP-
QC8001 *

BB-02RMF P-
QC8001 *

BD-02PMMS-
QC8A ⓫*

BD-02PMF S-
QC8A ⓫*

BB-02PMMS-
QC8A ⓫*

BB-02PMF S-
QC8A ⓫*

BD-02RMMS-
QC8A ⓫*

BD-02RMF S-
QC8A ⓫*

BB-02RMMS-
QC8A ⓫*

BB-02RMF S-
QC8A ⓫*

BD-02AMMM-
QL8D ⓫

BD-02AMFM-
QL8D ⓫

BB-02AMMM-
QL8D ⓫

BB-02AMFM-
QL8D ⓫

BD-02AMMM-
QL8E ⓫

BD-02AMFM-
QL8E ⓫

BB-02AMMM-
QL8E ⓫

BB-02AMFM-
QL8E ⓫

BB-02AMMM-
QL8K⓫

BB-02AMFM-
QL8K⓫

BB-02AMMM-
QL8L⓫

BB-02AMFM-
QL8L⓫

AB-BD02ML-
BD ML-QD❿

- AB-BB02ML-
BBML-QD❿

-

AB-BD02ML-
BD HL-QD❿

- AB-BB02ML-
BBHL-QD❿

-

- AB-BD02HL-
BD HL-QD❿

- AB-BB02HL-
BBHL-QD❿

AB-BD02ML-
BD FL-QD❿

- AB-BB02ML-
BBFL-QD❿

-

AB-BD02ML-
BD FL-QD❿

- AB-BB02ML-
BBFL-QD❿

-

- AB-BD02HL-
BD BL-QD❿

- AB-BB02HL-
BD BL-QD❿End1: (H) MF | End2: (B) FM

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, CPE Jacket (For Power Group)

UL21409, XL-PE Jacket (LSZH, For Power Group)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M)  MM, (F)  FF, (B)  FM, (H)  MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (H) MF

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫  Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm 

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Plas�c Plas�c
Nominal  Current 5A 10A
Rated Voltage (AC/DC) 30 ~ 600V
No of Contacts 2

⓫

18.8

15.523
.8

18.6

15
.5

23.8

18.8

15.523
.8

18.6

15
.5

23.8

53.0
20.1

53.0 20.1

53.0 20.1

53.4

25
.0

-

-

-

-

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1
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Ma�ng Pair Page: 55~56    Standard B Size 

Plas�c / Metal
MM MF MM MF

Al l  Seals BD-02B MMG-
QL8AP0 *

BD-02B MF G-
QL8AP0 * - -

5.0 ~ 6.0mm Red Seal BD-02B MMG-
QL8SP0 *

BD-02B MF G-
QL8SP0 * - -

6.1 ~ 8.0mm Ye l low Seal BD-02B MMG-
QL8MP0 *

BD-02B MF G-
QL8MP0 * - -

8.1 ~ 10.0mm Blue Seal BD-02B MMG-
QL8LP0 *

BD-02B MF G-
QL8LP0 * - -

Al l  Seals - - BB-02B MMG-
QL8APP *

BB-02B MF G-
QL8APP *

5.0 ~ 6.0mm Red Seal - - BB-02B MMG-
QL8SPP *

BB-02B MF G-
QL8SPP *

- - BB-02B MMG-
QL8MPP *

BB-02B MF G-
QL8MPP *

8.1 ~ 10.0mm Blue Seal - - BB-02B MMG-
QL8LPP *

BB-02B MF G-
QL8LPP *

Al l  Seals BD-02B MMB-
QL8AP0 *

BD-02B MF B-
QL8AP0 * - -

5.0 ~ 6.0mm Red Seal BD-02B MMB-
QL8SP0 *

BD-02B MF B-
QL8SP0 * - -

BD-02B MMB-
QL8MP0 *

BD-02B MF B-
QL8MP0 * - -

8.1 ~ 10.0mm Blue Seal BD-02B MMB-
QL8LP0 *

BD-02B MF B-
QL8LP0 * - -

Al l  Seals - - BB-02B MMB-
QL8APP *

BB-02B MF B-
QL8APP *

5.0 ~ 6.0mm Red Seal - - BB-02B MMB-
QL8SPP *

BB-02B MF B-
QL8SPP *

- - BB-02B MMB-
QL8MPP *

BB-02B MF B-
QL8MPP *

8.1 ~ 10.0mm Blue Seal - - BB-02B MMB-
QL8LPP *

BB-02B MF B-
QL8LPP *

Al l  Seals - - BB-02B MME-
QL8APP *

BB-02B MF E-
QL8APP *

5.0 ~ 6.0mm Red Seal - - BB-02B MME-
QL8SPP *

BB-02B MF E-
QL8SPP *

- - BB-02B MME-
QL8MPP *

BB-02B MF E-
QL8MPP *

8.1 ~ 10.0mm Blue Seal - - BB-02B MME-
QL8LPP *

BB-02B MF E-
QL8LPP *

Al l  Seals BD-02B MMA-
QL8AP0

BD-02B MF A-
QL8AP0 - -

5.0 ~ 6.0mm Red Seal BD-02B MMA-
QL8SP0

BD-02B MF A-
QL8SP0 - -

BD-02B MMA-
QL8MP0

BD-02B MF A-
QL8MP0 - -

8.1 ~ 10.0mm Blue Seal BD-02B MMA-
QL8LP0

BD-02B MF A-
QL8LP0 - -

Al l  Seals - - BB-02B MMA-
QL8APP *

BB-02B MF A-
QL8APP *

5.0 ~ 6.0mm Red Seal - - BB-02B MMA-
QL8SPP *

BB-02B MF A-
QL8SPP *

- - BB-02B MMA-
QL8MPP *

BB-02B MF A-
QL8MPP *

8.1 ~ 10.0mm Blue Seal - - BB-02B MMA-
QL8LPP *

BB-02B MF A-
QL8LPP *

Push-in Type ,
For Power Group,
Connector Wi th Contacts

Crimp Type , 
For Data  Group, 
Connector Wi th Contacts

Crimp Type , 

For Power Group,
Connector Wi th Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type , 

Connector Wi th Contacts 

Solder Type , 
For Power Group,
Connector Wi th Contacts

Screw-in Type , 
For Data  Group, 
Connector Wi th Contacts

Screw-in Type ,
For Power Group,
Connector Wi th Contacts

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact

FM : Female Connector Male Contact

Plas�c Plas�c
Nominal  Current 5A 10A
Rated Voltage (AC/DC) 30 ~ 600V
No of Contacts 2

For Data  Group,

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

66.0

20
.0

AB-BD02ML-
BD FR-QD❿

- AB-BB02ML-
BBFR-QD❿

-

AB-BD02ML-
BD BR-QD❿

- AB-BB02ML-
BBBR-QD❿

-

- AB-BD02HL-
BD BR-QD❿

- AB-BB02HL-
BBBR-QD❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M)  MM, (F)  FF, (B)  FM, (H)  MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

53.0

20
.1
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Standard B Size 

Plas�c / Metal
MM MF MM MF MM MF

BD-03PMMS-
QC8001

BD-03PMFS-
QC8001

BB-03PMMS-
QC8001

BB-03PMFS-
QC8001

BBD-03PMM
S-QC8001

BBD-03PMF
S-QC8001

BD-03PMMS-
QC800P

BD-03PMFS-
QC800P

BB-03PMMS-
QC800P

BB-03PMFS-
QC800P - -

BD-03PMMP-
QC8001*

BD-03PMFP-
QC8001*

BB-03PMMP-
QC8001*

BB-03PMFP-
QC8001*

BBD-03PMM
P-QC8001*

BBD-03PMF
P-QC8001*

BD-03RMMS-
QC8001

BD-03RMFS-
QC8001

BB-03RMMS-
QC8001

BB-03RMFS-
QC8001

BBD-03RMM
S-QC8001

BBD-03RMF
S-QC8001

BD-03RMMS-
QC800P

BD-03RMFS-
QC800P

BB-03RMMS-
QC800P

BB-03RMFS-
QC800P - -

BD-03RMMP-
QC8001*

BD-03RMFP-
QC8001*

BB-03RMMP-
QC8001*

BB-03RMFP-
QC8001*

BBD-03RMM
P-QC8001*

BBD-03RMF
P-QC8001*

BD-03PMM
S-QC8A⓫*

BD-03PMF
S-QC8A⓫*

BB-03PMM
S-QC8A⓫*

BB-03PMF
S-QC8A⓫*

BBD-03PMM
S-QC8A⓫*

BBD-03PMF
S-QC8A⓫*

BD-03RMM
S-QC8A⓫*

BD-03RMF
S-QC8A⓫*

BB-03RMM
S-QC8A⓫*

BB-03RMF
S-QC8A⓫*

BBD-03RMM
S-QC8A⓫*

BBD-03RMF
S-QC8A⓫*

BD-03AMM
M-QL8D⓫

BD-03AMF
M-QL8D⓫

BB-03AMM
M-QL8D⓫

BB-03AMF
M-QL8D⓫ _ _

BD-03AMM
M-QL8E⓫

BD-03AMF
M-QL8E⓫

BB-03AMM
M-QL8E⓫

BB-03AMF
M-QL8E⓫ _ _

_ _ _ _
BBD-03AMM

M-QL8F⓫
BBD-03AMF
M-QL8F⓫

_ _
BB-03AMM
M-QL8K⓫

BB-03AMF
M-QL8K⓫ _ _

_ _
BB-03AMM
M-QL8L⓫

BB-03AMF
M-QL8L⓫ _ _

AB-BD03ML-
BDML-QD❿ - AB-BB03ML-

BBML-QD❿ - - -

AB-BD03ML-
BDHL-QD❿ - AB-BB03ML-

BBHL-QD❿ - - -

- AB-BD03HL-
BDHL-QD❿ - AB-BB03HL-

BBHL-QD❿ - -

AB-BD03ML-
BDFL-QD❿ - AB-BB03ML-

BBFL-QD❿ - - -

AB-BD03ML-
BDBL-QD❿ - AB-BB03ML-

BBBL-QD❿ - - -

- AB-BD03HL-
BDBL-QD❿ - AB-BB03HL-

BDBL-QD❿ - -

AB-BD03ML-
BDFR-QD❿ - AB-BB03ML-

BBFR-QD❿ - - -

AB-BD03ML-
BDBR-QD❿ - AB-BB03ML-

BBBR-QD❿ - - -

- AB-BD03HL-
BDBR-QD❿ - AB-BB03HL-

BBBR-QD❿ - -

No of Contacts 3 3 (2+1)
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V

10A+5ANominal  Current 5A 10A
Plas�c Plas�c Plas�c

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

End1: (H) MF | End2: (B) FM

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket  (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

UL21996, PVC Jacket  (For Hybrid Group)

SOOW/H07RN-F, CPE Jacket 
 (For Power Group)
UL21409, XL-PE Jacket 
(LSZH, For Power Group)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1



50Unrivaled InterConnects for Harsh Environment

Standard B Size     Ma�ng Pair Page: 57~58, 64  

Plas�c / Metal
MM MF MM MF

Al l  Seals
BD-03BMMG-

QL8AP0 *
BD-03BMF G-

QL8AP0 * - -

5.0 ~ 6.0mm Red Seal
BD-03BMMG-

QL8SP0 *
BD-03BMF G-

QL8SP0 * - -

6.1 ~ 8.0mm Ye l low Seal BD-03BMMG-
QL8MP0 *

BD-03BMF G-
QL8MP0 * - -

8.1 ~ 10.0mm Blue Seal
BD-03BMMG-

QL8LP0 *
BD-03BMF G-

QL8LP0 * - -

Al l  Seals - -
BB-03BMMG-

QL8APP *
BB-03BMF G-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-03BMMG-

QL8SPP *
BB-03BMF G-

QL8SPP *

- -
BB-03BMMG-

QL8MPP *
BB-03BMF G-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-03BMMG-

QL8LPP *
BB-03BMF G-

QL8LPP *

Al l  Seals
BD-03BMMB-

QL8AP0 *
BD-03BMF B-

QL8AP0 * - -

5.0 ~ 6.0mm Red Seal
BD-03BMMB-

QL8SP0 *
BD-03BMF B-

QL8SP0 * - -

BD-03BMMB-
QL8MP0 *

BD-03BMF B-
QL8MP0 * - -

8.1 ~ 10.0mm Blue Seal
BD-03BMMB-

QL8LP0 *
BD-03BMF B-

QL8LP0 * - -

Al l  Seals - -
BB-03BMMB-

QL8APP *
BB-03BMF B-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-03BMMB-

QL8SPP *
BB-03BMF B-

QL8SPP *

- -
BB-03BMMB-

QL8MPP *
BB-03BMF B-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-03BMMB-

QL8LPP *
BB-03BMF B-

QL8LPP *

Al l  Seals - -
BB-03BMME-

QL8APP *
BB-03BMF E-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-03BMME-

QL8SPP *
BB-03BMF E-

QL8SPP *

- -
BB-03BMME-

QL8MPP *
BB-03BMF E-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-03BMME-

QL8LPP *
BB-03BMF E-

QL8LPP *

Al l  Seals
BD-03BMMA-

QL8AP0
BD-03BMF A-

QL8AP0 - -

5.0 ~ 6.0mm Red Seal
BD-03BMMA-

QL8SP0
BD-03BMF A-

QL8SP0 - -

BD-03BMMA-
QL8MP0

BD-03BMF A-
QL8MP0 - -

8.1 ~ 10.0mm Blue Seal
BD-03BMMA-

QL8LP0
BD-03BMF A-

QL8LP0 - -

Al l  Seals - -
BB-03BMMA-

QL8APP *
BB-03BMF A-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-03BMMA-

QL8SPP *
BB-03BMF A-

QL8SPP *

- -
BB-03BMMA-

QL8MPP *
BB-03BMF A-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-03BMMA-

QL8LPP *
BB-03BMF A-

QL8LPP *

No of Contacts 3
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current 5A 10A

Plas�c Plas�c
Pin Ass ignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Push-in Type , 
For Power Group,
Connector Wi th Contacts

Crimp Type ,
For Data  Group,
Connector Wi th Contacts

Crimp Type , 
For Power Group,
Connector Wi th Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type ,
For Data  Group,
Connector Wi th Contacts

Solder Type ,
For Power Group,
Connector Wi th Contacts 

Screw-in Type , 
For Data  Group,
Connector Wi th Contacts

Screw-in Type , 
For Power Group,
Connector Wi th Contacts

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

6.1 ~ 8.0mm Ye l low Seal

66.0

20
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Plas�c / Metal
MM MF MM MF MM MF

BD-04PMM
S-QC8001

BD-04PMF
S-QC8001

BB-04PMM
S-QC8001

BB-04PMF
S-QC8001

BBD-04PMM
S-QC8001

BBD-04PMF
S-QC8001

- - BB-04PMM
S-QC800P - - -

BD-04PMM
P-QC8001*

BD-04PMF
P-QC8001*

BB-04PMM
P-QC8001*

BB-04PMF
P-QC8001*

BBD-04PMM
P-QC8001*

BBD-04PMF
P-QC8001*

BD-04RMM
S-QC8001

BD-04RMF
S-QC8001

BB-04RMM
S-QC8001

BB-04RMF
S-QC8001

BBD-04RMM
S-QC8001

BBD-04RMF
S-QC8001

- - BB-04RMM
S-QC800P - - -

BD-04RMM
P-QC8001*

BD-04RMF
P-QC8001*

BB-04RMM
P-QC8001*

BB-04RMF
P-QC8001*

BBD-04RMM
P-QC8001*

BBD-04RMF
P-QC8001*

BD-04PMM
S-QC8A⓫*

BD-04PMF
S-QC8A⓫*

BB-04PMM
S-QC8A⓫*

BB-04PMF
S-QC8A⓫*

BBD-04PMM
S-QC8A⓫*

BBD-04PMF
S-QC8A⓫*

BD-04RMM
S-QC8A⓫*

BD-04RMF
S-QC8A⓫*

BB-04RMM
S-QC8A⓫*

BB-04RMF
S-QC8A⓫*

BBD-04RMM
S-QC8A⓫*

BBD-04RMF
S-QC8A⓫*

BD-04AMM
M-QL8D⓫

BD-04AMF
M-QL8D⓫

BB-04AMM
M-QL8D⓫

BB-04AMF
M-QL8D⓫ _ _

BB-04AMM
M-QL8E⓫ ____ _

_ _ _ _

_

BBD-04AMM
M-QL8F⓫

BBD-04AMF
M-QL8F⓫

_ _
BB-04AMM
M-QL8K⓫ _ _

_ _
BB-04AMM
M-QL8L⓫ _ _

AB-BD04ML-
BDML-QD❿ - AB-BB04ML-

BBML-QD❿ - - -

AB-BD04ML-
BDHL-QD❿ - AB-BB04ML-

BBHL-QD❿ - - -

- AB-BD04HL-
BDHL-QD❿ - AB-BB04HL-

BBHL-QD❿ - -

AB-BD04ML-
BDFL-QD❿ - AB-BB04ML-

BBFL-QD❿ - - -

AB-BD04ML-
BDBL-QD❿ - AB-BB04ML-

BBBL-QD❿ - - -

- AB-BD04HL-
BDBL-QD❿ - AB-BB04HL-

BDFL-QD❿ - -

AB-BD04ML-
BDFR-QD❿ - AB-BB04ML-

BBFR-QD❿ - - -

AB-BD04ML-
BDBR-QD❿ - AB-BB04ML-

BBBR-QD❿ - - -

- AB-BD04HL-
BDBR-QD❿ - AB-BB04HL-

BBBR-QD❿ - -

No of Contacts 4 4 (2+2)
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V

10A+5ANominal  Current 5A 10A
Plas�c Plas�c Plas�c

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

End1: (H) MF | End2: (B) FM

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

UL21996, PVC Jacket  For Hybrid Group)

SOOW/H07RN-F, CPE Jacket 
(For Power Group)
UL21409, XL-PE Jacket 
(LSZH, For Power Group)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

_

_

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
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1



52Unrivaled InterConnects for Harsh Environment

Standard B Size  Ma�ng Pair Page: 59~60

10A
Plas�c / Metal Plas�c

MM MF MM

All  Seals
BD-04BMMG-

QL8AP0 *
BD-04BMF G-

QL8AP0 * -

5.0 ~ 6.0mm Red Seal
BD-04BMMG-

QL8SP0 *
BD-04BMF G-

QL8SP0 * -

6.1 ~ 8.0mm Ye l low Seal
BD-04BMMG-

QL8MP0 *
BD-04BMF G-

QL8MP0 * -

8.1 ~ 10.0mm Blue Seal
BD-04BMMG-

QL8LP0 *
BD-04BMF G-

QL8LP0 * -

Al l  Seals - -
BB-04BMMG-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BMMG-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BMMG-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BMMG-

QL8LPP *

Al l  Seals
BD-04BMMB-

QL8AP0 *
BD-04BMF B-

QL8AP0 * -

5.0 ~ 6.0mm Red Seal
BD-04BMMB-

QL8SP0 *
BD-04BMF B-

QL8SP0 * -

6.1 ~ 8.0mm Ye l low Seal
BD-04BMMB-

QL8MP0 *
BD-04BMF B-

QL8MP0 * -

8.1 ~ 10.0mm Blue Seal
BD-04BMMB-

QL8LP0 *
BD-04BMF B-

QL8LP0 * -

Al l  Seals - -
BB-04BMMB-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BMMB-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BMMB-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BMMB-

QL8LPP *

Al l  Seals - -
BB-04BMME-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BMME-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BMME-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BMME-

QL8LPP *

Al l  Seals
BD-04BMMA-

QL8AP0
BD-04BMF A-

QL8AP0 -

5.0 ~ 6.0mm Red Seal
BD-04BMMA-

QL8SP0
BD-04BMF A-

QL8SP0 -

6.1 ~ 8.0mm Ye l low Seal
BD-04BMMA-

QL8MP0
BD-04BMF A-

QL8MP0 -

8.1 ~ 10.0mm Blue Seal
BD-04BMMA-

QL8LP0
BD-04BMF A-

QL8LP0 -

Al l  Seals - -
BB-04BMMA-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BMMA-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BMMA-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BMMA-

QL8LPP *

Push-in Type , 
For Power Group,
Connector Wi th Contacts

Crimp Type , 
For Data  Group,
Connector Wi th Contacts

Crimp Type , 
For Power Group,
Connector Wi th Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type , 
For Data  Group,
Connector Wi th Contacts

Solder Type , 
For Power Group,
Connector Wi th Contacts

Screw-in Type , 
For Data  Group,
Connector Wi th Contacts

Screw-in Type , 
For Power Group,
Connector Wi th Contacts

Pin Ass ignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c
5ANominal  Current

4
30 ~ 600VRated Voltage (AC/DC)

No of Contacts

66.0

20
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Ma�ng Pair Page: 61~62, 64   
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Plas�c / Metal
MM MF MM MF MM MF

BD-05PMM
S-QC8001

BD-05PMF
S-QC8001

BBD-05PMM
S-QC8001

BBD-05PMF
S-QC8001

BD-06PMM
S-QC8001

BD-06PMF
S-QC8001

BD-05PMM
P-QC8001*

BD-05PMF
P-QC8001*

BBD-05PMM
P-QC8001*

BBD-05PMF
P-QC8001*

BD-06PMM
P-QC8001*

BD-06PMF
P-QC8001*

BD-05RMM
S-QC8001

BD-05RMF
S-QC8001

BBD-05RMM
S-QC8001

BBD-05RMF
S-QC8001

BD-06RMM
S-QC8001

BD-06RMF
S-QC8001

BD-05RMM
P-QC8001*

BD-05RMF
P-QC8001*

BBD-05RMF
P-QC8001*

BBD-05RMF
P-QC8001*

BD-06RMM
P-QC8001*

BD-06RMF
P-QC8001*

BD-05PMM
S-QC8A⓫*

BD-05PMF
S-QC8A⓫*

BBD-05PMM
S-QC8A⓫*

BBD-05PMF
S-QC8A⓫*

BD-06PMM
S-QC8A⓫*

BD-06PMF
S-QC8A⓫*

BD-05RMM
S-QC8A⓫*

BD-05RMF
S-QC8A⓫*

BBD-05RMM
S-QC8A⓫*

BBD-05RMF
S-QC8A⓫*

BD-06RMM
S-QC8A⓫*

BD-06RMF
S-QC8A⓫*

BD-05AMM
M- QL8D⓫

BD-05AMF
M- QL8D⓫

BD-06AMM
M- QL8D⓫

BD-06AMF
M-QL8D⓫

BBD-05AMM
M-QL8F⓫

BBD-05AMF
M-QL8F⓫

AB-BD05ML-
BDML-QD❿ - - - AB-BD06ML-

BDML-QD❿
AB-BD05ML-
BDHL-QD❿ - - - AB-BD06ML-

BDHL-QD❿ -

- AB-BD05HL-
BDHL-QD❿ - - - AB-BD06HL-

BDHL-QD❿
AB-BD05ML-
BDFL-QD❿ - - - AB-BD06ML-

BDFL-QD❿ -
AB-BD05ML-
BDBL-QD❿ - - - AB-BD06ML-

BDBL-QD❿ -

- AB-BD05HL-
BDBL-QD❿ - - - AB-BD06HL-

BDBL-QD❿

AB-BD05ML-
BDFR-QD❿ - - - AB-BD06ML-

BDFR-QD❿ -
AB-BD05ML-
BDBR-QD❿ - - - AB-BD06ML-

BDBR-QD❿ -

- AB-BD05HL-
BDBR-QD❿ - - - AB-BD06HL-

BDBR-QD❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (H) MF

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

180° PCB Type (For Data  Group)

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

180° PCB Type (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Plas�c Plas�c Plas�c
Pin Ass ignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

5A 10A+5A 5ANominal  Current
30 ~ 600V 30 ~ 600V 30 ~ 600VRated Voltage (AC/DC)

No of Contacts 5 5 (2+3) 6

- -

-- - -

-

Standard B Size 

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1

66.0

20
.0

Al l  Seals
BD-05BMM
G-QL8AP0*

BD-05BMF
G-QL8AP0* - -

BD-06BMMG-
QL8AP0*

BD-06BMFG-
QL8AP0*

5.0 ~ 6.0mm Red Seal
BD-05BMM
G-QL8SP0*

BD-05BMF
G-QL8SP0* - -

BD-06BMMG-
QL8SP0*

BD-06BMFG-
QL8SP0*

6.1 ~ 8.0mm Ye l low Seal BD-05BMM
G-QL8MP0*

BD-05BMF
G-QL8MP0* - -

BD-06BMMG-
QL8MP0*

BD-06BMFG-
QL8MP0*

8.1 ~ 10.0mm Blue Seal BD-05BMM
G-QL8LP0*

BD-05BMF
G-QL8LP0* - -

BD-06BMMG-
QL8LP0*

BD-06BMFG-
QL8LP0*

Al l  Seals
BD-05BMM
B-QL8AP0*

BD-05BMF
B-QL8AP0* - -

BD-06BMMB-
QL8AP0*

BD-06BMFB-
QL8AP0*

5.0 ~ 6.0mm Red Seal
BD-05BMM
B-QL8SP0*

BD-05BMF
B-QL8SP0* - -

BD-06BMMB-
QL8SP0*

BD-06BMFB-
QL8SP0*

6.1 ~ 8.0mm Ye l low Seal BD-05BMM
B-QL8MP0*

BD-05BMF
B-QL8MP0* - -

BD-06BMMB-
QL8MP0*

BD-06BMFB-
QL8MP0*

BD-05BMM
B-QL8LP0*

BD-05BMF
B-QL8LP0* - -

BD-06BMMB-
QL8LP0*

BD-06BMFB-
QL8LP0*

Al l  Seals
BD-05BMM
A-QL8AP0

BD-05BMF
A-QL8AP0 - -

BD-06BMMA-
QL8AP0

BD-06BMFA-
QL8AP0

5.0 ~ 6.0mm Red Seal
BD-05BMM
A-QL8SP0

BD-05BMF
A-QL8SP0 - -

BD-06BMMA-
QL8SP0

BD-06BMFA-
QL8SP0

6.1 ~ 8.0mm Ye l low Seal BD-05BMM
A-QL8MP0

BD-05BMF
A-QL8MP0 - -

BD-06BMMA-
QL8MP0

BD-06BMFA-
QL8MP0

BD-05BMM
A-QL8LP0

BD-05BMF
A-QL8LP0 - -

BD-06BMMA-
QL8LP0

BD-06BMFA-
QL8LP0

Crimp Type , 
For Data  Group,
Connector Wi th
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type , 
For Data  Group,
Connector Wi th
Contacts

Screw-in Type , 
For Data  Group,
Connector Wi th
Contacts

8.1 ~ 10.0mm Blue Seal 

8.1 ~ 10.0mm Blue Seal 
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Ma�ng Pair Page: 63 & 65  
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Plas�c / Metal
MM MF MM MF MM MF

BBD-06PMM
S-QC8001

BBD-06PMF
S-QC8001

BD-07PMM
S-QC8001 - BD-08PMM

S-QC8001 -
BBD-06PMM
P-QC8001*

BBD-06PMF
P-QC8001*

BD-07PMM
P-QC8001*

BD-08PMM
P-QC8001*

BBD-06RMM
S-QC8001

BBD-06RMF
S-QC8001

BD-07RMM
S-QC8001

BD-08RMM
S-QC8001

BD-07RMM
S-QC800P

BD-08RMM
S-QC800P

BBD-06RMF
P-QC8001*

BBD-06RMF
P-QC8001*

BD-07RMM
P-QC8001*

BD-08RMM
P-QC8001*

BBD-06PMM
S-QC8A⓫*

BBD-06PMF
S-QC8A⓫*

BD-07PMM
S-QC8A⓫*

BD-08PMM
S-QC8A⓫*

BBD-06RMM
S-QC8A⓫*

BBD-06RMF
S-QC8A⓫*

BD-07RMM
S-QC8A⓫*

BD-08RMM
S-QC8A⓫*

BD-07AMM
M-QL8D⓫

BD-08AMM
M-QL8D⓫

BD-07AMM
M-QL8E⓫

BD-08AMM
M-QL8E⓫

BBD-06AMM
M-QL8F⓫

BBD-06AMF
M-QL8F⓫

AB-BBD06ML-
BBDML-QF❿

AB-BD07ML-
BDML-QD❿ - AB-BD08ML-

BDML-QD❿ -
AB-BBD06ML-
BBDHL-QF❿ - AB-BD07ML-

BDHL-QD❿ - AB-BD08ML-
BDHL-QD❿ -

- AB-BBD06HL-
BBDHL-QF❿ - AB-BD07HL-

BDHL-QD❿ - AB-BD08HL-
BDHL-QD❿

AB-BBD06ML-
BBDFL-QF❿ - AB-BD07ML-

BDFL-QD❿ - AB-BD08ML-
BDFL-QD❿ -

AB-BBD06ML-
BBD BL-QF❿ - AB-BD07ML-

BDBL-QD❿ - AB-BD08ML-
BDBL-QD❿ -

- AB-BBD06HL-
BBDBL-QF❿ - AB-BD07HL-

BDBL-QD❿ - AB-BD08HL-
BDBL-QD❿

AB-BBD06ML-
BBDFR-QF❿ - AB-BD07ML-

BDFR-QF❿ - AB-BD08ML-
BDFR-QD❿ -

AB-BBD06ML-
BBDBR-QF❿ - AB-BD07ML-

BDBR-QF❿ - AB-BD08ML-
BDBR-QD❿ -

- AB-BBD06HL-
BBDBR-QF❿ - AB-BD07HL-

BDBR-QD❿ - AB-BD08HL-
BDBR-QD❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (H) MF

Plas�c

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

180° PCB Type (For Data  Group)

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type (For Data  Group)

Solder Type (For Power Group)

180° PCB Type (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)  |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)  |Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel  Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Plas�c
Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

5A 5A
Plas�c

Nominal  Current
30 ~ 600V
10A+5A

30 ~ 600V 30 ~ 600VRated Voltage (AC/DC)
8No of Contacts 6 (2+4) 7

- -

- -

- -

--

--

- -

- -

- ---

- - - -

- - - -

-

53.0

20.1

53.0

20
.1

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Standard B Size 

Al l  Seals - - BD-07BMM
G-QL8AP0*

BD-08BMM
G-QL8AP0*

5.0 ~ 6.0mm Red Seal - - BD-07BMM
G-QL8SP0*

BD-08BMM
G-QL8SP0 *

6.1 ~ 8.0mm Yellow Seal - - BD-07BMM
G-QL8MP0*

BD-08BMM
G-QL8MP0*

8.1 ~ 10.0mm Blue Seal - - BD-07BMM
G-QL8LP0*

BD-08BMM
G-QL8LP0 *

Al l  Seals - - BD-07BMM
B-QL8AP0*

BD-08BMM
B-QL8AP0 *

5.0 ~ 6.0mm Red Seal - - BD-07BMM
B-QL8SP0*

BD-08BMM
B-QL8SP0 *

- - BD-07BMM
B-QL8MP0*

BD-08BMM
B-QL8MP0*

8.1 ~ 10.0mm Blue Seal - - BD-07BMM
B-QL8LP0*

BD-08BMM
B-QL8LP0*

Al l  Seals - - BD-07BMM
A-QL8AP0

BD-08BMM
A-QL8AP0

5.0 ~ 6.0mm Red Seal - - BD-07BMM
A-QL8SP0

BD-08BMM
A-QL8SP0

- - BD-07BMM
A-QL8MP0

BD-08BMM
A-QL8MP0

8.1 ~ 10.0mm Blue Seal - - BD-07BMM
A-QL8LP0

BD-08BMM
A-QL8LP0

Crimp Type , 
For Data  Group,
Connector Wi th
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type ,
For Data  Group,
Connector Wi th
Contacts

Screw-in Type , 
For Data  Group,
Connector Wi th
Contacts

6.1 ~ 8.0mm Yellow Seal

6.1 ~ 8.0mm Yellow Seal

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

66.0

20
.0



Amphenol LTW55

Plas�c / Metal
FF FM FF FM

BD-02AFFM-
QL8D⓫

BD-02AFMM-
QL8D⓫

BB-02AFFM-
QL8D⓫

BB-02AFMM-
QL8D⓫

BB-02AFFM-
QL8E⓫

BB-02AFMM-
QL8E⓫

- -
BB-02AFFM-

QL8K⓫
BB-02AFMM-

QL8K⓫

- -
BB-02AFFM-

QL8L⓫
BB-02AFMM-

QL8L⓫

BD-02AFFM-
QR8D⓫

BD-02AFMM-
QR8D⓫

BB-02AFFM-
QR8D⓫

BB-02AFMM-
QR8D⓫

BB-02AFFM-
QR8E⓫

BB-02AFMM-
QR8E⓫

- -
BB-02AFFM-

QR8K⓫
BB-02AFMM-

QR8K⓫

- -
BB-02AFFM-

QR8L⓫
BB-02AFMM-

QR8L⓫

AB-BD02FL-
BDFL-QD❿

-
AB-BB02FL-
BBFL- QD❿ -

AB-BD02FL-
BDBL-QD❿

-
AB-BB02FL-
BBBL-QD❿

-

-
AB-BD02BL-
BDBL-QD❿

-
AB-BB02BL-
BBBL-QD❿

AB-BD02FL-
BDHL-QD❿

-
AB-BB02FL-
BBHL-QD❿

-

AB-BD02FL-
BDFR-QD❿

-
AB-BB02FL-
BBFR-QD❿

-

AB-BD02FL-
BDBR-QD❿

-
AB-BB02FL-

BBBR-QD❿
-

-
AB-BD02BL-
BDBR-QD❿

-
AB-BB02BL-
BBBR-QD❿

AB-BD02FR-
BDFR-QD❿

-
AB-BB02FR-
BBFR-QD❿

-

AB-BD02FR-
BDBR-QD❿

-
AB-BB02FR-
BBBR-QD❿

-

-
AB-BD02BR-
BDBR-QD❿

-
AB-BB02BR-
BBBR-QD❿

No of Contacts 2
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current 5A 10A

Plas�c Plas�c
Pin Ass ignment
MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM : Female Connector Male Contact

UL21409, XL-PE Jacket (LSZH, For Power Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, CPE Jacket (For Power Group)

UL21409, XL-PE Jacket (LSZH, For Power Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, Rubber Jacket (For Power Group)

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM, (H)  MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

--

--
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56Unrivaled InterConnects for Harsh Environment

Plas�c / Metal
FF FM FF FM

Al l  Seals
BD-02BFFG-

QL8AP0*
BD-02BFMG-

QL8AP0*
- -

5.0 ~ 6.0mm Red Seal
BD-02BFFG-

QL8SP0*
BD-02BFMG-

QL8SP0*
- -

6.1 ~ 8.0mm Ye l low Seal
BD-02BFFG-

QL8SP0*
BD-02BFMG-

QL8SP0*
- -

8.1 ~ 10.0mm Blue Seal
BD-02BFFG-

QL8LP0*
BD-02BFMG-

QL8LP0*
- -

Al l  Seals - -
BB-02BFFG-

QL8APP*
BB-02BFMG-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-02BFFG-

QL8SPP*
BB-02BFMG-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-02BFFG-

QL8MPP*
BB-02BFMG-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-02BFFG-

QL8LPP*
BB-02BFMG-

QL8LPP*

Al l  Seals
BD-02BFFB-

QL8AP0*
BD-02BFMB-

QL8AP0*
- -

5.0 ~ 6.0mm Red Seal
BD-02BFFB-

QL8SP0*
BD-02BFMB-

QL8SP0*
- -

6.1 ~ 8.0mm Ye l low Seal
BD-02BFFB-

QL8SP0*
BD-02BFMB-

QL8SP0*
- -

8.1 ~ 10.0mm Blue Seal
BD-02BFFB-

QL8LP0*
BD-02BFMB-

QL8LP0*
- -

Al l  Seals - -
BB-02BFFB-

QL8APP*
BB-02BFMB-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-02BFFB-

QL8SPP*
BB-02BFMB-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-02BFFB-

QL8MPP*
BB-02BFMB-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-02BFFB-

QL8LPP*
BB-02BFMB-

QL8LPP*

Al l  Seals - -
BB-02BFFE-

QL8APP*
BB-02BFME-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-02BFFE-

QL8SPP*
BB-02BFME-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-02BFFE-

QL8MPP*
BB-02BFME-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-02BFFE-

QL8LPP*
BB-02BFME-

QL8LPP*

Al l  Seals
BD-02BFFA-

QL8AP0
BD-02BFMA-

QL8AP0
- -

5.0 ~ 6.0mm Red Seal
BD-02BFFA-

QL8SP0
BD-02BFMA-

QL8SP0
- -

6.1 ~ 8.0mm Ye l low Seal
BD-02BFFA-

QL8SP0
BD-02BFMA-

QL8SP0
- -

8.1 ~ 10.0mm Blue Seal
BD-02BFFA-

QL8LP0
BD-02BFMA-

QL8LP0
- -

Al l  Seals - -
BB-02BFFA-

QL8APP
BB-02BFMA-

QL8APP

5.0 ~ 6.0mm Red Seal - -
BB-02BFFA-

QL8SPP
BB-02BFMA-

QL8SPP

6.1 ~ 8.0mm Ye l low Seal - -
BB-02BFFA-

QL8MPP
BB-02BFMA-

QL8MPP

8.1 ~ 10.0mm Blue Seal - -
BB-02BFFA-

QL8LPP
BB-02BFMA-

QL8LPP

No of Contacts 2
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current 5A 10A

Plas�c Plas�c
Pin Ass ignment
FF: Female Connector Female Contact
FM : Female Connector Male Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type , 
For Data  Group,
Connector Wi th
Contacts

Solder Type , 
For Power Group,
Connector Wi th
Contacts

Screw-in Type , 
For Data  Group,
Connector Wi th
Contacts

Screw-in Type , 
For Power Group,
Connector Wi th
Contacts

Push-in Type , 
For Power Group,
Connector Wi th
Contacts

Crimp Type ,
For Data  Group,
Connector Wi th
Contacts

Crimp Type , 
For Power Group,
Connector Wi th
Contacts

66.2 (Ref.)

20.025
.0

Ma�ng Pair Page: 47~48Standard B Size 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Plas�c / Metal
FF FM FF FM

BD-03AFFM-
QL8D⓫

BD-03AFMM-
QL8D⓫

BB-03AFFM-
QL8D⓫

BB-03AFMM-
QL8D⓫

BD-03AFFM-
QL8E⓫

BD-03AFMM-
QL8E⓫

BB-03AFFM-
QL8E⓫

BB-03AFMM-
QL8E⓫

- -
BB-03AFFM-

QL8K⓫
BB-03AFMM-

QL8K⓫

- -
BB-03AFFM-

QL8L⓫
BB-03AFMM-

QL8L⓫

BD-03AFFM-
QR8D⓫

BD-03AFMM-
QR8D⓫

BB-03AFFM-
QR8D⓫

BB-03AFMM-
QR8D⓫

BD-03AFFM-
QR8E⓫

BD-03AFMM-
QR8E⓫

BB-03AFFM-
QR8E⓫

BB-03AFMM-
QR8E⓫

- -
BB-03AFFM-

QR8K⓫
BB-03AFMM-

QR8K⓫

- -
BB-03AFFM-

QR8L⓫
BB-03AFMM-

QR8L⓫

AB-BD03FL-
BDFL-QD❿

- AB-BB03FL-
FL- QD❿

-

AB-BD03FL-
BDBL-QD❿

-
AB-BB03FL-
BBBL-QD❿

-

-
AB-BD03BL-
BDBL-QD❿

-
AB-BB03BL-
BBBL-QD❿

AB-BD03FL-
BDHL-QD❿

-
AB-BB03FL-
BBHL-QD❿

-

AB-BD03FL-
BDFR-QD❿

-
AB-BB03FL-
BBFR-QD❿

-

AB-BD03FL-
BDBR-QD❿

-
AB-BB03FL-

BBBR-QD❿
-

-
AB-BD03BL-
BDBR-QD❿

-
AB-BB03BL-
BBBR-QD❿

AB-BD03FR-
BDFR-QD❿

-
AB-BB03FR-
BBFR-QD❿

-

AB-BD03FR-
BDBR-QD❿

-
AB-BB03FR-
BBBR-QD❿

-

-
AB-BD03BR-
BDBR-QD❿

-
AB-BB03BR-
BBBR-QD❿

No of Contacts 3
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current 5A 10A

Plas�c Plas�c
Pin Ass ignment
MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM : Female Connector Male Contact

UL21409, XL-PE Jacket (LSZH, For Power Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, CPE Jacket (For Power Group)

UL21409, XL-PE Jacket (LSZH, For Power Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F,  Rubber Jacket (For Power Group)

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM, (H)  MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

BB
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Plas�c / Metal
FF FM FF FM

Al l  Seals
BD-03BFFG-

QL8AP0*
BD-03BFMG-

QL8AP0*
- -

5.0 ~ 6.0mm Red Seal
BD-03BFFG-

QL8SP0*
BD-03BFMG-

QL8SP0*
- -

6.1 ~ 8.0mm Ye l low Seal
BD-03BFFG-

QL8SP0*
BD-03BFMG-

QL8SP0*
- -

8.1 ~ 10.0mm Blue Seal
BD-03BFFG-

QL8LP0*
BD-03BFMG-

QL8LP0*
- -

Al l  Seals - -
BB-03BFFG-

QL8APP*
BB-03BFMG-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-03BFFG-

QL8SPP*
BB-03BFMG-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-03BFFG-

QL8MPP*
BB-03BFMG-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-03BFFG-

QL8LPP*
BB-03BFMG-

QL8LPP*

Al l  Seals
BD-03BFFB-

QL8AP0*
BD-03BFMB-

QL8AP0*
- -

5.0 ~ 6.0mm Red Seal
BD-03BFFB-

QL8SP0*
BD-03BFMB-

QL8SP0*
- -

6.1 ~ 8.0mm Ye l low Seal
BD-03BFFB-

QL8SP0*
BD-03BFMB-

QL8SP0*
- -

8.1 ~ 10.0mm Blue Seal
BD-03BFFB-

QL8LP0*
BD-03BFMB-

QL8LP0*
- -

Al l  Seals - -
BB-03BFFB-

QL8APP*
BB-03BFMB-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-03BFFB-

QL8SPP*
BB-03BFMB-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-03BFFB-

QL8MPP*
BB-03BFMB-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-03BFFB-

QL8LPP*
BB-03BFMB-

QL8LPP*

Al l  Seals - -
BB-03BFFE-

QL8APP*
BB-03BFME-

QL8APP*

5.0 ~ 6.0mm Red Seal - -
BB-03BFFE-

QL8SPP*
BB-03BFME-

QL8SPP*

6.1 ~ 8.0mm Ye l low Seal - -
BB-03BFFE-

QL8MPP*
BB-03BFME-

QL8MPP*

8.1 ~ 10.0mm Blue Seal - -
BB-03BFFE-

QL8LPP*
BB-03BFME-

QL8LPP*

Al l  Seals
BD-03BFFA-

QL8AP0
BD-03BFMA-

QL8AP0
- -

5.0 ~ 6.0mm Red Seal
BD-03BFFA-

QL8SP0
BD-03BFMA-

QL8SP0
- -

6.1 ~ 8.0mm Ye l low Seal
BD-03BFFA-

QL8SP0
BD-03BFMA-

QL8SP0
- -

8.1 ~ 10.0mm Blue Seal
BD-03BFFA-

QL8LP0
BD-03BFMA-

QL8LP0
- -

Al l  Seals - -
BB-03BFFA-

QL8APP
BB-03BFMA-

QL8APP

5.0 ~ 6.0mm Red Seal - -
BB-03BFFA-

QL8SPP
BB-03BFMA-

QL8SPP

6.1 ~ 8.0mm Ye l low Seal - -
BB-03BFFA-

QL8MPP
BB-03BFMA-

QL8MPP

8.1 ~ 10.0mm Blue Seal - -
BB-03BFFA-

QL8LPP
BB-03BFMA-

QL8LPP

No of Contacts 3
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current 5A 10A

Plas�c Plas�c
Pin Ass ignment
FF: Female Connector Female Contact
FM : Female Connector Male Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type ,
For Data  Group,
Connector Wi th
Contacts

Solder Type ,
For Power Group,
Connector Wi th
Contacts

Screw-in Type ,
For Data  Group,
Connector Wi th
Contacts

Screw-in Type , 
For Power Group,
Connector Wi th
Contacts

Push-in Type , 
For Power Group,
Connector Wi th
Contacts

Crimp Type ,
For Data  Group,
Connector Wi th
Contacts

Crimp Type ,
For Power Group,
Connector Wi th
Contacts

66.2 (Ref.)

20.025
.0

Ma�ng Pair Page: 49~50   Standard B Size 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Plas�c / Metal
FF FM FF FM

BD-04AFFM-
QL8D⓫

BD-04AFMM-
QL8D⓫

BB-04AFFM-
QL8D⓫

BB-04AFMM-
QL8D⓫

- -
BB-04AFFM-

QL8E⓫ -

- -
BB-04AFFM-

QL8K⓫ -

- -
BB-04AFFM-

QL8L⓫ -

BD-04AFFM-
QR8D⓫

BD-04AFMM-
QR8D⓫

BB-04AFFM-
QR8D⓫

BB-04AFMM-
QR8D⓫

- -
BB-04AFFM-

QR8E⓫

- -
BB-04AFFM-

QR8K⓫ -

- -
BB-04AFFM-

QR8L⓫ -

AB-BD04FL-
BDFL-QD❿

-
AB-BB04FL-
BBFL-QD❿

-

AB-BD04FL-
BDBL-QD❿

-
AB-BB04FL-
BBBL-QD❿

-

-
AB-BD04BL-
BDBL-QD❿

-
AB-BB04BL-
BBBL-QD❿

AB-BD04FL-
BDHL-QD❿

-
AB-BB04FL-
BBHL-QD❿

-

AB-BD04FL-
BDFR-QD❿

-
AB-BB04FL-
BBFR-QD❿

-

AB-BD04FL-
BDBR-QD❿

-
AB-BB04FL-

BBBR-QD❿
-

-
AB-BD04BL-
BDBR-QD❿

-
AB-BB04BL-
BBBR-QD❿

AB-BD04FR-
BDFR-QD❿

-
AB-BB04FR-
BBFR-QD❿

-

AB-BD04FR-
BDBR-QD❿

-
AB-BB04FR-
BBBR-QD❿

-

-
AB-BD04BR-
BDBR-QD❿

-
AB-BB04BR-
BBBR-QD❿

No of Contacts 4
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current

Plas�c Plas�c
5A 10A

Pin Ass ignment
MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM : Female Connector Male Contact

UL21409, XL-PE Jacket (LSZH, For Power Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, CPE Jacket (For Power Group)

UL21409, XL-PE Jacket (LSZH, For Power Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

UL SJTW, PVC Jacket (For Power Group)

SOOW/H07RN-F, Rubber Jacket (For Power Group)

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM, (H)  MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

-
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10A
Plas�c / Metal Plas�c

FF FM FF

Al l  Seals
BD-04BFFG-

QL8AP0 *
BD-04BFMG-

QL8AP0 *
-

5.0 ~ 6.0mm Red Seal
BD-04BFFG-

QL8SP0 *
BD-04BFMG-

QL8SP0 *
-

6.1 ~ 8.0mm Ye l low Seal
BD-04BFFG-

QL8SP0 *
BD-04BFMG-

QL8SP0 *
-

8.1 ~ 10.0mm Blue Seal
BD-04BFFG-

QL8LP0 *
BD-04BFMG-

QL8LP0 *
-

Al l  Seals - -
BB-04BFFG-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BFFG-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BFFG-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BFFG-

QL8LPP *

Al l  Seals
BD-04BFFB-

QL8AP0 *
BD-04BFMB-

QL8AP0 *
-

5.0 ~ 6.0mm Red Seal
BD-04BFFB-

QL8SP0 *
BD-04BFMB-

QL8SP0 *
-

6.1 ~ 8.0mm Ye l low Seal
BD-04BFFB-

QL8SP0 *
BD-04BFMB-

QL8SP0 *
-

8.1 ~ 10.0mm Blue Seal
BD-04BFFB-

QL8LP0 *
BD-04BFMB-

QL8LP0 *
-

Al l  Seals - -
BB-04BFFB-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BFFB-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BFFB-

QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BFFB-

QL8LPP *

Al l  Seals - -
BB-04BFFE-

QL8APP *

5.0 ~ 6.0mm Red Seal - -
BB-04BFFE-

QL8SPP *

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BFFE-
QL8MPP *

8.1 ~ 10.0mm Blue Seal - -
BB-04BFFE-

QL8LPP *

Al l  Seals
BD-04BFFA-

QL8AP0
BD-04BFMA-

QL8AP0
-

5.0 ~ 6.0mm Red Seal
BD-04BFFA-

QL8SP0
BD-04BFMA-

QL8SP0
-

6.1 ~ 8.0mm Ye l low Seal
BD-04BFFA-

QL8SP0
BD-04BFMA-

QL8SP0
-

8.1 ~ 10.0mm Blue Seal
BD-04BFFA-

QL8LP0
BD-04BFMA-

QL8LP0
-

Al l  Seals - -
BB-04BFFA-

QL8APP

5.0 ~ 6.0mm Red Seal - -
BB-04BFFA-

QL8SPP

6.1 ~ 8.0mm Ye l low Seal - -
BB-04BFFA-

QL8MPP

8.1 ~ 10.0mm Blue Seal - -
BB-04BFFA-

QL8LPP

No of Contacts 4
Rated Voltage (AC/DC) 30 ~ 600V
Nominal  Current

Plas�c
5A

Pin Ass ignment
FF : Female Connector Female Contact
FM : Female Connector Male Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With 
Contacts

Solder Type , 
For Data  Group,
Connector Wi th
Contacts

Solder Type ,
For Power Group,
Connector Wi th
Contacts

Screw-in Type ,
For Data  Group,
Connector Wi th
Contacts

Screw-in Type ,
For Power Group,
Connector Wi th
Contacts

Push-in Type , 
For Power Group,
Connector Wi th
Contacts

Crimp Type ,
For Data  Group,
Connector Wi th
Contacts

Crimp Type , 
For Power Group,
Connector Wi th
Contacts

66.2 (Ref.)

20.025
.0

Ma�ng Pair Page: 51~52   Standard B Size 
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Plas�c / Metal
FF FM FF FM

BD-05AFFM-
QL8D⓫

BD-05AFMM-
QL8D⓫

BD-06AFFM-
QL8D⓫

BD-06AFMM-
QL8D⓫

BD-05AFFM-
QR8D⓫

BD-05AFMM-
QR8D⓫

BD-06AFFM-
QR8D⓫

BD-06AFMM-
QR8D⓫

AB-BD04FL-
BD FL-QD❿

-
AB-BD06FL-
BD FL-QD❿

-

AB-BD04FL-
BD BL-QD❿

-
AB-BD06FL-
BDBL-QD❿

-

-
AB-BD04BL-
BD BL-QD❿

-
AB-BD06BL-
BD BL-QD❿

AB-BD04FL-
BD HL-QD❿

-
AB-BD06FL-
BD HL-QD❿

-

- -
AB-BD06FL-
BD FR-QD❿

-

- -
AB-BD06FL-

BD BR-QD❿
-

- - -
AB-BD06BL-
BD BR-QD❿

AB-BD05FR-
BD FR-QD❿

-
AB-BD06FR-
BD FR-QD❿

-

AB-BD05FR-
BD BR-QD❿

-
AB-BD06FR-
BD BR-QD❿

-

-
AB-BD05BR-
BD BR-QD❿

-
AB-BD06BR-
BD BR-QD❿

No of Contacts 5 6
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V
Nominal  Current 5A 5A

Plas�c
Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

Plas�c

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM, (H)  MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

53.4

25
.0

42.5

25
.0 34.7

42
.5

25.0

34.7

53.4

25
.0

53.4

25
.0

53.0 20.1

53.4

25
.0

Ma�ng Pair Page: 53  Standard B Size 

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1



62Unrivaled InterConnects for Harsh Environment

Plas�c / Metal
FF FM FF FM

Al l  Seals
BD-05BFFG-

*
BD-05BFMG-

QL8AP0*
BD-06BFFG-

QL8AP0*
BD-06BFMG-

QL8AP0*

5.0 ~ 6.0mm Red Seal BD-05BFFG- *
BD-05BFMG-

QL8SP0*
BD-06BFFG-

QL8SP0*
BD-06BFMG-

QL8SP0*

6.1 ~ 8.0mm Ye l low Seal
BD-05BFFG-

*
BD-05BFMG-

QL8SP0*
BD-06BFFG-

QL8SP0*
BD-06BFMG-

QL8SP0*

8.1 ~ 10.0mm Blue Seal BD-05BFFG- *
BD-05BFMG-

QL8LP0*
BD-06BFFG-

QL8LP0*
BD-06BFMG-

QL8LP0*

Al l  Seals
BD-05BFFB-

QL8AP0*
BD-05BFMB-

QL8AP0*
BD-06BFFB-

QL8AP0*
BD-06BFMB-

QL8AP0*

5.0 ~ 6.0mm Red Seal
BD-05BFFB-

QL8SP0*
BD-05BFMB-

QL8SP0*
BD-06BFFB-

QL8SP0*
BD-06BFMB-

QL8SP0*

6.1 ~ 8.0mm Ye l low Seal
BD-05BFFB-

QL8SP0*
BD-05BFMB-

QL8SP0*
BD-06BFFB-

QL8SP0*
BD-06BFMB-

QL8SP0*

8.1 ~ 10.0mm Blue Seal
BD-05BFFB-

QL8LP0*
BD-05BFMB-

QL8LP0*
BD-06BFFB-

QL8LP0*
BD-06BFMB-

QL8LP0*

Al l  Seals
BD-05BFFA-

QL8AP0
BD-05BFMA-

QL8AP0
BD-06BFFA-

QL8AP0
BD-06BFMA-

QL8AP0

5.0 ~ 6.0mm Red Seal
BD-05BFFA-

QL8SP0
BD-05BFMA-

QL8SP0
BD-06BFFA-

QL8SP0
BD-06BFMA-

QL8SP0

6.1 ~ 8.0mm Ye l low Seal
BD-05BFFA-

QL8SP0
BD-05BFMA-

QL8SP0
BD-06BFFA-

QL8SP0
BD-06BFMA-

QL8SP0

8.1 ~ 10.0mm Blue Seal
BD-05BFFA-

QL8LP0
BD-05BFMA-

QL8LP0
BD-06BFFA-

QL8LP0
BD-06BFMA-

QL8LP0

No of Contacts 5 6
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V
Nominal  Current 5A 5A

Plas�c
Pin Ass ignment
FF: Female Connector Female Contact
FM: Female Connector Male Contact

Plas�c

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With 

Solder Type ,
For Data  Group,
Connector Wi th
Contacts

Screw-in Type , 
For Data  Group,
Connector Wi th
Contacts

Crimp Type ,    
For Data  Group,
Connector Wi th
Contacts

Contacts

QL8AP0

QL8SP0

QL8SP0

QL8LP0

66.2 (Ref.)

20.025
.0

Ma�ng Pair Page: 53  Standard B Size 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Plas�c / Metal
FF FF

BD-07AFFM-
QL8D⓫

BD-08AFFM-
QL8D⓫

BD-07AFFM-
QR8D⓫

BD-08AFFM-
QR8D⓫

8No of Contacts 7
30 ~ 600V 30 ~ 600VRated Voltage (AC/DC)

Nominal  Current 5A 5A
Plas�c

Pin Ass ignment
FF : Female Connector Female Contact

Plas�c

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket (For Data  Group)

14.8±0.1

Circular Backshell (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1

Ma�ng Pair Page: 54   Standard B Size 

53.4

25
.0

42.5

25
.0 34.7

Al l  Seals
BD-07BFFG-

QL8AP0 *
BD-08BFFG-

QL8AP0 *

5.0 ~ 6.0mm Red Seal
BD-07BFFG-

QL8SP0 *
BD-08BFFG-

QL8SP0 *

6.1 ~ 8.0mm Ye l low Seal
BD-07BFFG-

QL8SP0 *
BD-08BFFG-

QL8SP0 *

8.1 ~ 10.0mm Blue Seal
BD-07BFFG-

QL8LP0 *
BD-08BFFG-

QL8LP0 *

Al l  Seals
BD-07BFFB-

QL8AP0 *
BD-08BFFB-

QL8AP0 *

5.0 ~ 6.0mm Red Seal
BD-07BFFB-

QL8SP0 *
BD-08BFFB-

QL8SP0 *

6.1 ~ 8.0mm Ye l low Seal
BD-07BFFB-

QL8SP0 *
BD-08BFFB-

QL8SP0 *

8.1 ~ 10.0mm Blue Seal
BD-07BFFB-

QL8LP0 *
BD-08BFFB-

QL8LP0 *

Al l  Seals
BD-07BFFA-

QL8AP0
BD-08BFFA-

QL8AP0

5.0 ~ 6.0mm Red Seal
BD-07BFFA-

QL8SP0
BD-08BFFA-

QL8SP0

6.1 ~ 8.0mm Ye l low Seal
BD-07BFFA-

QL8SP0
BD-08BFFA-

QL8SP0

8.1 ~ 10.0mm Blue Seal
BD-07BFFA-

QL8LP0
BD-08BFFA-

QL8LP0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Seal ing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm Packing Op�on: Connector With 

Solder Type ,
For Data  Group,
Connector Wi th Contacts

Screw-in Type ,
For Data  Group,
Connector Wi th Contacts

Crimp Type ,
For Data  Group,
Connector Wi th Contacts

66.2 (Ref.)

20.025
.0

Contacts



64Unrivaled InterConnects for Harsh Environment

Plas�c / Metal

FF FM FF FM FF FM

BBD-03AFF
M-QL8F⓫

BBD-03AFM
M-QL8F⓫

BBD-04AFF
M-QL8F⓫

BBD-04AFM
M-QL8F⓫

BBD-05AFF
M-QL8F⓫

BBD-05AFM
M-QL8F⓫

BBD-03AFF
M-QR8F⓫

BBD-03AFM
M-QR8F⓫

BBD-04AFF
M-QR8F⓫

BBD-04AFM
M-QR8F⓫

BBD-05AFF
M-QR8F⓫

BBD-05AFM
M-QR8F⓫

No of Contacts 3 (2+1) 4 (2+2) 5 (2+3)

Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V

10A+5A

30 ~ 600V

Nominal  Current

Plas�c

10A+5A 10A+5A

Pin Ass ignment
FF : Female Connector Female Contact
FM : Female Connector Male Contact

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21996, PVC Jacket 
(For Hybrid Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21996, PVC Jacket 
(For Hybrid Group)

Plas�c Plas�c

7 8
30 ~ 600V 30 ~ 600V

5A 5A
Plas�c / Metal Plas�c Plas�c

MM/FF MM/FF

No of Contacts
Rated Voltage (AC/DC)
Nominal  Current

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Ma�ng Pair Page: 49, 51, 53   Standard B Size 

53.4

25
.0

42.5

25
.0 34.7

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

AB-BD07FL-
BD FL-QD❿

-
AB-BD08FL-
BD FL-QD❿

-

AB-BD07FL-
BD BL-QD❿

-
AB-BD08FL-
BD BL-QD❿

-

-
AB-BD07BL-
BD BL-QD❿

-
AB-BD08BL-
BD BL-QD❿

AB-BD07FL-
BD HL-QD❿

-
AB-BD08FL-
BD HL-QD❿

-

AB-BD07FL-
BD FR-QD❿

-
AB-BD08FL-
BD FR-QD❿

-

AB-BD07FL-
BD BR-QD❿

-
AB-BD08FL-

BD BR-QD❿
-

-
AB-BD07BL-
BD BR-QD❿

-
AB-BD08BL-
BD BR-QD❿

AB-BD07FR-
BD FR-QD❿

-
AB-BD08FR-
BD FR-QD❿

-

AB-BD07FR-
BD BR-QD❿

-
AB-BD08FR-
BD BR-QD❿

-

-
AB-BD07BR-
BD BR-QD❿

-
AB-BD08BR-
BD BR-QD❿

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM, (H)  MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F)  FF, (B)  FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

42
.5

25.0

34.7

53.4

25
.0

53.4

25
.0

53.0 20.1

53.4

25
.0



Amphenol LTW65

Plas�c / Metal
FF FM

BBD-06AFFM-
QL8F⓫

BBD-06AFMM-
QL8F⓫

BBD-06AFFM-
QR8F⓫

BBD-06AFMM-
QR8F⓫

AB-BBD06FL-
BBD FL-QF❿

-

AB-BBD06FL-
BBD BL-QF❿

-

-
AB-BBD06BL-
BBD BL-QF❿

AB-BBD06FL-
BBD HL-QF❿

-

AB-BBD06FL-
BBD FR-QF❿

-

AB-BBD06FL-
BBD BR-QF❿

-

-
AB-BBD06BL-
BBD BR-QF❿

AB-BBD06FR-
BBD FR-QF❿

-

AB-BBD06FR-
BBDB R-QF❿

-

-
AB-BBD06BR-
BBD BR-QF❿

No of Contacts 6 (2+4)
Rated Voltage (AC/DC) 30 ~ 600V

10A+5ANominal  Current
Plas�c

Pin Ass ignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21996, PVC Jacket (For Hybrid Group)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21996, PVC Jacket (For Hybrid Group)

End1: (F) FF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF 

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM 

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM 

End1: (F) FF | End2: (F) FF

End1: (B) FM | End2: (B) FM

Standard B Size 

14.8±0.1

Circular Flange (D Cut) 

Panel Cut Out

(Unit: mm)

ø1
5.

6±
0.

1

Ma�ng Pair Page: 54 

53.4

25
.0

42.5

25
.0 34.7

42
.5

25.0

34.7

53.4

25
.0

53.4

25
.0

53.0 20.1

53.4

25
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



66Unrivaled InterConnects for Harsh Environment

20AWG 22AWG

ALTW

12AWG 14AWG

ALTW

16AWG 18AWG

ALTW

5A 10A/20A Crimp Tool

❺ For Connector 1
❻ For Connector 2
❼ For Connector 3
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male

2 3

1

T Adaptor 

Waterprood Cap

Contacts & Crimp Tool

I Adaptor T CableY Adaptor Terminator

Customiza�on - Upon Request

Nominal Current No. of Contacts Ma�ng Style Part Number More Op�ons

10A (BB) 02, 03 Push Lock AB-BB-❷❷❷-BBH-TQ001 AB-❶-❷❷❷-❺❻❼-TQ001

Size Ma�ng Part Gender of Ma�ng Part Ma�ng Style Part Number

Receptacle Male CAP-WABMQ❸1

Female CAP-WABFQ❹1

Male CAP-WABMQM❺1

B Size Push Lock
Overmolded with Cable

More to choose: 
❸None (MA) / With Rubber Lead (PC)
❹None (MA) / With Fish Line (CD)
❺None (A) / With Fish Line (D)

For Ma�ng With Male

For Ma�ng With Female

None

None With Fish Line

With Rubber Lead With Fish Line

Accessories Standard B Size

Nominal Current Contact Gender Part Number Packages❻ Crimp Tool

Male ASSP-05-M-A-C-❻

Female ASSP-05-F-A-C-❻

Male ASSP-10-M-A-C-❻

Female ASSP-10-F-A-C-❻

5A
            (SA) 50pcs / Box
            (SB) 100pcs / Box
            (RE) 5A 3,000pcs / Reel
                    10A 3,000pcs / Reel
                    20A 2,000pcs / Reel

P/N: ASST-C-05-W-A
(22 ~ 20AWG | 0.34 ~ 0.50mm2)

10A
P/N: ASST-C-10-W-B

(18 ~ 16AWG | 0.75 ~ 1.50mm2)

❶ Current Ra�ng:
(BD) 5A*    
(BB) 10A        

*Upon Request
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Middle C Size 

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

Ma�ng Pair Page: 81~82   

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CC-02PMMS-
QC800P

CC-02PMF S-
QC800P

CC-03PMMS-
QC800P

CC-03PMF S-
QC800P

CC-02PMMP-
QC800P *

CC-02PMF P-
QC800P *

CC-03PMMS-
QC800P *

CC-03PMF P-
QC800P *

CC-02RMMS-
QC800P

CC-02RMF S-
QC800P

CC-03RMMS-
QC800P

CC-03RMF S-
QC800P

CC-02RMMP-
QC800P *

CC-02RMF P-
QC800P *

CC-03RMMS-
QC800P *

CC-03RMF P-
QC800P *

CC-02PMMS-
QC8B⓫*

CC-02PMF S-
QC8B⓫*

CC-03PMMS-
QC8B⓫*

CC-03PMF S-
QC8B⓫*

CC-02RMMS-
QC8B⓫*

CC-02RMF S-
QC8B⓫*

CC-03RMMS-
QC8B⓫*

CC-03RMF S-
QC8B⓫*

CC-02AMMM-
QL8E⓫

CC-02AMF M-
QL8E⓫

CC-03AMMM-
QL8E⓫

CC-03AMF M-
QL8E⓫

AB-CC02ML-
CCML-QE❿

-
AB-CC03ML-
CCML-QE❿

-

AB-CC02ML-
CCHL-QE❿

-
AB-CC03ML-
CCHL-QE❿

-

-
AB-CC02HL-
CCHL- QE❿

-
AB-CC03HL-

QE❿
AB-CC02ML-
CCFL-QE❿

-
AB-CC03ML-

QE❿
-

AB-CC02ML-
CCBL-QE❿

-
AB-CC03ML-
CCBL-QE❿

-

-
AB-CC02HL-
CCBL-QE❿

-
AB-CC03HL-

QE❿

AB-CC02ML-
CCFR-QE❿

-
AB-CC03ML-
CCFR-QE❿

-

AB-CC02ML-
CCBR-QE❿

-
AB-CC03ML-
CCBR-QE❿

-

-
AB-CC02HL-
CCBR-QE❿

-
AB-CC03HL-
CCBR-QE❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL SJTW, PVC Jacket  (For Power
Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,

 (without cap) max. 4.2mm

UL1015, PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,

(without cap) max. 4.2mm

UL1015, PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

Plas�c Plas�c
20A 20A

300 ~ 600V 300 ~ 600V
2 3

CCFL-

CCBL-

CCHL-

29
.3

19.0

20.6

19.0

29
.3

20
.6

62.7

22.4

29
.3
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20.6

19.0

29
.3
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.6

62.7 22.4
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28
.0

62.7 22.4

46.2

50.0

28.0

62.7

22
.4



68Unrivaled InterConnects for Harsh Environment

Middle C Size Ma�ng Pair Page: 81~82   

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM: Male Connector Male Contact
MF: Male Connector Female Contact

Al l  Sea ls CC-02BMMG-
QL8APP*

CC-02BMFG-
QL8APP*

CC-03BMMG-
QL8APP*

CC-03BMFG-
QL8APP*

6.0 ~ 8.0mm Red Seal CC-02BMMG-
QL8SPP*

CC-02BMFG-
QL8SPP*

CC-03BMMG-
QL8SPP*

CC-03BMFG-
QL8SPP*

8.0 ~ 10.0mm Yel low Seal CC-02BMMG-
QL8MPP*

CC-02BMFG-
QL8MPP*

CC-03BMMG-
QL8MPP*

CC-03BMFG-
QL8MPP*

10.0 ~ 12.0mm Blue Seal CC-02BMMG-
QL8LPP*

CC-02BMFG-
QL8LPP*

CC-03BMMG-
QL8LPP*

CC-03BMFG-
QL8LPP*

Al l  Sea ls CC-02BMMB-
QL8APP

CC-02BMFB-
QL8APP

CC-03BMMB-
QL8APP

CC-03BMFB-
QL8APP

6.0 ~ 8.0mm Red Seal CC-02BMMB-
QL8SPP

CC-02BMFB-
QL8SPP

CC-03BMMB-
QL8SPP

CC-03BMFB-
QL8SPP

8.0 ~ 10.0mm Yel low Seal CC-02BMMB-
QL8MPP

CC-02BMFB-
QL8MPP

CC-03BMMB-
QL8MPP

CC-03BMFB-
QL8MPP

10.0 ~ 12.0mm Blue Seal CC-02BMMB-
QL8LPP

CC-02BMF B-
QL8LPP

CC-03BMMB-
QL8LPP

CC-03BMFB-
QL8LPP

Al l  Sea ls CC-02BMME-
QL8APP*

CC-02BMFE-
QL8APP*

CC-03BMME-
QL8APP*

CC-03BMFE-
QL8APP*

6.0 ~ 8.0mm Red Seal CC-02BMME-
QL8SPP*

CC-02BMFE-
QL8SPP*

CC-03BMME-
QL8SPP*

CC-03BMFE-
QL8SPP*

8.0 ~ 10.0mm Yel low Seal CC-02BMME-
QL8MPP*

CC-02BMFE-
QL8MPP*

CC-03BMME-
QL8MPP*

CC-03BMFE-
QL8MPP*

10.0 ~ 12.0mm Blue Seal CC-02BMME-
QL8LPP*

CC-02BMFE-
QL8LPP*

CC-03BMME-
QL8LPP*

CC-03BMFE-
QL8LPP*

Al l  Sea ls CC-02BMMA-
QL8APP

CC-02BMFA-
QL8APP

CC-03BMMA-
QL8APP

CC-03BMFA-
QL8APP

6.0 ~ 8.0mm Red Seal CC-02BMMA-
QL8SPP

CC-02BMFA-
QL8SPP

CC-03BMMA-
QL8SPP

CC-03BMFA-
QL8SPP

8.0 ~ 10.0mm Yel low Seal CC-02BMMA-
QL8MPP

CC-02BMFA-
QL8MPP

CC-03BMMA-
QL8MPP

CC-03BMFA-
QL8MPP

10.0 ~ 12.0mm Blue Seal CC-02BMMA-
QL8LPP

CC-02BMFA-
QL8LPP

CC-03BMMA-
QL8LPP

CC-03BMFA-
QL8LPP

Al l  Sea ls CC-02BMMA-
QL8ANP

CC-02BMFA-
QL8ANP

CC-03BMMA-
QL8ANP

CC-03BMFA-
QL8ANP

6.0 ~ 8.0mm Red Seal CC-02BMMA-
QL8SNP

CC-02BMFA-
QL8SNP

CC-03BMMA-
QL8SNP

CC-03BMFA-
QL8SNP

8.0 ~ 10.0mm Yel low Seal CC-02BMMA-
QL8MNP

CC-02BMFA-
QL8MNP

CC-03BMMA-
QL8MNP

CC-03BMFA-
QL8MNP

10.0 ~ 12.0mm Blue Seal CC-02BMMA-
QL8LNP

CC-02BMFA-
QL8LNP

CC-03BMMA-
QL8LNP

CC-03BMFA-
QL8LNP

Push-in Type,
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

Solder Type,
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Plas�c Plas�c
20A 20A

300 ~ 600V 300 ~ 600V
2 3

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW69

Middle C Size Ma�ng Pair Page: 83~84   

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-04PMMS-
QC8001

CB-04PMF S-
QC8001

CBD-04PMMS-
QC8001

CBD-04PMF S-
QC8001

CB-04PMMP-
QC8001 *

CB-04PMFP-
QC8001 *

CBD-04PMMP-
QC8001 *

CBD-04PMF P-
QC8001 *

CB-04RMMS-
QC8001

CB-04RMF S-
QC8001

CBD-04R MMS-
QC8001

CBD-04R MF S-
QC8001

CB-04RMMP-
QC8001 *

CB-04RMFP-
QC8001 *

CBD-04R MMP-
QC8001 *

CBD-04R MFP-
QC8001 *

CB-04PMMS-
QC8A⓫*

CB-04PMF S-
QC8A⓫*

CBD-04PMMS-
QC8A⓫*

CBD-04PMMS-
QC8A⓫*

CB-04RMMS-
QC8A⓫*

CB-04RMF S-
QC8A⓫*

CBD-04R MMS-
QC8A⓫*

CBD-04R MF S-
QC8A⓫*

CB-04AMMM-
QL8D⓫

CB-04AMF M-
QL8D⓫

-

- -
CBD-04AMMM-

QL8F⓫
CBD-04AMF M-

QL8F⓫

AB-CB04ML-
CBML-QD❿

-
AB-CBD04ML-
CBD ML-QF❿

-

AB-CB04ML-
CBHL-QD❿

-
AB-CBD04ML-
CBD HL-QF❿

-

-
AB-CB04HL-
CBHL-QD❿

-
AB-CBD04HL-
CBD HL-QF❿

AB-CB04ML-
CBFL-QD❿

-
AB-CBD04ML-
CBD FL-QF❿

-

AB-CB04ML-
CBBL-QD❿

-
AB-CBD04ML-
CBD BL-QF❿

-

-
AB-CB04HL-
CBBL-QD❿

-
AB-CBD04HL-
CBD BL-QF❿

AB-CB04ML-
CBFR-QD❿

-
AB-CBD04ML-
CBD FR-QF❿

-

AB-CB04ML-
CBBR-QD❿

-
AB-CBD04ML-
CBD BR-QF❿

-

-
AB-CB04HL-
CBBR-QD❿

-
AB-CBD04HL-
CBD BR-QF❿

300 ~ 600V 300 ~ 600V
4 4 (3+1)

10A 10A+5A
Plas�c Plas�c

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

29
.3

19.0

20.6

19.0

29
.3

20
.6

62.7
22.4

29
.3

19.0

20.6

19.0

29
.3

20
.6

62.7

22.4

64.2

28
.0

62.7

22.4

46.2

50.0

28.0

62.7

22
.4

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

-



70Unrivaled InterConnects for Harsh Environment

Middle C Size Ma�ng Pair Page: 83~84   

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF

Al l  Sea ls CB-04BMMG-QL8AP0 * CB-04BMF G-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-04BMMG-QL8SP0 * CB-04BMF G-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-04BMMG-QL8MP0 * CB-04BMFG-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-04BMMG-QL8LP0 * CB-04BMF G-QL8LP0 *

Al l  Sea ls CB-04BMMB-QL8AP0 * CB-04BMF B-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-04BMMB-QL8SP0 * CB-04BMF B-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-04BMMB-QL8MP0 * CB-04BMF B-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-04BMMB-QL8LP0 * CB-04BMF B-QL8LP0 *

Al l  Sea ls CB-04BMME-QL8AP0 * CB-04BMF E-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-04BMME-QL8SP0 * CB-04BMF E-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-04BMME-QL8MP0 * CB-04BMF E-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-04BMME-QL8LP0 * CB-04BMF E-QL8LP0 *

Al l  Sea ls CB-04BMMA-QL8AP0 CB-04BMF A-QL8AP0

6.0 ~ 8.0mm Red Seal CB-04BMMA-QL8SP0 CB-04BMF A-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-04BMMA-QL8MP0 CB-04BMF A-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-04BMMA-QL8LP0 CB-04BMF A-QL8LP0

Al l  Sea ls CB-04BMMA-QL8AN0 CB-04BMF A-QL8AN0

6.0 ~ 8.0mm Red Seal CB-04BMMA-QL8SN0 CB-04BMF A-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-04BMMA-QL8MN0 CB-04BMF A-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-04BMMA-QL8LN0 CB-04BMF A-QL8LN0

MM : Male Connector Male Contact
MF : Male Connector Female Contact

300 ~ 600V
4

10A
Plas�c

Push-in Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

Solder Type,
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW71

Middle C Size Ma�ng Pair Page: 85~86  

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-05PMMS-
QC8001

CB-05PMF S-
QC8001

CBD-05PMMS-
QC8001

CBD-05PMF S-
QC8001

CB-05PMMP-
QC8001 *

CB-05PMF P-
QC8001 *

CBD-05PMMP-
QC8001 *

CBD-05PMF P-
QC8001 *

CB-05RMMS-
QC8001

CB-05RMF S-
QC8001

CBD-05R MMS-
QC8001

CBD-05R MF S-
QC8001

CB-05RMMP-
QC8001 *

CB-05RMF P-
QC8001 *

CBD-05R MMP-
QC8001 *

CBD-05R MF P-
QC8001 *

CB-05PMMS-
QC8A⓫*

CB-05PMMS-
QC8A⓫*

CBD-05PMMS-
QC8A⓫*

CBD-05PMMS-
QC8A⓫*

CB-05RMMS-
QC8A⓫*

CB-05RMF S-
QC8A⓫*

CBD-05R MMS-
QC8A⓫*

CBD-05R MF S-
QC8A⓫*

CB-05AMMM-
QL8D⓫

CB-05AMF M-
QL8D⓫

- -

- -
CBD-05AMMM-

QL8F⓫
CBD-05AMF M-

QL8F⓫

AB-CB05ML-
CBML-QD❿

-
AB-CBD05ML-
CBD ML-QF❿

-

AB-CB05ML-
CBHL-QD❿

-
AB-CBD05ML-
CBD HL-QF❿

-

-
AB-CB05HL-
CBHL-QD❿

-
AB-CBD05HL-
CBD HL-QF❿

AB-CB05ML-
CBFL-QD❿

-
AB-CBD05ML-
CBD FL-QF❿

-

AB-CB05ML-
CBBL-QD❿

-
AB-CBD05ML-
CBD BL-QF❿

-

-
AB-CB05HL-
CBBL-QD❿

-
AB-CBD05HL-
CBD BL-QF❿

AB-CB05ML-
CBFR-QD❿

-
AB-CBD05ML-
CBD FR-QF❿

-

AB-CB05ML-
CBBR-QD❿

-
AB-CBD05ML-
CBD BR-QF❿

-

-
AB-CB05HL-
CBBR-QD❿

-
AB-CBD05HL-
CBD BR-QF❿

300 ~ 600V
5 (3+2)5

10A+5A10A
300 ~ 600V

Plas�c Plas�c

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket  (For Data  Group)

UL21996, PVC Jacket  (For Hybrid Group)

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

NEW

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF
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19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
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72Unrivaled InterConnects for Harsh Environment

Middle C Size Ma�ng Pair Page: 85~86    

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF

Al l  Sea ls CB-05BMMG-QL8AP0 * CB-05BMF G-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-05BMMG-QL8SP0 * CB-05BMF G-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-05BMMG-QL8MP0 * CB-05BMFG-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-05BMMG-QL8LP0 * CB-05BMF G-QL8LP0 *

Al l  Sea ls CB-05BMMB-QL8AP0 * CB-05BMF B-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-05BMMB-QL8SP0 * CB-05BMF B-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-05BMMB-QL8MP0 * CB-05BMF B-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-05BMMB-QL8LP0 * CB-05BMF B-QL8LP0 *

Al l  Sea ls CB-05BMME-QL8AP0 * CB-05BMF E-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-05BMME-QL8SP0 * CB-05BMF E-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-05BMME-QL8MP0 * CB-05BMF E-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-05BMME-QL8LP0 * CB-05BMF E-QL8LP0 *

Al l  Sea ls CB-05BMMA-QL8AP0 CB-05BMF A-QL8AP0

6.0 ~ 8.0mm Red Seal CB-05BMMA-QL8SP0 CB-05BMF A-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-05BMMA-QL8MP0 CB-05BMF A-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-05BMMA-QL8LP0 CB-05BMF A-QL8LP0

Al l  Sea ls CB-05BMMA-QL8AN0 CB-05BMF A-QL8AN0

6.0 ~ 8.0mm Red Seal CB-05BMMA-QL8SN0 CB-05BMF A-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-05BMMA-QL8MN0 CB-05BMF A-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-05BMMA-QL8LN0 CB-05BMF A-QL8LN0

MM : Male Connector Male Contact
MF : Male Connector Female Contact

Push-in Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

Solder Type, 
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

Plas�c
10A

300 ~ 600V
5

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Middle C Size Ma�ng Pair Page: 87~88  
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No of Contacts 6
Rated Voltage (AC/DC) 300 ~ 600V
Nominal Current 10A
Plas�c / Metal Plas�c
Pin Assignment MM MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-06PMMS-
QC8001

CBD-06PMMS-
QC8001

CBD-06PMF S-
QC8001

CB-06PMMP-
QC8001 *

CBD-06PMMP-
QC8001 *

CBD-06PMF P-
QC8001 *

CB-06RMMS-
QC8001

CBD-06R MMS-
QC8001

CBD-06R MF S-
QC8001

CB-06RMMP-
QC8001 *

CBD-06R MMP-
QC8001 *

CBD-06R MF P-
QC8001 *

CB-06PMMS-
QC8A⓫*

CBD-06PMMS-
QC8A⓫*

CBD-06PMMS-
QC8A⓫*

CB-06RMMS-
QC8A⓫*

CBD-06R MMS-
QC8A⓫*

CBD-06R MF S-
QC8A⓫*

CB-06AMMM-
QL8D⓫

- -

-
CBD-06AMMM-

QL8F⓫
CBD-06AMF M-

QL8F⓫

AB-CB06ML-
CBML-QD❿

AB-CBD06ML-
CBD ML-QF❿

-

AB-CB06ML-
CBHL-QD❿

AB-CBD06ML-
CBD HL-QF❿

-

- -
AB-CBD06HL-
CBD HL-QF❿

AB-CB06ML-
CBFL-QD❿

AB-CBD06ML-
CBD FL-QF❿

-

AB-CB06ML-
CBBL-QD❿

AB-CBD06ML-
CBD BL-QF❿

-

- -
AB-CBD06HL-
CBD BL-QF❿

AB-CB06ML-
CBFR-QD❿

AB-CBD06ML-
CBD FR-QF❿

-

AB-CB06ML-
CBBR-QD❿

AB-CBD06ML-
CBD BR-QF❿

-

- -
AB-CBD06HL-
CBD BR-QF❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated) 

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

Plas�c
10A+5A

300 ~ 600V
6 (3+3)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1



74Unrivaled InterConnects for Harsh Environment

Middle C Size Ma�ng Pair Page: 87~88  

No of Contacts 6
Rated Voltage (AC/DC) 300 ~ 600V
Nominal Current 10A
Plas�c / Metal Plas�c
Pin Assignment MM

All  Sea ls CB-06BMMG-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-06BMMG-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-06BMMG-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-06BMMG-QL8LP0 *

Al l  Sea ls CB-06BMMB-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-06BMMB-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-06BMMB-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-06BMMB-QL8LP0 *

Al l  Sea ls CB-06BMME-QL8AP0 *

6.0 ~ 8.0mm Red Seal CB-06BMME-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CB-06BMME-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CB-06BMME-QL8LP0 *

Al l  Sea ls CB-06BMMA-QL8AP0

6.0 ~ 8.0mm Red Seal CB-06BMMA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-06BMMA-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-06BMMA-QL8LP0

Al l  Sea ls CB-06BMMA-QL8AN0

6.0 ~ 8.0mm Red Seal CB-06BMMA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-06BMMA-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-06BMMA-QL8LN0

MM : Male Connector Male Contact

Push-in Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:

 Connector With Contacts

Solder Type, 
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW75

Middle C Size Ma�ng Pair Page: 89~90    

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-07PMMS-
QC8001

CD-07PMF S-
QC8001

CBD-07PMMS-
QC8001

CBD-07PMF S-
QC8001

CD-07PMMP-
QC8001 *

CD-07PMF P-
QC8001 *

CBD-07PMMP-
QC8001 *

CBD-07PMF P-
QC8001 *

CD-07RMMS-
QC8001

CD-07RMF S-
QC8001

CBD-07R MMS-
QC8001

CBD-07R MF S-
QC8001

CD-07RMMP-
QC8001 *

CD-07RMF P-
QC8001 *

CBD-07R MMP-
QC8001 *

CBD-07R MF P-
QC8001 *

CD-07PMMS-
QC8A⓫*

CD-07PMMS-
QC8A⓫*

CBD-07PMMS-
QC8A⓫*

CBD-07PMMS-
QC8A⓫*

CD-07RMMS-
QC8A⓫*

CD-07RMF S-
QC8A⓫*

CBD-07R MMS-
QC8A⓫*

CBD-07R MF S-
QC8A⓫*

CD-07AMMM-
QL8D⓫

CD-07AMFM-
QL8D⓫

- -

- -
CBD-07AMMM-

QL8F⓫
CBD-07AMF M-

QL8F⓫

AB-CD07ML-
CD ML-QD❿

-
AB-CBD07ML-
CBD ML-QF❿

-

AB-CD07ML-
CD HL-QD❿

-
AB-CBD07ML-
CBD HL-QF❿

-

-
AB-CD07HL-
CDHL-QD ❿

-
AB-CBD07HL-
CBD HL-QF❿

AB-CD07ML-
CD FL-QD❿

-
AB-CBD07ML-
CBD FL-QF❿

-

AB-CD07ML-
CD BL-QD❿

-
AB-CBD07ML-
CBD BL-QF❿

-

-
AB-CD07HL-
CBBL-QD ❿

-
AB-CBD07HL-
CBD BL-QF❿

AB-CD07ML-
CD FR-QD❿

-
AB-CBD07ML-
CBD FR-QD❿

-

AB-CD07ML-
CD BR-QD❿

-
AB-CBD07ML-
CBD BR-QD❿

-

-
AB-CD07HL-
CD BR-QD❿

-
AB-CBD07HL-
CBD BR-QD❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

Plas�c Plas�c

300 ~ 600V 300 ~ 600V
5A 10A+5A

7 7 (3+4)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF
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Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
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No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF

Al l  Sea ls CD-07BMMG-QL8AP0 * CD-07BMF G-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BMMG-QL8SP0 * CD-07BMF G-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-07BMMG-QL8MP0 * CD-07BMF G-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BMMG-QL8LP0 * CD-07BMF G-QL8LP0 *

Al l  Sea ls CD-07BMMB-QL8AP0 * CD-07BMF B-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BMMB-QL8SP0 * CD-07BMF B-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-07BMMB-QL8MP0 * CD-07BMF B-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BMMB-QL8LP0 * CD-07BMF B-QL8LP0 *

Al l  Sea ls CD-07BMME-QL8AP0 * CD-07BMF E-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BMME-QL8SP0 * CD-07BMF E-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-07BMME-QL8MP0 * CD-07BMF E-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BMME-QL8LP0 * CD-07BMF E-QL8LP0 *

Al l  Sea ls CD-07BMMA-QL8AP0 CD-07BMF A-QL8AP0

6.0 ~ 8.0mm Red Seal CD-07BMMA-QL8SP0 CD-07BMF A-QL8SP0

8.0 ~ 10.0mm Yel low Seal CD-07BMMA-QL8MP0 CD-07BMF A-QL8MP0

10.0 ~ 12.0mm Blue Seal CD-07BMMA-QL8LP0 CD-07BMF A-QL8LP0

Al l  Sea ls CD-07BMMA-QL8AN0 CD-07BMF A-QL8AN0

6.0 ~ 8.0mm Red Seal CD-07BMMA-QL8SN0 CD-07BMF A-QL8SN0

8.0 ~ 10.0mm Yel low Seal CD-07BMMA-QL8MN0 CD-07BMF A-QL8MN0

10.0 ~ 12.0mm Blue Seal CD-07BMMA-QL8LN0 CD-07BMF A-QL8LN0

MM : Male Connector Male Contact
MF : Male Connector Female Contact

Push-in Type,
For Data  Group,
Packing: Connector With Contacts

Crimp Type,
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

Plas�c

300 ~ 600V
5A

7

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW77
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No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF MM MF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-08PMMS-
QC8001

CD-08PMF S-
QC8001

CBD-08PMMS-
QC8001

CBD-08PMF S-
QC8001

CD-08PMMP-
QC8001 *

CD-08PMF P-
QC8001 *

CBD-08PMMP-
QC8001 *

CBD-08PMF P-
QC8001 *

CD-08RMMS-
QC8001

CD-08RMF S-
QC8001

CBD-08R MMS-
QC8001

CBD-08RMF S-
QC8001

CD-08RMMP-
QC8001 *

CD-08RMF P-
QC8001 *

CBD-08R MMP-
QC8001 *

CBD-08RMF P-
QC8001 *

CD-08PMMS-
QC8A⓫*

CD-08PMMS-
QC8A⓫*

CBD-08PMMS-
QC8A⓫*

CBD-08PMMS-
QC8A⓫*

CD-08RMMS-
QC8A⓫*

CD-08RMF S-
QC8A⓫*

CBD-08R MF S-
QC8A⓫*

CBD-08R MF S-
QC8A⓫*

CD-08AMMM-
QL8D⓫

CD-08AMF M-
QL8D⓫

- -

- -
CBD-08AMMM-

QL8F⓫
CBD-08AMF M-

QL8F⓫

AB-CD08ML-
CD ML-QD❿

-
AB-CBD08ML-
CBD ML-QF❿

-

AB-CD08ML-
CD HL-QD❿

-
AB-CBD08ML-
CBD HL-QF❿

-

-
AB-CD08HL-
CD HL-QD❿

-
AB-CBD08HL-
CBD HL-QF❿

AB-CD08ML-
CD FL-QD❿

-
AB-CBD08ML-
CBD FL-QF❿

-

AB-CD08ML-
CD BL-QD❿

-
AB-CBD08ML-
CBD BL-QF❿

-

-
AB-CD08HL-
CBBL-QD❿

-
AB-CBD08HL-
CBD BL-QF❿

AB-CD08ML-
CD FR-QD❿

-
AB-CBD08ML-
CBD FR-QD❿

-

AB-CD08ML-
CD BR-QD❿

-
AB-CBD08 ML-
CBD BR-QD ❿

-

-
AB-CD08HL-
CD BR-QD❿

-
AB-CBD08HL-
CBD BR-QD❿

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

Plas�c Plas�c

300 ~ 600V
10A+5A5A

8 (3+5)8
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF
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Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1



78Unrivaled InterConnects for Harsh Environment
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No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment MM MF

Al l  Sea ls CD-08BMMG-QL8AP0 * CD-08BMF G-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BMMG-QL8SP0 * CD-08BMF G-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BMMG-QL8MP0 * CD-08BMF G-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-08BMMG-QL8LP0 * CD-08BMF G-QL8LP0 *

Al l  Sea ls CD-08BMMB-QL8AP0 * CD-08BMF B-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BMMB-QL8SP0 * CD-08BMF B-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BMMB-QL8MP0 * CD-08BMF B-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-08BMMB-QL8LP0 * CD-08BMF B-QL8LP0 *

Al l  Sea ls CD-08BMME-QL8AP0 * CD-08BMF E-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BMME-QL8SP0 * CD-08BMF E-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BMME-QL8MP0 * CD-08BMF E-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-08BMME-QL8LP0 * CD-08BMF E-QL8LP0 *

Al l  Sea ls CD-08BMMA-QL8AP0 CD-08BMF A-QL8AP0

6.0 ~ 8.0mm Red Seal CD-08BMMA-QL8SP0 CD-08BMF A-QL8SP0

8.0 ~ 10.0mm Yel low Seal CD-08BMMA-QL8MP0 CD-08BMF A-QL8MP0

10.0 ~ 12.0mm Blue Seal CD-08BMMA-QL8LP0 CD-08BMF A-QL8LP0

Al l  Sea ls CD-08BMMA-QL8AN0 CD-08BMF A-QL8AN0

6.0 ~ 8.0mm Red Seal CD-08BMMA-QL8SN0 CD-08BMF A-QL8SN0

8.0 ~ 10.0mm Yel low Seal CD-08BMMA-QL8MN0 CD-08BMF A-QL8MN0

10.0 ~ 12.0mm Blue Seal CD-08BMMA-QL8LN0 CD-08BMF A-QL8LN0

MM : Male Connector Male Contact
MF : Male Connector Female Contact

Push-in Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type,
For Data  Group,
Packing: Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

Plas�c

300 ~ 600V
5A

8

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW79

Middle C Size Ma�ng Pair Page: 93~94    

No of Contacts 10 12
Rated Voltage (AC/DC) 300 ~ 600V 300 ~ 600V
Nominal Current 5A 5A
Plas�c / Metal Plas�c Plas�c
Pin Assignment MM MF MM MM
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-09PMMS-
QC8001

CD-09PMF S-
QC8001

CD-10PMMS-
QC8001

CD-12PMMS-
QC8001

CD-09PMMP-
QC8001 *

CD-09PMF P-
QC8001 *

CD-10PMMP-
QC8001 *

CD-12PMMP-
QC8001 *

CD-09RMMS-
QC8001

CD-09RMF S-
QC8001

CD-10RMMS-
QC8001

CD-12RMMS-
QC8001

CD-09RMMP-
QC8001 *

CD-09RMF P-
QC8001 *

CD-10RMMP-
QC8001 *

CD-12RMMP-
QC8001 *

CD-09PMMS-
QC8A⓫*

CD-09PMMS-
QC8A⓫*

CD-10PMMS-
QC8A⓫*

CD-12PMMS-
QC8A⓫*

CD-09RMMS-
QC8A⓫*

CD-09RMMS-
QC8A⓫*

CD-10RMMS-
QC8A⓫*

CD-12RMMS-
QC8A⓫*

CD-09AMMM-
QL8D⓫

CD-09AMF M-
QL8D⓫

CD-10AMMM-
QL8D⓫

CD-12AMMM-
QL8D⓫

AB-CD09ML-
CD ML-QD❿

-
AB-CD10ML-
CD ML-QD❿

AB-CD12ML-
CD ML-QD❿

AB-CD09ML-
CD HL-QD❿

-
AB-CD10ML-
CD HL-QD❿

AB-CD12ML-
CD HL-QD❿

-
AB-CD09HL-
CD HL-QD❿

- -

AB-CD09ML-
CD FL-QD❿

-
AB-CD10ML-
CD FL-QD❿

AB-CD12ML-
CD FL-QD❿

AB-CD09ML-
CD BL-QD❿

-
AB-CD10ML-
CD BL-QD❿

AB-CD12ML-
CD BL-QD❿

-
AB-CD09HL-
CBBL-QD❿

- -

AB-CD09ML-
CD FR-QD❿

-
AB-CD10ML-
CD FR-QD❿

AB-CD12ML-
CD FR-QD❿

AB-CD09ML-
CD BR-QD❿

-
AB-CD10ML-
CD BR-QD❿

AB-CD12ML-
CD BR-QD❿

-
AB-CD09HL-
CD BR-QD❿

- -

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (H) MF

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 8 ~ 10 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.2mm

Solder Type

180° PCB Type

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

Solder Type

180° PCB Type

Plas�c
5A

9
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.2mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

29
.3

19.0

20.6

19.0

29
.3

20
.6

29
.3

19.0

20.6

19.0

29
.3

20
.6

62.7

22.4

62.7 22.4

64.2

28
.0

62.7 22.4

46.2

50.0

28.0

62.7

22
.4

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1



80Unrivaled InterConnects for Harsh Environment

Middle C Size Ma�ng Pair Page: 93~94   

No of Contacts 10 12
Rated Voltage (AC/DC) 300 ~ 600V 300 ~ 600V
Nominal Current 5A 5A
Plas�c / Metal Plas�c Plas�c
Pin Assignment MM MF MM MM

All  Sea ls
CD-09BMMG-

QL8AP0*
CD-09BMFG-

QL8AP0*
CD-10BMMG-

QL8AP0*
CD-12BMMG-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BMMG-

QL8SP0*
CD-09BMFG-

QL8SP0*
CD-10BMMG-

QL8SP0*
CD-12BMMG-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BMMG-

QL8MP0*
CD-09BMFG-

QL8MP0*
CD-10BMMG-

QL8MP0*
CD-12BMMG-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BMMG-

QL8LP0*
CD-09BMFG-

QL8LP0*
CD-10BMMG-

QL8LP0*
CD-12BMMG-

QL8LP0*

Al l  Sea ls
CD-09BMMB-

QL8AP0*
CD-09BMFB-

QL8AP0*
CD-10BMMB-

QL8AP0*
CD-12BMMB-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BMMB-

QL8SP0*
CD-09BMFB-

QL8SP0*
CD-10BMMB-

QL8SP0*
CD-12BMMB-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BMMB-

QL8MP0*
CD-09BMFB-

QL8MP0*
CD-10BMMB-

QL8MP0*
CD-12BMMB-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BMMB-

QL8LP0*
CD-09BMFB-

QL8LP0*
CD-10BMMB-

QL8LP0*
CD-12BMMB-

QL8LP0*

Al l  Sea ls
CD-09BMME-

QL8AP0*
CD-09BMFE-

QL8AP0*
CD-10BMME-

QL8AP0*
CD-12BMME-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BMME-

QL8SP0*
CD-09BMFE-

QL8SP0*
CD-10BMME-

QL8SP0*
CD-12BMME-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BMME-

QL8MP0*
CD-09BMFE-

QL8MP0*
CD-10BMME-

QL8MP0*
CD-12BMME-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BMME-

QL8LP0*
CD-09BMFE-

QL8LP0*
CD-10BMME-

QL8LP0*
CD-12BMME-

QL8LP0*

Al l  Sea ls
CD-09BMMA-

QL8AP0
CD-09BMFA-

QL8AP0
CD-10BMMA-

QL8AP0
CD-12BMMA-

QL8AP0

6.0 ~ 8.0mm Red Seal
CD-09BMMA-

QL8SP0
CD-09BMFA-

QL8SP0
CD-10BMMA-

QL8SP0
CD-12BMMA-

QL8SP0

8.0 ~ 10.0mm Yel low Seal
CD-09BMMA-

QL8MP0
CD-09BMFA-

QL8MP0
CD-10BMMA-

QL8MP0
CD-12BMMA-

QL8MP0

10.0 ~ 12.0mm Blue Seal
CD-09BMMA-

QL8LP0
CD-09BMFA-

QL8LP0
CD-10BMMA-

QL8LP0
CD-12BMMA-

QL8LP0

Al l  Sea ls
CD-09BMMA-

QL8AN0
CD-09BMFA-

QL8AN0
CD-10BMMA-

QL8AN0
CD-12BMMA-

QL8AN0

6.0 ~ 8.0mm Red Seal
CD-09BMMA-

QL8SN0
CD-09BMFA-

QL8SN0
CD-10BMMA-

QL8SN0
CD-12BMMA-

QL8SN0

8.0 ~ 10.0mm Yel low Seal
CD-09BMMA-

QL8MN0
CD-09BMFA-

QL8MN0
CD-10BMMA-

QL8MN0
CD-12BMMA-

QL8MN0

10.0 ~ 12.0mm Blue Seal
CD-09BMMA-

QL8LN0
CD-09BMFA-

QL8LN0
CD-10BMMA-

QL8LN0
CD-12BMMA-

QL8LN0

MM : Male Connector Male Contact
MF: Male Connector Female Contact

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

Solder Type,  
For Data  Group, 
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Plas�c
5A

9
300 ~ 600V

65.0 (Ref.)

23
.5

22.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



Amphenol LTW81

Middle C Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CC-02AFFM-
QL8E⓫

CC-02AFMM-
QL8E⓫

CC-03AFFM-
QL8E⓫

CC-03AFMM-
QL8E⓫

CC-02AFFM-
QR8E⓫

CC-02AFMM-
QR8E⓫

CC-03AFFM-
QR8E⓫

CC-03AFMM-
QR8E⓫

AB-CC02FL-
CCFL-QE❿

-
AB-CC03FL-
CCFL-QE❿

-

AB-CC02FL-
CCBL-QE❿

-
AB-CC03 FL-
CCBL-QE ❿

-

-
AB-CC02BL-
CCBL-QE❿

-
AB-CC03BL-
CCBL-QE❿

AB-CC02FL-
CCHL-QE❿

-
AB-CC03FL-
CCHL-QE❿

-

AB-CC02FL-
CCFR-QE❿

-
AB-CC03FL-
CCFR-QE❿

-

AB-CC02FL-
CCBR-QE❿

-
AB-CC03FL-
CCBR-QE❿

-

-
AB-CC02BL-
CCBR-QE❿

-
AB-CC03BL-
CCBR-QE❿

AB-CC02FR-
CCBL-QE❿

-
AB-CC03FR-
CCBL-QE❿

-

AB-CC02FR-
CCHL-QE❿

-
AB-CC03FR-
CCHL-QE❿

-

AB-CC02FR-
CCFR-QE❿

-
AB-CC03FR-
CCFR-QE❿

-

AB-CC02FR-
CCBR-QE❿

-
AB-CC03FR-
CCBR-QE❿

-

-
AB-CC02BR-
CCBR-QE❿

-
AB-CC03BR-
CCBR-QE❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL SJTW, PVC Jacket (For Power Group)

UL SJTW, PVC Jacket(For Power Group)

Plas�c Plas�c
20A 20A

2 3

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

30 ~ 600V 30 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

Ma�ng Pair Page: 67~68   



X-Lok

82Unrivaled InterConnects for Harsh Environment

Middle C Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

Al l  Sea ls
CC-02BFFG-

QL8APP*
CC-02BFMG-

QL8APP*
CC-03BFFG-

QL8APP*
CC-03BFMG-

QL8APP*

6.0 ~ 8.0mm Red Seal
CC-02BFFG-

QL8SPP*
CC-02BFMG-

QL8SPP*
CC-03BFFG-

QL8SPP*
CC-03BFMG-

QL8SPP*

8.0 ~ 10.0mm Yel low Seal
CC-02BFFG-

QL8MPP*
CC-02BFMG-

QL8MPP*
CC-03BFFG-

QL8MPP*
CC-03BFMG-

QL8MPP*

10.0 ~ 12.0mm Blue Seal
CC-02BFFG-

QL8LPP*
CC-02BFMG-

QL8LPP*
CC-03BFFG-

QL8LPP*
CC-03BFMG-

QL8LPP*

Al l  Sea ls
CC-02BFFB-

QL8APP
CC-02BFMB-

QL8APP
CC-03BFFB-

QL8APP
CC-03BFMB-

QL8APP

6.0 ~ 8.0mm Red Seal
CC-02BFFB-

QL8SPP
CC-02BFMB-

QL8SPP
CC-03BFFB-

QL8SPP
CC-03BFMB-

QL8SPP

8.0 ~ 10.0mm Yel low Seal CC-02BFFB-
QL8MPP

CC-02BFMB-
QL8MPP

CC-03BFFB-
QL8MPP

CC-03BFMB-
QL8MPP

10.0 ~ 12.0mm Blue Seal CC-02BFFB-
QL8LPP

CC-02BFMB-
QL8LPP

CC-03BFFB-
QL8LPP

CC-03BFMB-
QL8LPP

Al l  Sea ls
CC-02BFFE-

QL8APP*
CC-02BFME-

QL8APP*
CC-03BFFE-

QL8APP*
CC-03BFME-

QL8APP*

6.0 ~ 8.0mm Red Seal CC-02BFFE-
QL8SPP*

CC-02BFME-
QL8SPP*

CC-03BFFE-
QL8SPP*

CC-03BFME-
QL8SPP*

8.0 ~ 10.0mm Yel low Seal CC-02BFFE-
QL8MPP*

CC-02BFME-
QL8MPP*

CC-03BFFE-
QL8MPP*

CC-03BFME-
QL8MPP*

10.0 ~ 12.0mm Blue Seal CC-02BFFE-
QL8LPP*

CC-02BFME-
QL8LPP*

CC-03BFFE-
QL8LPP*

CC-03BFME-
QL8LPP*

Al l  Sea ls CC-02BFFA-
QL8APP

CC-02BFMA-
QL8APP

CC-03BFFA-
QL8APP

CC-03BFMA-
QL8APP

6.0 ~ 8.0mm Red Seal CC-02BFFA-
QL8SPP

CC-02BFMA-
QL8SPP

CC-03BFFA-
QL8SPP

CC-03BFMA-
QL8SPP

8.0 ~ 10.0mm Yel low Seal CC-02BFFA-
QL8MPP

CC-02BFMA-
QL8MPP

CC-03BFFA-
QL8MPP

CC-03BFMA-
QL8MPP

10.0 ~ 12.0mm Blue Seal CC-02BFFA-
QL8LPP

CC-02BFMA-
QL8LPP

CC-03BFFA-
QL8LPP

CC-03BFMA-
QL8LPP

Al l  Sea ls CC-02BFFA-
QL8ANP

CC-02BFMA-
QL8ANP

CC-03BFFA-
QL8ANP

CC-03BFMA-
QL8ANP

6.0 ~ 8.0mm Red Seal
CC-02BFFA-

QL8SNP
CC-02BFMA-

QL8SNP
CC-03BFFA-

QL8SNP
CC-03BFMA-

QL8SNP

8.0 ~ 10.0mm Yel low Seal CC-02BFFA-
QL8MNP

CC-02BFMA-
QL8MNP

CC-03BFFA-
QL8MNP

CC-03BFMA-
QL8MNP

10.0 ~ 12.0mm Blue Seal CC-02BFFA-
QL8LNP

CC-02BFMA-
QL8LNP

CC-03BFFA-
QL8LNP

CC-03BFMA-
QL8LNP

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type,
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Plas�c Plas�c

FF : Female Connector Female Contact
FM : Female Connector Male Contact

20A 20A
30 ~ 600V 30 ~ 600V

2 3

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

66.7

23.528
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 67~68



Amphenol LTW83

Middle C Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-04AFFM-
QL8D⓫

CB-04AFMM-
QL8D⓫

- -

- -
CBD-04AFFM-

QL8F⓫
CBD-04AFMM-

QL8F⓫

CB-04AFFM-
QR8D⓫

CB-04AFMM-
QR8D⓫

- -

- -
CBD-04AFFM-

QR8F⓫
CBD-04AFMM-

QR8F⓫

AB-CB04FL-
CBFL-QD❿

-
AB-CBD04FL-
CBD FL-QF❿

-

AB-CB04FL-
CBBL-QD❿

-
AB-CBD04FL-
CBD BL-QF❿

-

-
AB-CB04BL-
CBBL-QD❿

-
AB-CBD04BL-
CBD BL-QF❿

AB-CB04FL-
CBHL-QD❿

-
AB-CBD04FL-
CBD HL-QF❿

-

AB-CB04FR-
CBFL-QD❿

-
AB-CBD04FL-
CBD FR-QF❿

-

AB-CB04FL-
CBBR-QD❿

-
AB-CBD04FL-
CBD BR-QF❿

-

-
AB-CB04BL-
CBBR-QD❿

-
AB-CBD04BL-
CBD BR-QF❿

AB-CB04FR-
CBBL-QD❿

-
AB-CBD04FR-
CBD BL-QD❿

-

AB-CB04FR-
CBHL-QD❿

-
AB-CBD04FR-
CBD HL-QD❿

-

AB-CB04FR-
CBFR-QD❿

-
AB-CBD04FR-
CBD FR-QF❿

-

AB-CB04FR-
CBBR-QD❿

-
AB-CBD04FR-
CBD BR-QF❿

-

-
AB-CB04BR-
CBBR-QD❿

-
AB-CBD04BR-
BBD BR-QF❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Plas�c Plas�c

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

10A 10A+5A
30 ~ 600V 30 ~ 600V

4 4 (3+1)NEW

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

Ma�ng Pair Page: 69~70   



84Unrivaled InterConnects for Harsh Environment

Middle C Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM
FF : Female Connector Female Contact
FM : Female Connector Male Contact

Al l  Sea ls CB-04BFFG-QL8AP0 CB-04BFMG-QL8AP0

6.0 ~ 8.0mm Red Seal CB-04BFFG-QL8SP0 CB-04BFMG-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-04BFFG-QL8MP0 CB-04BFMG-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-04BFFG-QL8LP0 CB-04BFMG-QL8LP0

Al l  Sea ls CB-04BFFB-QL8AP0 CB-04BFMB-QL8AP0

6.0 ~ 8.0mm Red Seal CB-04BFFB-QL8SP0 CB-04BFMB-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-04BFFB-QL8MP0 CB-04BFMB-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-04BFFB-QL8LP0 CB-04BFMB-QL8LP0

Al l  Sea ls CB-04BFFE-QL8AP0 CB-04BFME-QL8AP0

6.0 ~ 8.0mm Red Seal CB-04BFFE-QL8SP0 CB-04BFME-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-04BFFE-QL8MP0 CB-04BFME-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-04BFFE-QL8LP0 CB-04BFME-QL8LP0

Al l  Sea ls CB-04BFFA-QL8AP0 CB-04BFMA-QL8AP0

6.0 ~ 8.0mm Red Seal CB-04BFFA-QL8SP0 CB-04BFMA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-04BFFA-QL8MP0 CB-04BFMA-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-04BFFA-QL8LP0 CB-04BFMA-QL8LP0

Al l  Sea ls CB-04BFFA-QL8AN0 CB-04BFMA-QL8AN0

6.0 ~ 8.0mm Red Seal CB-04BFFA-QL8SN0 CB-04BFMA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-04BFFA-QL8MN0 CB-04BFMA-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-04BFFA-QL8LN0 CB-04BFMA-QL8LN0

30 ~ 600V
4

10A
Plas�c

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type,
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

66.7

23.528
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 69~70 



Amphenol LTW85

Middle C Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-05AFFM-
QL8D⓫

CB-05AFMM-
QL8D⓫

- -

- -
CBD-05AFFM-

QL8F⓫
CBD-05AFMM-

QL8F⓫

CB-05AFFM-
QR8D⓫

CB-05AFMM-
QR8D⓫

- -

- -
CBD-05AFFM-

QR8F⓫
CBD-05AFMM-

QR8F⓫

AB-CB05FL-
CBFL-QD❿

-
AB-CBD05FL-
CBD FL-QF❿

-

AB-CB05FL-
CBBL-QD❿

-
AB-CBD05FL-
CBD BL-QF❿

-

-
AB-CB05BL-
CBBL-QD❿

-
AB-CBD05BL-
CBD BL-QF❿

AB-CB05FL-
CBHL-QD❿

-
AB-CBD05FL-
CBD HL-QF❿

-

AB-CB05FR-
CBF L-QD❿

-
AB-CBD05FL-
CBD FR-QF❿

-

AB-CB05FL-
CBBR-QD❿

-
AB-CBD05FL-
CBD BR-QF❿

-

-
AB-CB05BL-
CBBR-QD❿

-
AB-CBD05BL-
CBD BR-QF❿

AB-CB05FR-
CBBL-QD❿

-
AB-CBD05FR-
CBD BL-QD❿

-

AB-CB05FR-
CBHL-QD❿

-
AB-CBD05FR-

CBDBBL-QD❿
-

AB-CB05FR-
CBFR-QD❿

-
AB-CBD05FR-
CBD FR-QF❿

-

AB-CB05FR-
CBBR-QD❿

-
AB-CBD05FR-
CBD BR-QF❿

-

-
AB-CB05BR-
CBBR-QD❿

-
AB-CBD05BR-
BBD BR-QF❿

30 ~ 600V
5 (3+2)5

10A
30 ~ 600V

10A+5A
Plas�c

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Plas�c

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (B) FM

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1
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86Unrivaled InterConnects for Harsh Environment

Middle C Size 

66.7

23.528
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM
FF : Female Connector Female Contact
FM : Female Connector Male Contact

Al l  Sea ls CB-05BFFG-QL8AP0 CB-05BFMG-QL8AP0

6.0 ~ 8.0mm Red Seal CB-05BFFG-QL8SP0 CB-05BFMG-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-05BFFG-QL8MP0 CB-05BFMG-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-05BFFG-QL8LP0 CB-05BFMG-QL8LP0

Al l  Sea ls CB-05BFFB-QL8AP0 CB-05BFMB-QL8AP0

6.0 ~ 8.0mm Red Seal CB-05BFFB-QL8SP0 CB-05BFMB-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-05BFFB-QL8MP0 CB-05BFMB-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-05BFFB-QL8LP0 CB-05BFMB-QL8LP0

Al l  Sea ls CB-05BFFE-QL8AP0 CB-05BFME-QL8AP0

6.0 ~ 8.0mm Red Seal CB-05BFFE-QL8SP0 CB-05BFME-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-05BFFE-QL8MP0 CB-05BFME-QL8VP0

10.0 ~ 12.0mm Blue Seal CB-05BFFE-QL8LP0 CB-05BFME-QL8LP0

Al l  Sea ls CB-05BFFA-QL8AP0 CB-05BFMA-QL8AP0

6.0 ~ 8.0mm Red Seal CB-05BFFA-QL8SP0 CB-05BFMA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-05BFFA-QL8MP0 CB-05BFMA-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-05BFFA-QL8LP0 CB-05BFMA-QL8LP0

Al l  Sea ls CB-05BFFA-QL8AN0 CB-05BFMA-QL8AN0

6.0 ~ 8.0mm Red Seal CB-05BFFA-QL8SN0 CB-05BFMA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-05BFFA-QL8MN0 CB-05BFMA-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-05BFFA-QL8LN0 CB-05BFMA-QL8LN0

30 ~ 600V
5

10A
Plas�c

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Push-in Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 71~72 



Amphenol LTW87

Middle C Size 
No of Contacts 6
Rated Voltage (AC/DC) 30 ~ 600V
Nominal Current 10A
Plas�c / Metal Plas�c
Pin Assignment FF FF FM
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CB-06A FFM-
QL8D ⓫

- -

-
CBD-06A FFM-

QL8F ⓫
CBD-06A FMM-

QL8F ⓫

CB-06AFFM-
QR8D⓫

- -

-
CBD-06AFFM-

QR8F⓫
CBD-06AFMM-

QR8F⓫

AB-CB06FL-
CBFL-QD❿

AB-CBD06FL-
CBD FL-QF❿

-

AB-CB06FL-
CBBL-QD❿

AB-CBD06FL-
CBD BL-QF❿

-

- -
AB-CBD06BL-
CBD BL-QF❿

AB-CB06FL-
CBHL-QD❿

AB-CBD06FL-
CBD HL-QF❿

-

AB-CB06FR-
CBFL-QD❿

AB-CBD06FL-
CBD FR-QF❿

-

AB-CB06FL-
CBBR-QD❿

AB-CBD06FL-
CBD BR-QF❿

-

- -
AB-CBD06BL-
CBD BR-QF❿

AB-CB06FR-
CBBL-QD❿

AB-CBD06FR-
CBD BL-QD❿

-

AB-CB06FR-
CBHL-QD❿

AB-CBD06FR-
CBD HL-QD❿

-

AB-CB06FR-
CBFR-QD❿

AB-CBD06FR-
CBD FR-QF❿

-

AB-CB06FR-
CBBR-QD❿

AB-CBD06FR-
CBD BR-QF❿

-

- -
AB-CBD06BR-
BBD BR-QF❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Plas�c

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

10A+5A
30 ~ 600V

6 (3+3)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

Ma�ng Pair Page: 73~74   



88Unrivaled InterConnects for Harsh Environment

Middle C Size 
No of Contacts 6
Rated Voltage (AC/DC) 30 ~ 600V
Nominal Current 10A
Plas�c / Metal Plas�c
Pin Assignment FF
FF: Female Connector Female Contact

Al l  Sea ls CB-06BFFG-QL8AP0

6.0 ~ 8.0mm Red Seal CB-06BFFG-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-06BFFG-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-06BFFG-QL8LP0

Al l  Sea ls CB-06BFFB-QL8AP0

6.0 ~ 8.0mm Red Seal CB-06BFFB-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-06BFFB-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-06BFFB-QL8LP0

Al l  Sea ls CB-06BFFE-QL8AP0

6.0 ~ 8.0mm Red Seal CB-06BFFE-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-06BFFE-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-06BFFE-QL8LP0

Al l  Sea ls CB-06BFFA-QL8AP0

6.0 ~ 8.0mm Red Seal CB-06BFFA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CB-06BFFA-QL8MP0

10.0 ~ 12.0mm Blue Seal CB-06BFFA-QL8LP0

Al l  Sea ls CB-06BFFA-QL8AN0

6.0 ~ 8.0mm Red Seal CB-06BFFA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CB-06BFFA-QL8MN0

10.0 ~ 12.0mm Blue Seal CB-06BFFA-QL8LN0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Data  Group,
Packing: Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing: Connector With Contacts

Push-in Type, 
For Data  Group,
Packing: Connector With Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without Contacts

Crimp Type, 
For Data  Group,
Packing: Connector Without Contacts

66.7

23.528
.0

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 73~74



Amphenol LTW89

Middle C Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM
FF: Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-07AFFM-
QL8D⓫

CD-07AFMM-
QL8D⓫

- -

- -
CBD-07AFFM-

QL8F⓫
CBD-07AFMM-

QL8F⓫

CD-07AFFM-
QR8D⓫

CD-07AFMM-
QR8D⓫

- -

- -
CBD-07AFFM-

QR8F⓫
CBD-07AFMM-

QR8F⓫

AB-CD07 FL-
FL- QF❿

-
AB-CBD07FL-
CBD FL-QF❿

-

AB-CD07FL-
CD BL-QF❿

-
AB-CBD07 FL-
CBD BL-QF ❿

-

-
AB-CD07BL-
CD BL-QF❿

-
AB-CBD07BL-
CBD BL-QF❿

AB-CD07FL-
CD HL-QF❿

-
AB-CBD07FL-
CBD HL-QF❿

-

AB-CD07FL-
CDFR-QF ❿

-
AB-CBD76FL-
CBD FR-QF❿

-

AB-CD07FL-
CDBR-QF ❿

-
AB-CBD07FL-
CBD BR-QF❿

-

-
AB-CD07BL-
CD BR-QF❿

-
AB-CBD07BL-
CBD BR-QF❿

AB-CD07FR-
CD BL-QD❿

-
AB-CBD07FR-
CBD BL-QD❿

-

AB-CD07FR-
CD HL-QD❿

-
AB-CBD07FR-
CBD HL-QD❿

-

AB-CD07FR-
CD FR-QD❿

-
AB-CBD07FR-
CBD FR-QF❿

-

AB-CD07FR-
CD BR-QD❿

-
AB-CBD07FR-
CBD BR-QF❿

-

-
AB-CD07BR-
CD BR-QD❿

-
AB-CBD07BR-
BBD BR-QF❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Plas�c Plas�c

30 ~ 600V 30 ~ 600V
5A 10A+5A

7 7 (3+4)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

CD

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

Ma�ng Pair Page: 75~76    



90Unrivaled InterConnects for Harsh Environment

Middle C Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM
FF : Female Connector Female Contact
FM : Female Connector Male Contact

Al l  Sea ls CD-07BFFG-QL8AP0 * CD-07BFMG-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BFFG-QL8SP0 * CD-07BFMG-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-07BFFG-QL8MP0 * CD-07BFMG-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BFFG-QL8LP0 * CD-07BFMG-QL8LP0 *

Al l  Sea ls CD-07BFFB-QL8AP0 * CD-07BFMB-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BFFB-QL8SP0 * CD-07BFMB-QL8SP0 *

8.0 ~ 10.0mm Yel low Sea l CD-07BFFB-QL8MP0 * CD-07BFMB-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BFFB-QL8LP0 * CD-07BFMB-QL8LP0 *

Al l  Sea ls CD-07BFFE-QL8AP0 * CD-07BFME-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-07BFFE-QL8SP0 * CD-07BFME-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-07BFFE-QL8MP0 * CD-07BFME-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-07BFFE-QL8LP0 * CD-07BFME-QL8LP0 *

Al l  Sea ls CD-07BFFA-QL8AP0 CD-07BFMA-QL8AP0

6.0 ~ 8.0mm Red Seal CD-07BFFA-QL8SP0 CD-07BFMA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CD-07BFFA-QL8MP0 CD-07BFMA-QL8MP0

10.0 ~ 12.0mm Blue Seal CD-07BFFA-QL8LP0 CD-07BFMA-QL8LP0

Al l  Sea ls CD-07BFFA-QL8AN0 CD-07BFMA-QL8AN0

6.0 ~ 8.0mm Red Seal CD-07BFFA-QL8SN0 CD-07BFMA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CD-07BFFA-QL8MN0 CD-07BFMA-QL8MN0

10.0 ~ 12.0mm Blue Seal CD-07BFFA-QL8LN0 CD-07BFMA-QL8LN0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type,
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type,
For Data  Group,
Packing:
Connector With Contacts

Push-in Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type,
For Data  Group,
Packing:
Connector Without
Contacts

Plas�c

30 ~ 600V
5A

7

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

66.7

23.528
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 75~76 



Amphenol LTW91

Middle C Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-08AFFM-
QL8D⓫

CD-08AFMM-
QL8D⓫

- -

- -
CBD-08AFFM-

QL8F⓫
CBD-08AFMM-

QL8F⓫

CD-08AFFM-
QR8D⓫

CD-08AFMM-
QR8D⓫

- -

- -
CBD-08AFFM-

QR8F⓫
CBD-08AFMM-

QR8F⓫

AB-CD08 FL-
FL-QF❿

-
AB-CBD08FL-
CBD FL-QF❿

-

AB-CD08FL-
CD BL-QF❿

-
AB-CBD08FL-
CBD BL-QF❿

-

-
AB-CD08BL-
CD BL-QF❿

-
AB-CBD08BL-
CBD BL-QF❿

AB-CD08FL-
CD HL-QF❿

-
AB-CBD08FL-
CBD HL-QF❿

-

AB-CD08FL-
CD FR-QF❿

-
AB-CBD86FL-
CBD FR-QF❿

-

AB-CD08FL-
CD BR-QF❿

-
AB-CBD08FL-
CBD BR-QF❿

-

-
AB-CD08BL-
CD BR-QF❿

-
AB-CBD08BL-
CBD BR-QF❿

AB-CD08FR-
CD BL-QD❿

-
AB-CBD08FR-
CBD BL-QD❿

-

AB-CD08FR-
CD HL-QD❿

-
AB-CBD08FR-
CBD HL-QD❿

-

AB-CD08FR-
CD FR-QD❿

-
AB-CBD08FR-
CBD FR-QF❿

-

AB-CD08FR-
CD BR-QD❿

-
AB-CBD08FR-
CBD BR-QF❿

-

-
AB-CD08BR-
CD BR-QD❿

-
AB-CBD08BR-
BBD BR-QF❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

UL21996, PVC Jacket (For Hybrid Group)

Plas�c Plas�c
10A+5A

30 ~ 600V
5A

8 (3+5)8
30 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

| Connector / Contact Gender: (F) FF, (B) FM 

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

CD

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1
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92Unrivaled InterConnects for Harsh Environment

Middle C Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM
FF : Female Connector Female Contact
FM : Female Connector Male Contact

Al l  Sea ls CD-08BFFG-QL8AP0 * CD-08BFMG-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BFFG-QL8SP0 * CD-08BFMG-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BFFG-QL8MP0 * CD-08BFMG-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-08BFFG-QL8LP0 * CD-08BFMG-QL8LP0 *

Al l  Sea ls CD-08BFFB-QL8AP0 * CD-08BFMB-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BFFB-QL8SP0 * CD-08BFMB-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BFFB-QL8MP0 * CD-08BFMB-QL8MP0 *

10.0 ~ 12.0mm Blue Seal CD-08BFFB-QL8LP0 * CD-08BFMB-QL8LP0 *

Al l  Sea ls CD-08BFFE-QL8AP0 * CD-08BFME-QL8AP0 *

6.0 ~ 8.0mm Red Seal CD-08BFFE-QL8SP0 * CD-08BFME-QL8SP0 *

8.0 ~ 10.0mm Yel low Seal CD-08BFFE-QL8MP0 * CD-08BFME-QL8MP0*

10.0 ~ 12.0mm Blue Seal CD-08BFFE-QL8LP0 * CD-08BFME-QL8LP0 *

Al l  Sea ls CD-08BFFA-QL8AP0 CD-08BFMA-QL8AP0

6.0 ~ 8.0mm Red Seal CD-08BFFA-QL8SP0 CD-08BFMA-QL8SP0

8.0 ~ 10.0mm Yel low Seal CD-08BFFA-QL8MP0 CD-08BFMA-QL8MP0

10.0 ~ 12.0mm Blue Seal CD-08BFFA-QL8LP0 CD-08BFMA-QL8LP0

Al l  Sea ls CD-08BFFA-QL8AN0 CD-08BFMA-QL8AN0

6.0 ~ 8.0mm Red Seal CD-08BFFA-QL8SN0 CD-08BFMA-QL8SN0

8.0 ~ 10.0mm Yel low Seal CD-08BFFA-QL8MN0 CD-08BFMA-QL8MN0

10.0 ~ 12.0mm Blue Seal CD-08BFFA-QL8LN0 CD-08BFMA-QL8LN0

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type,
For Data  Group,
Packing:
Connector With Contacts

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Plas�c

30 ~ 600V
5A

8

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

66.7

23.528
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 77~78  



Amphenol LTW93

Middle C Size 

19.4±0.1

Circular Flange (D Cut) 
Panel Cut Out

(Unit: mm)ø2
0.

8±
0.

1

No of Contacts 10 12
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V
Nominal Current 5A 5A
Plas�c / Metal Plas�c Plas�c
Pin Assignment FF FM FF FF
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

CD-09AFFM-
QL8D⓫

CD-09AFMM-
QL8D⓫

CD-10AFFM-
QL8D⓫

CD-12AFFM-
QL8D⓫

CD-09AFFM-
QR8D⓫

CD-09AFMM-
QR8D⓫

CD-10AFFM-
QR8D⓫

CD-12AFFM-
QR8D⓫

AB-CD09FL-
CD FL-QF❿

-
AB-CD10FL-
CD FL-QF❿

AB-CD12FL-
CD FL-QF❿

AB-CD09FL-
CD BL-QF❿

-
AB-CD10FL-
CD BL-QF❿

AB-CD12FL-
CD BL-QF❿

-
AB-CD09BL-
CD BL-QF❿

- -

AB-CD09FL-
CD HL-QF❿

-
AB-CD10FL-
CD HL-QF❿

AB-CD12FL-
CD HL-QF❿

AB-CD09FL-
CD FR-QF❿

-
AB-CD10FL-
CD FR-QF❿

AB-CD12FL-
CD FR-QF❿

AB-CD09FL-
CD BR-QF❿

-
AB-CD10 FL-
CD BR-QF❿

AB-CD12FL-
CD BR-QF❿

-
AB-CD09BL-
CD BR-QF❿

- -

AB-CD09FR-
CD BL-QD❿

-
AB-CD10FR-
CD BL-QD❿

AB-CD12FR-
CD BL-QD❿

AB-CD09FR-
CD HL-QD❿

-
AB-CD10FR-
CD HL-QD❿

AB-CD12FR-
CD HL-QD❿

AB-CD09FR-
CD FR-QD❿

-
AB-CD10FR-
CD FR-QD❿

AB-CD12FR-
CD FR-QD❿

AB-CD09FR-
CD BR-QD❿

-
AB-CD10FR-
CD BR-QD❿

AB-CD12FR-
CD BR-QD❿

-
AB-CD09BR-
CD BR-QD❿

- -

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL21388, PVC Jacket (For Data  Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Plas�c

UL21388, PVC Jacket (For Data  Group)

5A

9
30 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
| Connector / Contact Gender: (F) FF, (B) FM 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

| Connector / Contact Gender: (F) FF, (B) FM

| Connector / Contact Gender: (F) FF, (B) FM, (H) MF

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) 

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) 

64.2

46.2

28
.0

50.0

28
.0

64.2

28
.0

46.2

50
.0

28.0

64.2

28
.0

46.2

50.0

28.0

64.2

28
.0

62.7 22.4

46.2

50
.0

28.0

62.7 22.4

46.2

50
.0

28.0

64.2 28.0
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94Unrivaled InterConnects for Harsh Environment

Middle C Size 
No of Contacts 10 12
Rated Voltage (AC/DC) 30 ~ 600V 30 ~ 600V
Nominal Current 5A 5A
Plas�c / Metal Plas�c Plas�c
Pin Assignment FF FM FF FF
FF: Female Connector Female Contact

FM: Female Connector Male Contact

Al l  Sea ls
CD-09BFFG-

QL8AP0*
CD-09BFMG-

QL8AP0*
CD-10BFFG-

QL8AP0*
CD-12BFFG-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BFFG-

QL8SP0*
CD-09BFMG-

QL8SP0*
CD-10BFFG-

QL8SP0*
CD-12BFFG-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BFFG-

QL8MP0*
CD-09BFMG-

QL8MP0*
CD-10BFFG-

QL8MP0*
CD-12BFFG-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BFFG-

QL8LP0*
CD-09BFMG-

QL8LP0*
CD-10BFFG-

QL8LP0*
CD-12BFFG-

QL8LP0*

Al l  Sea ls
CD-09BFFB-

QL8AP0*
CD-09BFMB-

QL8AP0*
CD-10BFFB-

QL8AP0*
CD-12BFFB-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BFFB-

QL8SP0*
CD-09BFMB-

QL8SP0*
CD-10BFFB-

QL8SP0*
CD-12BFFB-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BFFB-

QL8MP0*
CD-09BFMB-

QL8MP0*
CD-10BFFB-

QL8MP0*
CD-12BFFB-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BFFB-

QL8LP0*
CD-09BFMB-

QL8LP0*
CD-10BFFB-

QL8LP0*
CD-12BFFB-

QL8LP0*

Al l  Sea ls
CD-09BFFE-

QL8AP0*
CD-09BFME-

QL8AP0*
CD-10BFFE-

QL8AP0*
CD-12BFFE-

QL8AP0*

6.0 ~ 8.0mm Red Seal
CD-09BFFE-

QL8SP0*
CD-09BFME-

QL8SP0*
CD-10BFFE-

QL8SP0*
CD-12BFFE-

QL8SP0*

8.0 ~ 10.0mm Yel low Seal
CD-09BFFE-

QL8MP0*
CD-09BFME-

QL8MP0*
CD-10BFFE-

QL8MP0*
CD-12BFFE-

QL8MP0*

10.0 ~ 12.0mm Blue Seal
CD-09BFFE-

QL8LP0*
CD-09BFME-

QL8LP0*
CD-10BFFE-

QL8LP0*
CD-12BFFE-

QL8LP0*

Al l  Sea ls
CD-09BFFA-

QL8AP0
CD-09BFMA-

QL8AP0
CD-10BFFA-

QL8AP0
CD-12BFFA-

QL8AP0

6.0 ~ 8.0mm Red Seal
CD-09BFFA-

QL8SP0
CD-09BFMA-

QL8SP0
CD-10BFFA-

QL8SP0
CD-12BFFA-

QL8SP0

8.0 ~ 10.0mm Yel low Seal
CD-09BFFA-

QL8MP0
CD-09BFMA-

QL8MP0
CD-10BFFA-

QL8MP0
CD-12BFFA-

QL8MP0

10.0 ~ 12.0mm Blue Seal CD-09BFFA-
QL8LP0

CD-09BFMA-
QL8LP0

CD-10BFFA-
QL8LP0

CD-12BFFA-
QL8LP0

Al l  Sea ls
CD-09BFFA-

QL8AN0
CD-09BFMA-

QL8AN0
CD-10BFFA-

QL8AN0
CD-12BFFA-

QL8AN0

6.0 ~ 8.0mm Red Seal
CD-09BFFA-

QL8SN0
CD-09BFMA-

QL8SN0
CD-10BFFA-

QL8SN0
CD-12BFFA-

QL8SN0

8.0 ~ 10.0mm Yel low Seal
CD-09BFFA-

QL8MN0
CD-09BFMA-

QL8MN0
CD-10BFFA-

QL8MN0
CD-12BFFA-

QL8MN0

10.0 ~ 12.0mm Blue Seal
CD-09BFFA-

QL8LN0
CD-09BFMA-

QL8LN0
CD-10BFFA-

QL8LN0
CD-12BFFA-

QL8LN0

Solder Type, 
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Plas�c
5A

9
30 ~ 600V

66.7

23.528
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:
Connector With Contacts

Ma�ng Pair Page: 79~80



Amphenol LTW95

Accessories Middle C Size

❺ For Connector 1
❻ For Connector 2
❼ For Connector 3
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male1

2 3

1

2 3

❺ For Connector 1
❻ For Connector 2
❼ For Connector 3
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male

2 1

❹ For Connector 1
❺ For Connector 2
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male
*XX: Choose the cable length: 01-99m

Y Adaptor

T Adaptor 

T Cable

I Adaptor Terminator

Customiza�on - Upon Request

Nominal Current Ma�ng Style Part Number More Op�ons

20A (CC) 02, 03 Push Lock AB-CC-❷❷00-BH0-TQEXX AB-❶-❷❷00-❹❺0-TQEXX

Nominal Current Ma�ng Style Part Number More Op�ons

20A (CC) 02, 03 Push Lock AB-CC-❷❷❷-FMM-YQ001 AB-❶-❷❷❷-❺❻❼-YQ001

*Upon Request

❶ Current Ra�ng:
(CD) 5A*    
(CB) 10A 
(CC) 20A        

Nominal Current No. of Contacts Ma�ng Style Part Number More Op�ons

AB-CB-❷❷❷-MFF-TQ001

AB-CB-❷❷❷-FMF-TQ001

20A (CC) 02, 03 AB-CC-❷❷❷-HBH-TQ001

Push Lock
10A (CB) 04, 05, 06

AB-❶-❷❷❷-❺❻❼-TQ001

*Upon Request

❶ Current Ra�ng:
(CD) 5A*    
(CB) 10A* 
(CC) 20A        

❶ Current Ra�ng:
(CD) 5A*    
(CB) 10A* 
(CC) 20A        

*Upon Request

No. of Contacts

No. of Contacts



96Unrivaled InterConnects for Harsh Environment

Accessories Middle C Size

❸None (MA) / With Rubber Lead (PC)
❹None (MA) / With Fish Line (CD)
❺None (A) / With Fish Line (D)

More to choose: 

20AWG 22AWG

ALTW

12AWG 14AWG

ALTW

16AWG 18AWG

ALTW

5A 10A/20A Crimp Tool

Waterproof Cap

Contacts & Crimp Tool

Nominal Current Contact Gender Part Number Packages❻ Crimp Tool

Male ASSP-05-M-A-C-❻

Female ASSP-05-F-A-C-❻

Male ASSP-10-M-A-C-❻

Female ASSP-10-F-A-C-❻

Male ASSP-20-M-A-C-❻

Female ASSP-20-F-A-C-❻

P/N: ASST-C-20-W-C
(14 ~ 12AWG | 2.50 ~ 4.00mm2)

5A
            (SA) 50pcs / Box
            (SB) 100pcs / Box
            (RE) 5A 3,000pcs / Reel
                    10A 3,000pcs / Reel
                    20A 2,000pcs / Reel

P/N: ASST-C-05-W-A
(22 ~ 20AWG | 0.34 ~ 0.50mm2)

10A
P/N: ASST-C-10-W-B

(18 ~ 16AWG | 0.75 ~ 1.50mm2)

20A

For Ma�ng With Male

For Ma�ng With Female

None

None With Fish Line

With Rubber Lead With Fish Line

Size Ma�ng Part Gender of Ma�ng Part Ma�ng Style Part Number

Receptacle Male
CAP-WACMQ❸1

CAP-WACMQ❸2 (Hybrid)

Female CAP-WACFQ❹1

Male
CAP-WACMQM❺1

CAP-WACMQM❺2 (Hybrid)

C Size Push Lock

Overmolded with Cable



Amphenol LTW97

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Solder Type
(For Power Group)

DC-02PMMS-QC800P DC-02PMF S-QC800P

180° PCB Type
(For Power Group)

DC-02PMMP-QC800P * DC-02PMF P-QC800P *

Solder Type
(For Power Group)

DC-02RMMS-QC800P DC-02RMF S-QC800P

180° PCB Type
(For Power Group)

DC-02RMMP-QC800P * DC-02RMF P-QC800P *

DC-02PMMS-QC8B ⓫* DC-02PMF S-QC8B ⓫ *

DC-02RMMS-QC8B ⓫* DC-02RMF S-QC8B ⓫*

UL SJTW, PVC Jacket
(For Power Group)

DC-02AMMM-QL8E ⓫ DC-02AMF M-QL8E ⓫*

- AB-DC02HL-DCHL-QE ❿

AB-DC02ML-DCHL-QE ❿ -

AB-DC02ML-DCML-QE ❿ -

- AB-DC02HL-DCBL-QE ❿

AB-DC02ML-DCBL-QE ❿ -

AB-DC02ML-DCFL-QE ❿ -

- AB-DC02HL-DCBR-QE ❿

AB-DC02ML-DCFR-QE ❿ -

AB-DC02ML-DCBR-QE ❿ -

300 ~ 600V
2

20A

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c
Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (M) MM | End2: (B) FM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

25.6±0.1

Circular Flange 
(D Cut) 

Panel Cut Out

ø2
3.

6±
0.

1

Ma�ng Pair Page: 142~143 



98Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Al l  Sea ls DC-02BMMG-QL8APP * DC-02BMF G-QL8APP *

8.0 ~ 10.0mm Red Seal DC-02BMMG-QL8SPP * DC-02BMF G-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-02BMMG-QL8MPP * DC-02BMF G-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-02BMMG-QL8LPP * DC-02BMF G-QL8LPP *

Al l  Sea ls DC-02BMMB-QL8APP DC-02BMF B-QL8APP

8.0 ~ 10.0mm Red Seal DC-02BMMB-QL8SPP DC-02BMF B-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-02BMMB-QL8MPP DC-02BMF B-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-02BMMB-QL8LPP DC-02BMF B-QL8LPP

Al l  Sea ls DC-02BMME-QL8APP * DC-02BMF E-QL8APP *

8.0 ~ 10.0mm Red Seal DC-02BMME-QL8SPP * DC-02BMF E-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-02BMME-QL8MPP * DC-02BMF E-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-02BMME-QL8LPP * DC-02BMF E-QL8LPP *

Al l  Sea ls DC-02BMMA-QL8APP DC-02BMF A-QL8APP

8.0 ~ 10.0mm Red Seal DC-02BMMA-QL8SPP DC-02BMF A-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-02BMMA-QL8MPP DC-02BMF A-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-02BMMA-QL8LPP DC-02BMF A-QL8LPP

Al l  Sea ls DC-02BMMA-QL8ANP DC-02BMF A-QL8ANP

8.0 ~ 10.0mm Red Seal DC-02BMMA-QL8SNP DC-02BMF A-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-02BMMA-QL8MNP DC-02BMF A-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-02BMMA-QL8LNP DC-02BMF A-QL8LNP

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type, 
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c
20A

300 ~ 600V
2

69.5 (Ref.)

27.026
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 142~143   
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Amphenol LTW99

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current 50A
Plas�c / Metal Plas�c

MM MF MM

Solder Type
(For Power Group)

DC-02PMMS- DC-03PMF S-
QC800P

DM-03PMMS-
QC800P

180° PCB Type
(For Power Group)

DC-02PMMP-
QC800P *

DC-03PMF P-
QC800P *

DM-03PMMP-
QC800P *

Solder Type
(For Power Group)

DC-02RMMS-
QC800P

DC-03RMF S-
QC800P

DM-03RMMS-
QC800P

180° PCB Type
(For Power Group)

DC-02RMMP-
QC800P *

DC-03RMF P-
QC800P *

DM-03RMMP-
QC800P *

DC-03PMMS-
QC8B⓫*

DC-03PMF S-
QC8B⓫*

DM-03PMMS-
QC8B⓫*

DC-03RMMS-
QC8B⓫*

DC-03RMF S-
QC8B⓫*

DM-03RMMS-
QC8B⓫*

UL2517, PVC Jacket
(For Power Group)

- -
DM-03AMMM-

QL8C⓫*

UL SJTW, PVC Jacket
(For Power Group)

DC-03AMMM-
QL8E⓫

DC-03AMF M-
QL8E⓫*

-

-
AB-DC03HL-
DCHL-QE❿

-

AB-DC03ML-
DCHL-QE❿

-
AB-DM03ML-
DCHL-QC❿*

AB-DC030ML-
DCML-QE❿

-
AB-DM03 ML-
DCML-QC❿*

-
AB-DC03HL-
DCBL-QE❿

-

AB-DC03ML-
DCBL-QE❿

-
AB-DM03ML-
DCBL-QC❿*

AB-DC03ML-
DCFL-QE❿

-
AB-DM03ML-
DCFL-QC❿*

-
AB-DC03HL-
DCBR-QE❿

-

AB-DC03ML-
DCFR-QE❿

-
AB-DM03ML-
DCFR-QC❿*

AB-DC03ML-
DCBR-QE❿

-
AB-DM03ML-
DCBR-QC❿*

300 ~ 600V
3

20A

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c
Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

QC800P

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out
Rated Voltage (AC/DC)

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 144~145   



100Unrivaled InterConnects for Harsh Environment

Large D Size

Metal Male / Female Conn. Hybrid (Power + Signal) Pin

No of Contacts
Rated Voltage (AC/DC)
Nominal Current 50A
Plas�c / Metal Plas�c

MM MF MM

All  Sea ls
DC-03BMMG-

QL8APP *
DC-03BMF G-

QL8APP *
DM-03BMMG-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BMMG-

QL8SPP *
DC-03BMF G-

QL8SPP *
DM-03BMMG-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BMMG-

QL8MPP *
DC-03BMF G-

QL8MPP *
DM-03BMMG-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BMMG-

QL8LPP *
DC-03BMF G-

QL8LPP *
DM-03BMMG-

QL8LPP *

Al l  Sea ls
DC-03BMMB-

QL8APP
DC-03BMF B-

QL8APP
DM-03BMMB-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BMMB-

QL8SPP
DC-03BMF B-

QL8SPP
DM-03BMMB-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BMMB-

QL8MPP
DC-03BMF B-

QL8MPP
DM-03BMMB-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BMMB-

QL8LPP
DC-03BMF B-

QL8LPP
DM-03BMMB-

QL8LPP *

Al l  Sea ls
DC-03BMME-

QL8APP *
DC-03BMF E-

QL8APP *
DM-03BMME-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BMME-

QL8SPP *
DC-03BMF E-

QL8SPP *
DM-03BMME-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BMME-

QL8MPP *
DC-03BMF E-

QL8MPP *
DM-03BMME-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BMME-

QL8LPP *
DC-03BMF E-

QL8LPP *
DM-03BMME-

QL8LPP *

Al l  Sea ls
DC-03BMMA-

QL8APP
DC-03BMF A-

QL8APP
DM-03BMMA-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BMMA-

QL8SPP
DC-03BMF A-

QL8SPP
DM-03BMMA-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BMMA-

QL8MPP
DC-03BMF A-

QL8MPP
DM-03BMMA-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BMMA-

QL8LPP
DC-03BMF A-

QL8LPP
DM-03BMMA-

QL8LPP *

Al l  Sea ls
DC-03BMMA-

QL8ANP
DC-03BMF A-

QL8ANP
-

8.0 ~ 10.0mm Red Seal
DC-03BMMA-

QL8SNP
DC-03BMF A-

QL8SNP
-

10.1 ~ 12.0mm Yel low Seal
DC-03BMMA-

QL8MNP
DC-03BMF A-

QL8MNP
-

12.1 ~ 14.0mm Blue Seal
DC-03BMMA-

QL8LNP
DC-03BMF A-

QL8LNP
-

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Push-in Type,
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts 

Solder Type,
For Power Group,
Packing:
Connector With Contacts

Screw-in Type,
For Power Group,
Packing:
Connector With Contacts

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c
20A

300 ~ 600V
3

69.5 (Ref.)

27.026
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 144~145   



Amphenol LTW101

Large D Size 
33

.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Solder Type
(For Power Group)

DC-04PMMS-QC800P DC-04PMF S-QC800P

180° PCB Type
(For Power Group)

DC-04PMMP-QC800P * DC-04PMF P-QC800P *

Solder Type
(For Power Group)

DC-04RMMS-QC800P DC-04RMF S-QC800P

180° PCB Type
(For Power Group)

DC-04RMMP-QC800P * DC-04RMF P-QC800P *

DC-04PMMS-QC8B ⓫* DM-04PMF S-QC8B ⓫*

DC-04RMMS-QC8B ⓫* DM-04RMF S-QC8B ⓫*

UL SJTW, PVC Jacket
(For Power Group)

DC-04AMMM-QL8E ⓫ DC-04AMF M-QL8E ⓫*

- AB-DC04HL-DCHL-QE ❿

AB-DC04ML-DCHL-QE ❿ -

AB-DC04ML-DCML-QE ❿ -

- AB-DC04HL-DCBL-QE ❿

AB-DC04ML-DCBL-QE ❿ -

AB-DC04ML-DCFL-QE ❿ -

- AB-DC04HL-DCBR-QE ❿

AB-DC04ML-DCFR-QE ❿ -

AB-DC04ML-DCBR-QE ❿ -End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c
20A

300 ~ 600V
4

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1
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102Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Al l  Sea ls DC-04BMMG-QL8APP * DC-04BMF G-QL8APP *

8.0 ~ 10.0mm Red Seal DC-04BMMG-QL8SPP * DC-04BMF G-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-04BMMG-QL8MPP * DC-04BMF G-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-04BMMG-QL8LPP * DC-04BMF G-QL8LPP *

Al l  Sea ls DC-04BMMB-QL8APP DC-04BMF B-QL8APP

8.0 ~ 10.0mm Red Seal DC-04BMMB-QL8SPP DC-04BMF B-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-04BMMB-QL8MPP DC-04BMF B-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-04BMMB-QL8LPP DC-04BMF B-QL8LPP

Al l  Sea ls DC-04BMME-QL8APP * DC-04BMF E-QL8APP *

8.0 ~ 10.0mm Red Seal DC-04BMME-QL8SPP * DC-04BMF E-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-04BMME-QL8MPP * DC-04BMF E-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-04BMME-QL8LPP * DC-04BMF E-QL8LPP *

Al l  Sea ls DC-04BMMA-QL8APP DC-04BMF A-QL8APP

8.0 ~ 10.0mm Red Seal DC-04BMMA-QL8SPP DC-04BMF A-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-04BMMA-QL8MPP DC-04BMF A-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-04BMMA-QL8LPP DC-04BMF A-QL8LPP

Al l  Sea ls DC-04BMMA-QL8ANP DC-04BMF A-QL8ANP

8.0 ~ 10.0mm Red Seal DC-04BMMA-QL8SNP DC-04BMF A-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-04BMMA-QL8MNP DC-04BMF A-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-04BMMA-QL8LNP DC-04BMF A-QL8LNP

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Push-in Type,
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type, 
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c
20A

300 ~ 600V
4

69.5 (Ref.)

27.026
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW103

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-04PMMS-
QC8001

DCD-04PMF S-
QC8001

DSCD-04PMMS-
QC8001

DSCD-04PMFS-
QC8001

Solder Type
(For Power Group)

DCD-04PMMS-
QC8001

DCD-04PMF S-
QC8001

DSCD-04PMMS-
QC8001

DSCD-04PMFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-04PMMP-
QC8001 *

DCD-04PMF P-
QC8001 *

DSCD-04PMMP-
QC8001

DSCD-04PMFP-
QC8001

180° PCB Type
(For Power Group)

DCD-04PMMP-
QC8001 *

DCD-04PMF P-
QC8001 *

DSCD-04PMMP-
QC8001

DSCD-04PMFP-
QC8001

Solder Type
(For Data  Group)

DCD-04R MMS-
QC8001

DCD-04RMF S-
QC8001

DSCD-04R MMS-
QC8001

DSCD-04R MFS-
QC8001

Solder Type
(For Power Group)

DCD-04R MMS-
QC8001

DCD-04R MF S-
QC8001

DSCD-04R MMS-
QC8001

DSCD-04R MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-04R MMP-
QC8001 *

DCD-04R MF P-
QC8001 *

DSCD-04R MMP-
QC8001

DSCD-04R MFP-
QC8001

180° PCB Type
(For Power Group)

DCD-04R MMP-
QC8001 *

DCD-04R MF P-
QC8001 *

DSCD-04R MMP-
QC8001

DSCD-04R MFP-
QC8001

DCD-04PMMS-
QC8C⓫*

DCD-04PMF S-
QC8C⓫*

DSCD-04PMMS-
QC8C⓫*

DSCD-04PMFS-
QC8C⓫*

DCD-04R MMS-
QC8C⓫*

DCD-04R MF S-
QC8C⓫*

DSCD-04R MMS-
QC8C⓫*

DSCD-04R MFS-
QC8C⓫*

4 (3+1)
300 ~ 600V

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c Metal
20A+5A

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

UL21996, PVC Jacket (For Hybrid Group) DCD-04AMMM-
QL8F⓫*

DCD-04AMF M-
QL8F⓫*

DSCD-04A MMM-
QL8F⓫*

DSCD-04AMF M-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

61.8

28.8

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)
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104Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD04HL-
DCD HL-QF❿

-
AB-DSCD04 HL-
DSCD HL-QF❿

AB-DCD04ML-
DCD HL-QF❿

-
AB-DSCD04 ML-
DSCD HL-QF❿

-

AB-DCD04ML-
DCD ML-QF❿

-
AB-DSCD04 ML-
DSCD ML-QF❿

-

-
AB-DCD04VL-
DCD VL-QF❿

-
AB-DSCD04 VL-
DSCD VL-QF❿

-
AB-DCD04VL-
DCD UL-QF❿

-
AB-DSCD04 VL-
DSCD UL-QF❿

AB-DCD04UL-
DCD UL-QF❿

-
AB-DSMD04 UL-

DSMD UL-QC❿*
-

AB-DCD04UL-
DCD XL-QF❿

-
AB-DSMD04 UL-

DSMD XL-QC❿*
-

-
AB-DCD04HL-
DCD BL-QF❿

-
AB-DSCD04 HL-
DSCD BL-QF❿

AB-DCD04ML-
DCD BL-QF❿

-
AB-DSCD04 ML-
DSCD BL-QF❿

-

AB-DCD04ML-
DCD FL-QF❿

-
AB-DSCD04 ML-
DSCD FL-QF❿

-

-
AB-DCD04VL-
DCD WL-QF❿

-
AB-DSCD04 VL-
DSCD WL-QF❿

-
AB-DCD04VL-
DCD XL-QF❿

-
AB-DSCD04 VL-
DSCD XL-QF❿

-
AB-DCD04HL-
DCDB R-QF❿

-
AB-DSCD04 HL-
DSCD BR-QF❿

AB-DCD04ML-
DCD FR-QF❿

-
AB-DSCD04 ML-
DSCDBR-QF ❿

-

AB-DCD04ML-
DCD BR-QF❿

-
AB-DSCD04 ML-
DSCD FR-QF❿

-

AB-DCD04UL-
DCD XR-QF❿

-
AB-DSMD04 UL-

DSMD XR-QC❿*
-

-
AB-DCD04VL-

DCD WR-QF❿
-

AB-DSCD04 VL-
DSCD WR-QF❿

AB-DCD04VL-
DCD XR-QF❿

AB-DCD04VL-
DCD XR-QF❿

AB-DSMD04 VL-
DSMD XR-QC❿*

AB-DSCD04 VL-
DSCD XR-QF❿

4 (3+1)
300 ~ 600V

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

Plas�c Metal
20A+5A

61.8 28.8

61.8 28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW105

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD04 VL-
DMD VL-QC❿*

-
AB-DSMD04 VL-

DSMD VL-QC❿*
AB-DMD04 VL-

DMD UL-QC❿*
-

AB-DSMD04 VL-
DSMD UL-QC❿*

-
AB-DSMD04 UL-

DSMD UL-QC❿*
-

-
AB-DSMD04 UL-

DSMD XL-QC❿*
-

AB-DMD04 VL-
DMD WL-QC❿*

-
AB-DSMD04 VL-

DSMD WL-QC❿*

AB-DMD04 VL-
DMD XL-QC❿*

-
AB-DSMD04 LL-

DSMD XL-QC❿*

-
AB-DSMD04 UL-

DSMD XR-QC❿*
-

AB-DMD04 VL-
DMD WR-QC❿*

-
AB-DSMD04 VL-

DSMD WR-
AB-DMD04 VL-

DMD XR-QC❿*
AB-DSMD04 VL-

DSMD XR-QC❿*
AB-DSMD04 VL-

DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (W) F/F+M

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
M+F : Male PWD + Female GND

Plas�c Metal
50A+5A

300 ~ 600V
4 (3+1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

F+M: Female PWD + Male GND 

25.6±0.1

ø2
3.

6±
0.

1
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Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Solder Type
(For Power Group)

DC-05PMMS-QC800P DC-05PMF S-QC800P

180° PCB Type
(For Power Group)

DC-05PMMP-QC800P * DC-05PMF P-QC800P *

Solder Type
(For Power Group)

DC-05RMMS-QC800P DC-05RMF S-QC800P

180° PCB Type
(For Power Group)

DC-05RMMP-QC800P * DC-05RMF P-QC800P *

DC-05PMMS-QC8B ⓫* DM-05PMF S-QC8B ⓫*

DC-05RMMS-QC8B ⓫* DM-05RMF S-QC8B ⓫*

UL SJTW, PVC Jacket
(For Power Group)

DC-05AMMM-QL8E ⓫ DC-05AMF M-QL8E ⓫*

- AB-DC05HL-DCHL-QE ❿

AB-DC05ML-DCHL-QE ❿ -

AB-DC05ML-DCML-QE ❿ -

- AB-DC05HL-DCBL-QE ❿

AB-DC05ML-DCBL-QE ❿ -

AB-DC05ML-DCFL-QE ❿ -

AB-DC05HL-DCBR-QE ❿

AB-DC05ML-DCFR-QE ❿ -

AB-DC05ML-DCBR-QE ❿ -End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015, PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c

300 ~ 600V
20A

5

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8
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Amphenol LTW107

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF

Al l  Sea ls DC-05BMMG-QL8APP * DC-05BMF G-QL8APP *

8.0 ~ 10.0mm Red Seal DC-05BMMG-QL8SPP * DC-05BMF G-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-05BMMG-QL8MPP * DC-05BMF G-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-05BMMG-QL8LPP * DC-05BMF G-QL8LPP *

Al l  Sea ls DC-05BMMB-QL8APP DC-05BMF B-QL8APP

8.0 ~ 10.0mm Red Seal DC-05BMMB-QL8SPP DC-05BMF B-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-05BMMB-QL8MPP DC-05BMF B-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-05BMMB-QL8LPP DC-05BMF B-QL8LPP

Al l  Sea ls DC-05BMME-QL8APP * DC-05BMF E-QL8APP *

8.0 ~ 10.0mm Red Seal DC-05BMME-QL8SPP * DC-52BMF E-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-05BMME-QL8MPP * DC-05BMF E-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-05BMME-QL8LPP * DC-05BMF E-QL8LPP *

Al l  Sea ls DC-05BMMA-QL8APP DC-05BMF A-QL8APP

8.0 ~ 10.0mm Red Seal DC-05BMMA-QL8SPP DC-05BMF A-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-05BMMA-QL8MPP DC-05BMF A-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-05BMMA-QL8LPP DC-05BMF A-QL8LPP

Al l  Sea ls DC-05BMMA-QL8ANP DC-05BMF A-QL8ANP

8.0 ~ 10.0mm Red Seal DC-05BMMA-QL8SNP DC-05BMF A-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-05BMMA-QL8MNP DC-05BMF A-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-05BMMA-QL8LNP DC-05BMF A-QL8LNP

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:

Solder Type,
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c

300 ~ 600V
20A

5

69.5 (Ref.)

27.026
.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1
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108Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-05PMMS-
QC8001

DCD-05PMF S-
QC8001

DSCD-05PMMS-
QC8001

DSCD-05PMFS-
QC8001

Solder Type
(For Power Group)

DCD-05PMMS-
QC8001

DCD-05PMF S-
QC8001

DSCD-05PMMS-
QC8001

DSCD-05PMFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-05PMMP-
QC8001 *

DCD-05PMF P-
QC8001 *

DSCD-05PMMP-
QC8001

DSCD-05PMFP-
QC8001

180° PCB Type
(For Power Group)

DCD-05PMMP-
QC8001 *

DCD-05PMF P-
QC8001 *

DSCD-05PMMP-
QC8001

DSCD-05PMFP-
QC8001

Solder Type
(For Data  Group)

DCD-05R MMS-
QC8001

DCD-05R MF S-
QC8001

DSCD-05R MMS-
QC8001

DSCD-05R MFS-
QC8001

Solder Type
(For Power Group)

DCD-05R MMS-
QC8001

DCD-05R MF S-
QC8001

DSCD-05R MMS-
QC8001

DSCD-05R MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-05R MMP-
QC8001 *

DCD-05R MF P-
QC8001 *

DSCD-05R MMP-
QC8001

DSCD-05R MFP-
QC8001

180° PCB Type
(For Power Group)

DCD-05R MMP-
QC8001 *

DCD-05R MF P-
QC8001 *

DSCD-05R MMP-
QC8001

DSCD-05R MFP-
QC8001

DCD-05PMMS-
QC8C⓫*

DCD-05PMF S-
QC8C⓫*

DSCD-05PMMS-
QC8C⓫*

DSCD-05PMFS-
QC8C⓫*

DCD-05R MMS-
QC8C⓫*

DCD-05R MF S-
QC8C⓫*

DSCD-05R MMS-
QC8C⓫*

DSCD-05R MFS-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

MetalPlas�c
20A+5A

300 ~ 600V
5 (3+2)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

UL21996, PVC Jacket (For Hybrid Group) DCD-05AMMM-
QL8F⓫*

DCD-05AMF M-
QL8F⓫*

DSD-05AMMM-
QL8F⓫*

DSD-05AMF M-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8
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Amphenol LTW109

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD05HL-
DCD HL-QF❿

-
AB-DSCD05 HL-
DSCD HL-QF❿

AB-DCD05ML-
DCD HL-QF❿

-
AB-DSCD05 ML-
DSCD HL-QF❿

-

AB-DCD05ML-
DCD ML-QF❿

-
AB-DSCD05 ML-
DSCD ML-QF❿

-

-
AB-DCD05VL-
DCD VL-QF❿

-
AB-DSCD05 VL-
DSCD VL-QF❿

-
AB-DCD05VL-
DCD UL-QF❿

-
AB-DSCD05 VL-
DSCD UL-QF❿

AB-DCD05UL-
DCD UL-QF❿

-
AB-DSMD05 UL-

DSMD UL-QC❿*
-

AB-DCD05UL-
DCD XL-QF❿

-
AB-DSMD05 UL-

DSMD XL-QC❿*
-

-
AB-DCD05HL-
DCD BL-QF❿

-
AB-DSCD05 HL-
DSCD BL-QF❿

AB-DCD05ML-
DCD BL-QF❿

-
AB-DSCD05 ML-
DSCD BL-QF❿

-

AB-DCD05ML-
DCD FL-QF❿

-
AB-DSCD05 ML-
DSCD FL-QF❿

-

-
AB-DCD05VL-
DCD WL-QF❿

-
AB-DSCD05 VL-
DSCD WL-QF❿

-
AB-DCD05VL-
DCD XL-QF❿

-
AB-DSCD05 VL-
DSCD XL-QF❿

-
AB-DCD05HL-
DCD BR-QF❿

-
AB-DSCD05HL-
DSCDBR-QF ❿

AB-DCD05ML-
DCD FR-QF❿

-
AB-DSCD05 ML-
DSCD BR-QF❿

-

AB-DCD05ML-
DCD BR-QF❿

-
AB-DSCD05 ML-
DSCD FR-QF❿

-

AB-DCD05UL-
DCD XR-QF❿

-
AB-DSMD05 UL-

DSMD XR-QC❿*
-

-
AB-DCD05VL-

DCD WR-QF❿
-

AB-DSCD05 VL-
DSCD WR-QF❿

AB-DCD05VL-
DCD XR-QF❿

AB-DCD05VL-
DCD XR-QF❿

AB-DSMD05 VL-
DSMD XR-QC❿*

AB-DSCD05 VL-
DSCD XR-QF❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

MetalPlas�c
20A+5A

300 ~ 600V
5 (3+2)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8 28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1
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110Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD05 VL-
DMD VL-QC❿*

-
AB-DSMD05 VL-

DSMD VL-QC❿*
AB-DMD05 VL-

DMD UL-QC❿*
-

AB-DSMD05 VL-
DSMD UL-QC❿*

-
AB-DSMD05 UL-

DSMD UL-QC❿*
-

-
AB-DSMD05 UL-

DSMD XL-QC❿*
-

AB-DMD05 VL-
DMD WL-QC❿*

-
AB-DSMD05 VL-

DSMD WL-QC❿*

AB-DMD05 VL-
DMD XL-QC❿*

-
AB-DSMD05 VL-

DSMD XL-QC❿*

-
AB-DSMD05 UL-

DSMD XR-QC❿*
-

AB-DMD05 VL-
DMD WR-QC❿*

- AB-DSMD05 VL-
DSMDWR- QC❿*

AB-DMD05 VL-
DMD XR-QC❿*

AB-DSMD05 VL-
DSMD XR-QC❿*

AB-DSMD05 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

Plas�c Metal
50A+5A

300 ~ 600V
5 (3+2)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8

28.8

62.4

36
.0

36.0
63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW111

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-06PMMS-
QC8001

DCD-06PMF S-
QC8001

DSCD-06PMMS-
QC8001

DSCD-06PMFS-
QC8001

Solder Type
(For Power Group)

DCD-06PMMS-
QC8001

DCD-06PMF S-
QC8001

DSCD-06PMMS-
QC8001

DSCD-06PMFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-06PMMP-
QC8001 *

DCD-06PMF P-
QC8001 *

DSCD-06PMMP-
QC8001

DSCD-06PMFP-
QC8001

180° PCB Type
(For Power Group)

DCD-06PMMP-
QC8001 *

DCD-06PMF P-
QC8001 *

DSCD-06PMMP-
QC8001

DSCD-06PMFP-
QC8001

Solder Type
(For Data  Group)

DCD-06R MMS-
QC8001

DCD-06R MF S-
QC8001

DSCD-06R MMS-
QC8001

DSCD-06R MFS-
QC8001

Solder Type
(For Power Group)

DCD-06R MMS-
QC8001

DCD-06R MF S-
QC8001

DSCD-06R MMS-
QC8001

DSCD-06R MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-06R MMP-
QC8001 *

DCD-06R MF P-
QC8001 *

DSCD-06R MMP-
QC8001

DSCD-06R MFP-
QC8001

180° PCB Type
(For Power Group)

DCD-06R MMP-
QC8001 *

DCD-06R MF P-
QC8001 *

DSCD-06R MMP-
QC8001

DSCD-06R MFP-
QC8001

DCD-06PMMS-
QC8C⓫*

DCD-06PMF S-
QC8C⓫*

DSCD-06PMMS-
QC8C⓫*

DSCD-06PMFS-
QC8C⓫*

DCD-06R MMS-
QC8C⓫*

DCD-06R MF S-
QC8C⓫*

DSCD-06R MMS-
QC8C⓫*

DSCD-06R MFS-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c Metal
20A+5A

300 ~ 600V
6 (3+3)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

61.8

28.8

UL2157, PVC Jacket (For Hybrid Group) DCD-06AMMM-
QL8C⓫*

DCD-06AMF M-
QL8C⓫*

DSCD-06A MMM-
QL8C⓫*

DSCD-06AMF M-
QL8C⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)
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112Unrivaled InterConnects for Harsh Environment

Large D Size 

61.8 28.8

61.8 28.8

62.4

36
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD06HL-
DCD HL-QC❿

-
AB-DSCD06 HL-
DSCD HL-QC❿

AB-DCD06ML-
DCD HL-QC❿

-
AB-DSCD06 ML-
DSCD HL-QC❿

-

AB-DCD06ML-
DCD ML-QC❿

-
AB-DSCD06 ML-
DSCD ML-QC❿

-

-
AB-DCD06VL-
DCD VL-QC❿

-
AB-DSCD06 VL-
DSCD VL-QC❿

-
AB-DCD06VL-
DCD UL-QC❿

-
AB-DSCD06 VL-
DSCD UL-QC❿

AB-DCD06UL-
DCD UL-QC❿

-
AB-DSMD06 UL-

DSMD UL-QC❿*
-

AB-DCD06UL-
DCD XL-QC❿

-
AB-DSMD06 UL-

DSMD XL-QC❿*
-

-
AB-DCD06HL-
DCD BL-QC❿

-
AB-DSCD06 HL-
DSCD BL-QC❿

AB-DCD06ML-
DCD BL-QC❿

-
AB-DSCD06 ML-
DSCD BL-QC❿

-

AB-DCD06ML-
DCD FL-QC❿

-
AB-DSCD06 ML-
DSCD FL-QC❿

-

-
AB-DCD06VL-

DCD WL-QC❿
-

AB-DSCD06 VL-
DSCD WL-QC❿

-
AB-DCD06VL-
DCD XL-QC❿

-
AB-DSCD06 VL-
DSCD XL-QC❿

-
AB-DCD06HL-
DCD BR-QC❿

-
AB-DSCD06 HL-
DSCD BR-QC❿

AB-DCD06ML-
DCD FR-QC❿

-
AB-DSCD06 ML-
DSCD BR-QC❿

-

AB-DCD06ML-
DCD BR-QC❿

-
AB-DSCD06 ML-
DSCD FR-QC❿

-

AB-DCD06UL-
DCD XR-QC❿

-
AB-DSMD06 UL-

DSMD XR-QC❿*
-

-
AB-DCD06VL-

DCD WR-QC❿
-

AB-DSCD06 VL-
DSCD WR-QC❿

AB-DCD06VL-
DCD XR-QC❿

AB-DCD06VL-
DCD XR-QC❿

AB-DSMD06 VL-
DSMD XR-QC❿*

AB-DSCD06 VL-
DSCD XR-QC❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+FV

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

Plas�c Metal
20A+5A

300 ~ 600V
6 (3+3)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF , (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

36.0

63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW113

Large D Size
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD06 VL-
DMD VL-QC❿*

-
AB-DSMD06 VL-

DSMD VL-QC❿*

AB-DMD06 VL-
DMD UL-QC❿*

-
AB-DSMD06 VL-

DSMD UL-QC❿*

-
AB-DSMD06 UL-

DSMD UL-QC❿*
-

-
AB-DSMD06 UL-

DSMD XL-QC❿*
-

AB-DMD06 VL-
DMD WL-QC❿*

-
AB-DSMD06 VL-

DSMD WL-QC❿*

AB-DMD06 VL-
DMD XL-QC❿*

-
AB-DSMD06 VL-

DSMD XL-QC❿*

-
AB-DSMD06 UL-

DSMD XR-QC❿*
-

AB-DMD06 VL-
DMD WR-QC❿*

-
AB-DSMD06 VL-

DSMD WR-QC❿*

AB-DMD06 VL-
DMD XR-QC❿*

AB-DSMD06 VL-
DSMD XR-QC❿*

AB-DSMD06 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

Plas�c Metal
50A+5A

300 ~ 600V
6 (3+3)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0
63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 154~155  



114Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-07PMMS-
QC8001

DCD-07PMF S-
QC8001

DSCD-07PMMS-
QC8001

DSCD-07PMFS-
QC8001

Solder Type
(For Power Group)

DCD-07PMMS-
QC8001

DCD-07PMF S-
QC8001

DSCD-07PMMS-
QC8001

DSCD-07P MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-07PMMP-
QC8001 *

DCD-07PMF P-
QC8001 *

DSCD-07PMMP-
QC8001

DSCD-07PMFP-
QC8001

180° PCB Type
(For Power Group)

DCD-07PMMP-
QC8001 *

DCD-07PMF P-
QC8001 *

DSCD-07PMMP-
QC8001

DSCD-07PMFP-
QC8001

Solder Type
(For Data  Group)

DCD-07R MMS-
QC8001

DCD-07R MF S-
QC8001

DSCD-07R MMS-
QC8001

DSCD-07R MFS-
QC8001

Solder Type
(For Power Group)

DCD-07R MMS-
QC8001

DCD-07R MF S-
QC8001

DSCD-07R MMS-
QC8001

DSCD-07R MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-07R MMP-
QC8001 *

DCD-07R MF P-
QC8001 *

DSCD-07R MMP-
QC8001

DSCD-07R MFP-
QC8001

180° PCB Type
(For Power Group)

DCD-07R MMP-
QC8001 *

DCD-07R MF P-
QC8001 *

DSCD-07R MMP-
QC8001

DSCD-07R MFP-
QC8001

DCD-07PMMS-
QC8C⓫*

DCD-07PMF S-
QC8C⓫*

DSCD-07PMMS-
QC8C ⓫*

DSCD-07PMFS-
QC8C⓫*

DCD-07R MMS-
QC8C⓫*

DCD-07R MF S-
QC8C⓫*

DSCD-07R MMS-
QC8C⓫*

DSCD-07R MFS-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c Metal

300 ~ 600V
20A+5A

7 (3+4)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

UL21996, PVC Jacket (For Hybrid Group) DCD-07AMMM-
QL8F⓫*

DCD-07AMF M-
QL8F⓫*

DSD-07AMMM-
QL8F⓫*

DSD-07AMF M-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

61.8

28.8

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Ma�ng Pair Page: 156~157  



Amphenol LTW115

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD07HL-
DCD HL-QF❿

-
AB-DSCD07 HL-
DSCD HL-QF❿

AB-DCD07ML-
DCD HL-QF❿

-
AB-DSCD07 ML-
DSCD HL-QF❿

-

AB-DCD07ML-
DCD ML-QF❿

-
AB-DSCD07 ML-
DSCD ML-QF❿

-

-
AB-DCD07VL-
DCD VL-QF❿

-
AB-DSCD07 VL-
DSCD VL-QF❿

-
AB-DCD07VL-
DCD UL-QF❿

-
AB-DSCD07 VL-
DSCD UL-QF❿

AB-DCD07UL-
DCD UL-QF❿

-
AB-DSMD07 UL-
DSMD UL-QC❿*

-

AB-DCD07UL-
DCD XL-QF❿

-
AB-DSMD07 UL-
DSMD XL-QC❿*

-

-
AB-DCD07HL-
DCD BL-QF❿

-
AB-DSCD07 HL-
DSCD BL-QF❿

AB-DCD07ML-
DCD BL-QF❿

-
AB-DSCD07 ML-
DSCD BL-QF❿

-

AB-DCD07ML-
DCD FL-QF❿

-
AB-DSCD07 ML-
DSCD FL-QF❿

-

-
AB-DCD07VL-
DCD WL-QF❿

-
AB-DSCD07 VL-
DSCD WL-QF❿

-
AB-DCD07VL-
DCD XL-QF❿

-
AB-DSCD07 VL-
DSCD XL-QF❿

-
AB-DCD07HL-
DCD BR-QF❿

-
AB-DSCD07 HL-
DSCD BR-QF❿

AB-DCD07ML-
DCD FR-QF❿

-
AB-DSCD07 ML-
DSCD BR-QF❿

-

AB-DCD07ML-
DCD BR-QF❿

-
AB-DSCD07 ML-
DSCD FR-QF❿

-

AB-DCD07UL-
DCD XR-QF❿

-
AB-DSMD07 UL-

DSMD XR-QC❿*
-

-
AB-DCD07VL-

DCD WR-QF❿
-

AB-DSCD07 VL-
DSCD WR-QF❿

AB-DCD07VL-
DCD XR-QF❿

AB-DCD07VL-
DCD XR-QF❿

AB-DSMD07 VL-
DSMD XR-QC❿*

AB-DSCD07 VL-
DSCD XR-QF❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND

Plas�c Metal

300 ~ 600V
20A+5A

7 (3+4)

61.8 28.8

61.8 28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

Circular Flange 
(D Cut) 

Panel Cut Out

F+M: Female PWD + Male GND 

25.6±0.1

ø2
3.

6±
0.

1
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116Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD07 VL-
DMD VL-QC❿*

-
AB-DSMD07 VL-

DSMD VL-QC❿*
AB-DMD07 VL-

DMD UL-QC❿*
-

AB-DSMD07 VL-
DSMD UL-QC❿*

-
AB-DSMD07 UL-

DSMD UL-QC❿*
-

-
AB-DSMD07 UL-

DSMD XL-QC❿*
-

AB-DMD07 VL-
DMD WL-QC❿*

-
AB-DSMD07 VL-

DSMD WL-QC❿*

AB-DMD07 VL-
DMD XL-QC❿*

-
AB-DSMD07 VL-

DSMD XL-QC❿*

AB-DSMD07 UL-
DSMD XR-QC❿*

--

AB-DMD07 VL-
DMD WR-QC❿*

-
AB-DSMD07 VL-

DSMD WR-QC❿*

AB-DMD07 VL-
DMD XR-QC❿*

AB-DSMD07 VL-
DSMD XR-QC❿*

AB-DSMD07 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
M+F: Male PWD + Female GND

 F+M: Female PWD + Male GND 

Plas�c Metal

300 ~ 600V
50A+5A

7 (3+4)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0
63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 156~157 



Amphenol LTW117

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-08PMMS-
QC8001

DCD-08PMF S-
QC8001

DSCD-08PMMS-
QC8001

DSCD-08PMFS-
QC8001

Solder Type
(For Power Group)

DCD-08PMMS-
QC8001

DCD-08PMF S-
QC8001

DSCD-08PMMS-
QC8001

DSCD-08PMFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-08PMMP-
QC8001 *

DCD-08PMF P-
QC8001 *

DSCD-08PMMP-
QC8001

DSCD-08PMFP-
QC8001

180° PCB Type
(For Power Group)

DCD-08PMMP-
QC8001 *

DCD-08PMF P-
QC8001 *

DSCD-08PMMP-
QC8001

DSCD-08PMFP-
QC8001

Solder Type
(For Data  Group)

DCD-08R MMS-
QC8001

DCD-08R MF S-
QC8001

DSCD-08R MMS-
QC8001

DSCD-08R MFS-
QC8001

Solder Type
(For Power Group)

DCD-08R MMS-
QC8001

DCD-08R MF S-
QC8001

DSCD-08R MMS-
QC8001

DSCD-08R MFS-
QC8001

180° PCB Type
(For Data  Group)

DCD-08R MMP-
QC8001 *

DCD-08R MF P-
QC8001 *

DSCD-08R MMP-
QC8001

DSCD-08R MFP-
QC8001

180° PCB Type
(For Power Group)

DCD-08R MMP-
QC8001 *

DCD-08R MF P-
QC8001 *

DSCD-08R MMP-
QC8001

DSCD-08R MFP-
QC8001

DCD-08PMMS-
QC8C⓫*

DCD-08PMF S-
QC8C⓫*

DSCD-08PMMS-
QC8C⓫*

DSCD-08PMFS-
QC8C⓫*

DCD-08R MMS-
QC8C⓫*

DCD-08R MF S-
QC8C⓫*

DSCD-08R MMS-
QC8C⓫*

DSCD-08R MFS-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Metal

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c

300 ~ 600V
20A+5A

8 (3+5)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

UL21996, PVC Jacket (For Hybrid Group) DCD-08AMMM-
QL8F⓫*

DCD-08AMF M-
QL8F⓫*

DSD-08AMMM-
QL8F⓫*

DSD-08AMF M-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8

Ma�ng Pair Page: 158~159  



118Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD08HL-
DCD HL-QF ❿

-
AB-DSCD08 HL-
DSCD HL-QF ❿

AB-DCD08ML-
DCD HL-QF ❿

-
AB-DSCD08 ML-
DSCD HL-QF ❿

-

AB-DCD08ML-
DCD ML-QF ❿

-
AB-DSCD08 ML-
DSCD ML-QF❿

-

-
AB-DCD08VL-
DCD VL-QF ❿

-
AB-DSCD08 VL-
DSCD VL-QF ❿

-
AB-DCD08VL-
DCD UL-QF ❿

-
AB-DSCD08 VL-
DSCD UL-QF ❿

AB-DCD08UL-
DCD UL-QF ❿

-
AB-DSMD08 UL-

DSMD UL-QC❿*
-

AB-DCD08UL-
DCD XL-QF ❿

-
AB-DSMD08 UL-

DSMD XL-QC❿*
-

-
AB-DCD08HL-
DCD BL-QF ❿

-
AB-DSCD08 HL-
DSCD BL-QF ❿

AB-DCD08ML-
DCD BL-QF ❿

-
AB-DSCD08 ML-
DSCD BL-QF ❿

-

AB-DCD08ML-
DCD FL-QF ❿

-
AB-DSCD08 ML-
DSCD FL-QF ❿

-

-
AB-DCD08VL-

DCD WL-QF ❿
-

AB-DSCD08 VL-
DSCD WL-QF ❿

-
AB-DCD08VL-
DCD XL-QF ❿

-
AB-DSCD08 VL-
DSCD XL-QF ❿

-
AB-DCD08HL-
DCD BR-QF ❿

-
AB-DSCD08 HL-
DSCD BR-QF ❿

AB-DCD08ML-
DCD FR-QF ❿

-
AB-DSCD08 ML-
DSCD BR-QF ❿

-

AB-DCD08ML-
DCD BR-QF ❿

-
AB-DSCD08 ML-
DSCD FR-QF ❿

-

AB-DCD08UL-
DCD XR-QF ❿

-
AB-DSMD08 UL-

DSMD XR-QC❿*
-

-
AB-DCD08VL-

DCD WR-QF ❿
-

AB-DSCD08 VL-
DSCD WR-QF ❿

AB-DCD08VL-
DCD X R-QF ❿

AB-DCD08VL-
DCD XR-QF ❿

AB-DSMD08 VL-
DSMD XR-QC❿*

AB-DSCD08 VL-
DSCD XR-QF ❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

MetalPlas�c

300 ~ 600V
20A+5A

8 (3+5)NEW

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8 28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

Ma�ng Pair Page: 158~159



Amphenol LTW119

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD08 VL-
DMD VL-QC❿*

-
AB-DSMD08 VL-

DSMD VL-QC❿*
AB-DMD08 VL-

DMD UL-QC❿*
-

AB-DSMD08 VL-
DSMD UL-QC❿*

-
AB-DSMD08 UL-

DSMD UL-QC❿*
-

-
AB-DSMD08 UL-

DSMD XL-QC❿*
-

AB-DMD08 VL-
DMD WL-QC❿*

-
AB-DSMD08 VL-

DSMD WL-QC❿*

AB-DMD08 VL-
DMD XL-QC❿*

-
AB-DSMD08 VL-

DSMD XL-QC❿*

-
AB-DSMD08 UL-

DSMD XR-QC❿*
-

AB-DMD08 VL-
DMD WR-QC❿*

-
AB-DSMD08 VL-

DSMD WR-QC❿*

AB-DMD08 VL-
DMD XR-QC❿*

AB-DSMD08 VL-
DSMD XR-QC❿*

AB-DSMD08 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
MM : Male Connector Male Contact
FF: Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND

Plas�c Metal

300 ~ 600V
50A+5A

8 (3+5)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

Circular Flange 
(D Cut) 

Panel Cut Out

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

F+M: Female PWD + Male GND 

25.6±0.1

ø2
3.

6±
0.

1
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120Unrivaled InterConnects for Harsh Environment

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type, 
(For Data  Group)

DCD-09PMMS-
QC8001

DCD-09PMF S-
QC8001

DSCD-09PMMS-
QC8001

DSCD-09PMF S-
QC8001

Solder Type, 
(For Power Group)

DCD-09PMMS-
QC8001

DCD-09PMF S-
QC8001

DSCD-09PMMS-
QC8001

DSCD-09PMF S-
QC8001

180° PCB Type, 
(For Data  Group)

DCD-09PMMP-
QC8001 *

DCD-09PMF P-
QC8001 *

DSCD-09PMMP-
QC8001

DSCD-09PMF P-
QC8001

180° PCB Type,
(For Power Group)

DCD-09PMMP-
QC8001 *

DCD-09PMF P-
QC8001 *

DSCD-09PMMP-
QC8001

DSCD-09PMF P-
QC8001

Solder Type,
(For Data  Group)

DCD-09R MMS-
QC8001

DCD-09R MF S-
QC8001

DSCD-09R MMS-
QC8001

DSCD-09R MF S-
QC8001

Solder Type, 
(For Power Group)

DCD-09R MMS-
QC8001

DCD-09R MF S-
QC8001

DSCD-09R MMS-
QC8001

DSCD-09R MF S-
QC8001

180° PCB Type, 
(For Data  Group)

DCD-09R MMP-
QC8001 *

DCD-09R MF P-
QC8001 *

DSCD-09R MMP-
QC8001

DSCD-09R MF P-
QC8001

180° PCB Type, 
(For Power Group)

DCD-09R MMP-
QC8001 *

DCD-09R MF P-
QC8001 *

DSCD-09R MMP-
QC8001

DSCD-09R MF P-
QC8001

DCD-09PMMS-
QC8C⓫*

DCD-09PMF S-
QC8C⓫*

DSCD-09PMMS-
QC8C⓫*

DSCD-09PMF S-
QC8C⓫*

DCD-09R MMS-
QC8C⓫*

DCD-09R MF S-
QC8C⓫*

DSCD-09R MMS-
QC8C⓫*

DSCD-09R MF S-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Metal

300 ~ 600V
20A+5A

9 (3+6)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

UL21996, PVC Jacket (For Hybrid Group) DCD-09AMMM-
QL8F⓫*

DCD-09AMF M-
QL8F⓫*

DSD-09AMMM-
QL8F⓫*

DSD-09AMF M-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8
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Amphenol LTW121

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD09HL-
DCD HL-QF ❿

-
AB-DSCD09 HL-
DSCD HL-QF ❿

AB-DCD09ML-
DCD HL-QF ❿

AB-DSCD09 ML-
DSCD HL-QF ❿

-

AB-DCD09ML-
DCD ML-QF ❿

AB-DSCD09 ML-
DSCD ML-QF ❿

-

-
AB-DCD09VL-
DCD VL-QF ❿

-
AB-DSCD09 VL-
DSCD VL-QF ❿

-
AB-DCD09VL-
DCD UL-QF ❿

-
AB-DSCD09 VL-
DSCD UL-QF ❿

AB-DCD09UL-
DCD UL-QF ❿

-
AB-DSMD09 UL-

DSMD UL-QC❿*
-

AB-DCD09UL-
DCD XL-QF ❿

-
AB-DSMD09 UL-

DSMD XL-QC❿*
-

-
AB-DCD09HL-
DCD BL-QF ❿

-
AB-DSCD09 HL-
DSCD BL-QF ❿

AB-DCD09ML-
DCD BL-QF ❿

AB-DSCD09 ML-
DSCD BL-QF ❿

-

AB-DCD09ML-
DCD FL-QF ❿

AB-DSCD09 ML-
DSCD FL-QF ❿

-

-
AB-DCD09VL-

DCD WL-QF ❿
-

AB-DSCD09 VL-
DSCD WL-QF ❿

-
AB-DCD09VL-
DCD XL-QF ❿

-
AB-DSCD09 VL-
DSCD XL-QF ❿

-
AB-DCD09HL-
DCD BR-QF ❿

-
AB-DSCD09 HL-
DSCD BR-QF ❿

AB-DCD09ML-
DCD FR-QF ❿

-
AB-DSCD09 ML-
DSCD BR-QF ❿

-

AB-DCD09ML-
DCD BR-QF ❿

-
AB-DSCD09 ML-
DSCD FR-QF ❿

-

AB-DCD09UL-
DCD XR-QF ❿

-
AB-DSMD09 UL-

DSMD XR-QC❿*
-

-
AB-DCD09VL-

DCD WR-QF ❿
-

AB-DSCD09 VL-
DSCD WR-QF ❿

AB-DCD09VL-
DCD XR-QF ❿

AB-DCD09VL-
DCD XR-QF ❿

AB-DSMD09 VL-
DSMD XR-QC❿*

AB-DSCD09 VL-
DSCD XR-QF ❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

Overmolded With Cable Double Ended (Straight To Right Angle, Push Lock, IP68)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND

Plas�c Metal

300 ~ 600V
20A+5A

9 (3+6)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

Circular Flange 
(D Cut) 

Panel Cut Out

F+M: Female PWD + Male GND 

25.6±0.1

ø2
3.

6±
0.

1
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122Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD09 VL-
DMD VL-QC❿*

-
AB-DSMD09 VL-

DSMD VL-QC❿*
AB-DMD09 VL-

DMD UL-QC❿*
-

AB-DSMD09 VL-
DSMD UL-QC❿*

-
AB-DSMD09 UL-

DSMD UL-QC❿*
-

-
AB-DSMD09 UL-

DSMD XL-QC❿*
-

AB-DMD09 VL-
DMD WL-QC❿*

-
AB-DSMD09 VL-

DSMD WL-QC❿*

AB-DMD09 VL-
DMD XL-QC❿*

-
AB-DSMD09 VL-

DSMD XL-QC❿*

-
AB-DSMD09 UL-

DSMD XR-QC❿*
-

AB-DMD09 VL-
DMD WR-QC❿*

- AB-DSMD09 VL-
DSMD WR-QC❿*

AB-DMD09 VL-
DMD XR-QC❿*

AB-DSMD09 VL-
DSMD XR-QC❿*

AB-DSMD09 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

Plas�c Metal

300 ~ 600V
50A+5A

9 (3+6)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW123

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-10PMMS-
QC8001

DCD-10PMF S-
QC8001

DSCD-10PMMS-
QC8001

DSCD-10PMF S-
QC8001

Solder Type
(For Power Group)

DCD-10PMMS-
QC8001

DCD-10PMF S-
QC8001

DSCD-10PMMS-
QC8001

DSCD-10PMF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-10PMMP-
QC8001 *

DCD-10PMF P-
QC8001 *

DSCD-10PMMP-
QC8001

DSCD-10PMF P-
QC8001

180° PCB Type
(For Power Group)

DCD-10PMMP-
QC8001 *

DCD-10PMF P-
QC8001 *

DSCD-10PMMP-
QC8001

DSCD-10PMF P-
QC8001

Solder Type
(For Data  Group)

DCD-10R MMS-
QC8001

DCD-10R MF S-
QC8001

DSCD-10R MMS-
QC8001

DSCD-10PMF S-
QC8001

Solder Type
(For Power Group)

DCD-10R MMS-
QC8001

DCD-10R MF S-
QC8001

DSCD-10R MMS-
QC8001

DSCD-10PMF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-10R MMP-
QC8001 *

DCD-10R MF P-
QC8001 *

DSCD-10R MMP-
QC8001

DSCD-10PMF P-
QC8001

180° PCB Type
(For Power Group)

DCD-10R MMP-
QC8001 *

DCD-10R MF P-
QC8001 *

DSCD-10R MMP-
QC8001

DSCD-10PMF P-
QC8001

DCD-10PMMS-
QC8C⓫*

DCD-10PMF S-
QC8C⓫*

DSCD-10PMMS-
QC8C⓫*

DSCD-10PMF S-
QC8C⓫*

DCD-10R MMS-
QC8C⓫*

DCD-10R MF S-
QC8C⓫*

DSCD-10R MMS-
QC8C⓫*

DSCD-10R MF S-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
  Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Plas�c Metal
20A+5A

10 (3+7)
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

UL21996, PVC Jacket (For Hybrid Group) DCD-10AMMM-
QL8F ⓫*

DCD-10AMF M-
QL8F ⓫*

DSD-10AMMM-
QL8F ⓫*

DSD-10AMF M-
QL8F ⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8
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124Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD10HL-
DCD HL-QF ❿

-
AB-DSCD10 HL-
DSCD HL-QF ❿

AB-DCD10ML-
DCD HL-QF ❿

AB-DSCD10 ML-
DSCD HL-QF ❿

-

AB-DCD10ML-
DCD ML-QF ❿

AB-DSCD10 ML-
DSCD ML-QF ❿

-

-
AB-DCD10VL-
DCD VL-QF ❿

-
AB-DSCD10 VL-
DSCD VL-QF ❿

-
AB-DCD10VL-
DCD UL-QF ❿

-
AB-DSCD10 VL-
DSCD UL-QF ❿

AB-DCD10UL-
DCD UL-QF ❿

-
AB-DSMD10 UL-

DSMD UL-QC❿*
-

AB-DCD10UL-
DCD XL-QF ❿

-
AB-DSMD10 UL-

DSMD XL-QC❿*
-

-
AB-DCD10HL-
DCD BL-QF ❿

-
AB-DSCD10 HL-
DSCD BL-QF ❿

AB-DCD10ML-
DCD BL-QF ❿

AB-DSCD10 ML-
DSCD BL-QF ❿

-

AB-DCD10ML-
DCD FL-QF ❿

AB-DSCD10 ML-
DSCD FL-QF ❿

-

-
AB-DCD10VL-

DCD WL-QF ❿
-

AB-DSCD10 VL-
DSCD WL-QF ❿

-
AB-DCD10VL-
DCD XL-QF ❿

-
AB-DSCD10 VL-
DSCD XL-QF ❿

-
AB-DCD10HL-
DCD BR-QF ❿

-
AB-DSCD10 HL-
DSCD BR-QF ❿

AB-DCD10ML-
DCD FR-QF ❿

-
AB-DSCD10 ML-
DSCD BR-QF ❿

-

AB-DCD10ML-
DCD BR-QF ❿

-
AB-DSCD10 ML-
DSCD FR-QF ❿

-

AB-DCD10UL-
DCD XR-QF ❿

-
AB-DSMD10 UL-

DSMD XR-QC❿*
-

-
AB-DCD10VL-

DCD WR-QF ❿
-

AB-DSCD10 VL-
DSCD WR-QF ❿

AB-DCD10VL-
DCD XR-QF ❿

AB-DCD10VL-
DCD XR-QF ❿

AB-DSMD10 VL-
DSMD XR-QC❿*

AB-DSCD10 VL-
DSCD XR-QF ❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

Plas�c Metal
20A+5A

10 (3+7)
300 ~ 600V

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW125

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD10 VL-
DMD VL-QC❿*

-
AB-DSMD10 VL-

DSMD VL-QC❿*
AB-DMD10 VL-

DMD UL-QC❿*
-

AB-DSMD10 VL-
DSMD UL-QC❿*

-
AB-DSMD10 UL-

DSMD UL-QC❿*
-

-
AB-DSMD10 UL-

DSMD XL-QC❿*

AB-DMD10 VL-
DMD WL-QC❿*

-
AB-DSMD10 VL-

DSMD WL-QC❿*

AB-DMD10 VL-
DMD XL-QC❿*

-
AB-DSMD10 VL-

DSMD XL-QC❿*

-
AB-DSMD10 UL-

DSMD XR-QC❿*
-

AB-DMD10 VL-
DMD WR-QC❿*

-
AB-DSMD10 VL-

DSMD WR-
AB-DMD10 VL-

DMD XR-QC❿*
AB-DSMD10 VL-

DSMD XR-QC❿*
AB-DSMD10 VL-

DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

Plas�c Metal
50A+5A

10 (3+7)
300 ~ 600V

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8

28.8

62.4

36
.0

36.0
63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1
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126Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-11PMMS-
QC8001

DCD-11PMF S-
QC8001

DSCD-11PMMS-
QC8001

DSCD-11PMF S-
QC8001

Solder Type
(For Power Group)

DCD-11PMMS-
QC8001

DCD-11PMF S-
QC8001

DSCD-11PMMS-
QC8001

DSCD-11PMF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-11PMMP-
QC8001 *

DCD-11PMF P-
QC8001 *

DSCD-11PMMP-
QC8001

DSCD-11PMF P-
QC8001

180° PCB Type
(For Power Group)

DCD-11PMMP-
QC8001 *

DCD-11PMF P-
QC8001 *

DSCD-11PMMP-
QC8001

DSCD-11PMF P-
QC8001

Solder Type
(For Data  Group)

DCD-11R MMS-
QC8001

DCD-11R MF S-
QC8001

DSCD-11R MMS-
QC8001

DSCD-11R MF S-
QC8001

Solder Type
(For Power Group)

DCD-11R MMS-
QC8001

DCD-11R MF S-
QC8001

DSCD-11R MMS-
QC8001

DSCD-11R MF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-11R MMP-
QC8001 *

DCD-11R MF P-
QC8001 *

DSCD-11R MMP-
QC8001

DSCD-11R MF P-
QC8001

180° PCB Type
(For Power Group)

DCD-11R MMP-
QC8001 *

DCD-11R MF P-
QC8001 *

DSCD-11R MMP-
QC8001

DSCD-11R MF P-
QC8001

DCD-11PMMS-
QC8C⓫*

DCD-11PMF S-
QC8C⓫*

DSCD-11PMMS-
QC8C⓫*

DSCD-11PMF S-
QC8C⓫*

DCD-11R MMS-
QC8C⓫*

DCD-11R MF S-
QC8C⓫*

DSCD-11R MMS-
QC8C⓫*

DSCD-11R MF S-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c Metal

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

20A+5A
300 ~ 600V

11 (3+8)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

UL21996, PVC Jacket (For Hybrid Group) DCD-11AMMM-
QL8F ⓫*

DCD-11AMF M-
QL8F ⓫*

DSD-11AMMM-
QL8F ⓫*

DSD-11AMF M-
QL8F ⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8
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Amphenol LTW127

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD11HL-
DCD HL-QF ❿

-
AB-DSCD11 HL-
DSCD HL-QF ❿

AB-DCD11ML-
DCD HL-QF ❿

-
AB-DSCD11 ML-
DSCD HL-QF ❿

-

AB-DCD11ML-
DCD ML-QF ❿

-
AB-DSCD11 ML-
DSCD ML-QF ❿

-

-
AB-DCD11VL-
DCD VL-QF ❿

-
AB-DSCD11 VL-
DSCD VL-QF ❿

-
AB-DCD11VL-
DCD UL-QF ❿

-
AB-DSCD11 VL-
DSCD UL-QF ❿

AB-DCD11UL-
DCD UL-QF ❿

-
AB-DSMD11 UL-

DSMD UL-QC❿*
-

AB-DCD11UL-
DCD XL-QF ❿

-
AB-DSMD11 UL-

DSMD XL-QC❿*
-

-
AB-DCD11HL-
DCD BL-QF ❿

-
AB-DSCD11 HL-
DSCD BL-QF ❿

AB-DCD11ML-
DCD BL-QF ❿

-
AB-DSCD11 ML-
DSCD BL-QF ❿

-

AB-DCD11ML-
DCD FL-QF ❿

-
AB-DSCD11 ML-
DSCD FL-QF ❿

-

-
AB-DCD11VL-

DCD WL-QF ❿
-

AB-DSCD11 VL-
DSCD WL-QF ❿

-
AB-DCD11VL-
DCD XL-QF ❿

-
AB-DSCD11 VL-
DSCD XL-QF ❿

-
AB-DCD11HL-
DCD BR-QF ❿

-
AB-DSCD11 HL-
DSCD BR-QF ❿

AB-DCD11ML-
DCD FR-QF ❿

-
AB-DSCD11 ML-
DSCD BR-QF ❿

-

AB-DCD11ML-
DCD BR-QF ❿

-
AB-DSCD11 ML-
DSCD FR-QF ❿

-

AB-DCD11UL-
DCD XR-QF ❿

-
AB-DSMD11 UL-

DSMD XR-QC❿*
-

-
AB-DCD11VL-

DCD WR-QF ❿
-

AB-DSCD11 VL-
DSCD WR-QF ❿

AB-DCD11VL-
DCD XR-QF ❿

AB-DCD11VL-
DCD XR-QF ❿

AB-DSMD11 VL-
DSMD XR-QC❿*

AB-DSCD11 VL-
DSCD XR-QF ❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND

Plas�c Metal
20A+5A

300 ~ 600V
11 (3+8)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

F+M: Female PWD + Male GND 

25.6±0.1

ø2
3.

6±
0.

1
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128Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD11 VL-
DMD VL-QC❿*

-
AB-DSMD11 VL-

DSMD VL-QC❿*
AB-DMD11 VL-

DMD UL-QC❿*
-

AB-DSMD11 VL-
DSMD UL-QC❿*

-
AB-DSMD11 UL-

DSMD UL-QC❿*
-

-
AB-DSMD11 UL-

DSMD XL-QC❿*
-

AB-DMD11 VL-
DMD WL-QC❿*

-
AB-DSMD11 VL-

DSMD WL-QC❿*

AB-DMD11 VL-
DMD XL-QC❿*

-
AB-DSMD11 VL-

DSMD XL-QC❿*

-
AB-DSMD11 UL-

DSMD XR-QC❿*
-

AB-DMD11 VL-
DMD WR-QC❿*

-
AB-DSMD11 VL-

DSMD WR-
AB-DMD11 VL-

DMD XR-QC❿*
AB-DSMD11 VL-

DSMD XR-QC❿*
AB-DSMD11 VL-

DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

MetalPlas�c

300 ~ 600V
50A+5A

11 (3+8)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0
63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW129

Large D Size 

End1: (M) MM | End2: (M) MM

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MF MM MF

Solder Type
(For Data  Group)

DD-12PMF S-
QC8001

DSD-12PMMS-
QC8001

DSD-12PMF S-
QC8001

180° PCB Type
(For Data  Group)

DD-12PMF P-
QC8001 *

DSD-12PMMP-
QC8001

DSD-12PMF P-
QC8001

Solder Type
(For Data  Group)

DD-12RMF S-
QC8001

DSD-12R MMS-
QC8001

DSD-12R MF S-
QC8001

180° PCB Type
(For Data  Group)

DD-12RMF P-
QC8001 *

DSD-12R MMP-
QC8001

DSD-12R MF P-
QC8001

DD-12PMMS-
QC8A ⓫*

DSD-12PMMS-
QC8A ⓫*

DSD-12PMF S-
QC8A ⓫*

DD-12RMMS-
QC8A ⓫*

DSD-12R MMS-
QC8A ⓫*

DSD-12R MF S-
QC8A ⓫*

UL21388, PVC Jacket
(For Data  Group)

-
DSD-12AMMM-

QL8D ⓫*
DSD-12AMF M-

QL8D ⓫*

AB-DD12 HL-
DD HL-QD ❿

-
AB-DSD12 HL-
DSD HL-QD ❿

-
AB-DSD12 ML-
DSD HL-QD ❿

-

-
AB-DSD12 ML-
DSD ML-QD ❿

-

AB-DD12 HL-
DD BL-QD ❿

-
AB-DSD12 HL-
DSD BL-QD ❿

-
AB-DSD12 ML-
DSD BL-QD ❿

-

-
AB-DSD12 ML-
DSD FL-QD ❿

-

AB-DD12 HL-
DD BR-QD ❿

-
AB-DSD12 HL-
DSD BR-QD ❿

-
AB-DSD12 ML-
DSD BR-QD ❿

-

-
AB-DSD12 ML-
DSD FR-QD ❿

-End1: (M) MM | End2: (F) FF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Plas�c Metal

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

300 ~ 600V
5A

12

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1
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130Unrivaled InterConnects for Harsh Environment

Large D Size 

69.5 (Ref.)

27.026
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MF MM MF

Al l  Sea ls
DD-12BMF G-

QL8AP0 *
DSD-12B MMG-

QL8AP0
DSD-12B MF G-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BMF G-

QL8SP0 *
DSD-12B MMG-

QL8SP0
DSD-12B MF G-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BMF G-

QL8MP0 *
DSD-12B MMG-

QL8MP0
DSD-12B MF G-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BMF G-

QL8LP0 *
DSD-12B MMG-

QL8LP0
DSD-12B MF G-

QL8LP0

Al l  Sea ls
DD-12BMF B-

QL8AP0 *
DSD-12B MMB-

QL8AP0
DSD-12B MF B-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BMF B-

QL8SP0 *
DSD-12B MMB-

QL8SP0
DSD-12B MF B-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BMF B-

QL8MP0 *
DSD-12B MMB-

QL8MP0
DSD-12B MF B-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BMF B-

QL8LP0 *
DSD-12B MMB-

QL8LP0
DSD-12B MF B-

QL8LP0

Al l  Sea ls
DD-12BMF E-

QL8AP0 *
DSD-12B MME-

QL8AP0
DSD-12B MF E-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BMF E-

QL8SP0 *
DSD-12B MME-

QL8SP0
DSD-12B MF E-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BMF E-

QL8MP0 *
DSD-12B MME-

QL8MP0
DSD-12B MF E-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BMF E-

QL8LP0 *
DSD-12B MME-

QL8LP0
DSD-12B MF E-

QL8LP0

Al l  Sea ls
DD-12BMF A-

QL8AP0
DSD-12B MMA-

QL8AP0
DSD-12B MF A-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BMF A-

QL8SP0
DSD-12B MMA-

QL8SP0
DSD-12B MF A-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BMF A-

QL8MP0
DSD-12B MMA-

QL8MP0
DSD-12B MF A-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BMF A-

QL8LP0
DSD-12B MMA-

QL8LP0
DSD-12B MF A-

QL8LP0

Al l  Sea ls
DD-12BMF A-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-12BMF A-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-12BMF A-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-12BMF A-

QL8LN0
- -

Push-in Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type,
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c Metal

300 ~ 600V
5A

12

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW131

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DCD-12PMMS-
QC8001

DCD-12PMF S-
QC8001

DSCD-12PMMS-
QC8001

DSCD-12PMF S-
QC8001

Solder Type
(For Power Group)

DCD-12PMMS-
QC8001

DCD-12PMF S-
QC8001

DSCD-12PMMS-
QC8001

DSCD-12PMF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-12PMMP-
QC8001 *

DCD-12PMF P-
QC8001 *

DSCD-12PMMP-
QC8001

DSCD-12PMF P-
QC8001

180° PCB Type
(For Power Group)

DCD-12PMMP-
QC8001 *

DCD-12PMF P-
QC8001 *

DSCD-12PMM P-
QC8001

DSCD-12PMF P-
QC8001

Solder Type
(For Data  Group)

DCD-12R MMS-
QC8001

DCD-12R MF S-
QC8001

DSCD-12R MMS-
QC8001

DSCD-12R MF S-
QC8001

Solder Type
(For Power Group)

DCD-12R MMS-
QC8001

DCD-12R MF S-
QC8001

DSCD-12R MMS-
QC8001

DSCD-12R MF S-
QC8001

180° PCB Type
(For Data  Group)

DCD-12R MMP-
QC8001 *

DCD-12R MF P-
QC8001 *

DSCD-12R MMP-
QC8001

DSCD-12R MF P-
QC8001

180° PCB Type
(For Power Group)

DCD-12R MMP-
QC8001 *

DCD-12R MF P-
QC8001 *

DSCD-12R MMP-
QC8001

DSCD-12R MF P-
QC8001

DCD-12PMMS-
QC8C⓫*

DCD-12PMF S-
QC8C⓫*

DSCD-12PMMS-
QC8C⓫*

DSCD-12PMF S-
QC8C⓫*

DCD-12R MMS-
QC8C⓫*

DCD-12R MF S-
QC8C⓫*

DSCD-12R MMS-
QC8C⓫*

DSCD-12R MF S-
QC8C⓫*

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1015 + UL1430, PVC+XL-PVC Jacket

Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

Plas�c Metal

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

20A+5A

12 (3+9)
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

33
.0

18.0

25.4

25
.4

17.9

33.0

33
.0

18.0

25.4

25
.4

17.9

33.0

Circular Flange 
(D Cut) 

Panel Cut Out

UL21996, PVC Jacket (For Hybrid Group) DCD-12AMMM-
QL8F⓫*

DCD-12AMF M-
QL8F⓫*

DSD-12AMMM-
QL8F⓫*

DSD-12AMFM-
QL8F⓫*

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

61.8

28.8

25.6±0.1

ø2
3.

6±
0.

1
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132Unrivaled InterConnects for Harsh Environment

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

-
AB-DCD12HL-
DCD HL-QF ❿

-
AB-DSCD12 HL-
DSCD HL-QF ❿

AB-DCD12ML-
DCD HL-QF ❿

-
AB-DSCD12 ML-
DSCD HL-QF ❿

-

AB-DCD12ML-
DCD ML-QF ❿

-
AB-DSCD12 ML-
DSCD ML-QF ❿

-

-
AB-DCD12VL-
DCD VL-QF ❿

-
AB-DSCD12 VL-
DSCD VL-QF ❿

-
AB-DCD12VL-
DCD UL-QF ❿

-
AB-DSCD12 VL-
DSCD UL-QF ❿

AB-DCD12UL-
DCD UL-QF ❿

-
AB-DSMD12 UL-

DSMD UL-QC❿*
-

AB-DCD12UL-
DCD XL-QF ❿

-
AB-DSMD12 UL-

DSMD XL-QC❿*
-

-
AB-DCD12HL-
DCD BL-QF ❿

-
AB-DSCD12 HL-
DSCD BL-QF ❿

AB-DCD12ML-
DCD BL-QF ❿

-
AB-DSCD12 ML-
DSCD BL-QF ❿

-

AB-DCD12ML-
DCD FL-QF ❿

-
AB-DSCD12 ML-
DSCD FL-QF ❿

-

-
AB-DCD12VL-

DCD WL-QF ❿
-

AB-DSCD12 VL-
DSCD WL-QF ❿

-
AB-DCD12VL-
DCD XL-QF ❿

-
AB-DCD12VL-

DSCD XL-QF ❿

-
AB-DCD12HL-
DCD BR-QF ❿

-
AB-DSCD12 HL-
DSCD BR-QF ❿

AB-DCD12ML-
DCD FR-QF ❿

-
AB-DSCD12 ML-
DSCD BR-QF ❿

-

AB-DCD12ML-
DCD BR-QF ❿

-
AB-DSCD12 ML-
DSCD FR-QF ❿

-

AB-DCD12UL-
DCD XR-QF ❿

-
AB-DSMD12 UL-

DSMD XR-QC❿*
-

-
AB-DCD12VL-

DCD WR-QF ❿
-

AB-DSCD12 VL-
DSCD WR-QF ❿

AB-DCD12VL-
DCD XR-QF ❿

AB-DCD12VL-
DCD XR-QF ❿

AB-DSMD12 VL-
DSMD XR-QC❿*

AB-DSCD12 VL-
DSCD WR-QF ❿

End1: (M) MM | End2: (B) FM

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

Plas�c Metal
20A+5A

12 (3+9)
300 ~ 600V

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F 

61.8 28.8

61.8 28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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Amphenol LTW133

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

AB-DMD12 VL-
DMD VL-QC❿*

-
AB-DSMD12 VL-

DSMD VL-QC❿*
AB-DMD12 VL-

DMD UL-QC❿*
-

AB-DSMD12 VL-
DSMD UL-QC❿*

-
AB-DSMD12 UL-

DSMD UL-QC❿*
-

-
AB-DSMD12 UL-

DSMD XL-QC❿*
-

AB-DMD12 VL-
DMD WL-QC❿*

-
AB-DSMD12 VL-

DSMD WL-QC❿*

AB-DMD12 VL-
DMD XL-QC❿*

-
AB-DSMD12 VL-

DSMD XL-QC❿*

-
AB-DSMD12 UL-

DSMD XR-QC❿*
-

AB-DMD12 VL-
DMD WR-QC❿*

-
AB-DSMD12 VL-

DSMD WR-

AB-DMD12 VL-
DMD XR-QC❿*

AB-DSMD12 VL-
DSMD XR-QC❿*

AB-DSMD12 VL-
DSMD XR-QC❿*

End1: (U) M/F+M | End2: (X) F/M+F

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (V) M/M+F | End2: (V) M/M+F

End1: (V) M/M+F | End2: (U) M/F+M

End1: (V) M/M+F | End2: (W) F/F+M

End1: (V) M/M+F | End2: (X) F/M+F

End1: (U) M/F+M | End2: (U) M/F+M

End1: (U) M/F+M | End2: (X) F/M+F

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

Pin Assignment
M+F: Male PWD + Female GND

Plas�c Metal
50A+5A

12 (3+9)
300 ~ 600V

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (W) F/F+M, (X) F/M+F, (U) M/F+M, (V) M/M+F  

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

F+M: Female PWD + Male GND
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134Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DD-14PMMS-
QC8001

DD-14PMF S-
QC8001

DSD-14PMMS-
QC8001

DSD-14PMF S-
QC8001

180° PCB Type
(For Data  Group)

DD-14PMMP-
QC8001 *

DD-14PMF P-
QC8001 *

DSD-14PMMP-
QC8001

DSD-14PMF P-
QC8001

Solder Type
(For Data  Group)

DD-14RMMS-
QC8001

DD-14RMF S-
QC8001

DSD-14R MMS-
QC8001

DSD-14R MF S-
QC8001

180° PCB Type
(For Data  Group)

DD-14RMMP-
QC8001 *

DD-14RMF P-
QC8001 *

DSD-14R MMP-
QC8001

DSD-14R MF P-
QC8001

DD-14PMMS-
QC8A⓫*

DD-14PMF S-
QC8A⓫*

DSD-14PMMS-
QC8A⓫*

DSD-14PMF S-
QC8A⓫*

DD-14RMMS-
QC8A⓫*

DD-14RMF S-
QC8A⓫*

DSD-14R MMS-
QC8A⓫*

DSD-14R MF S-
QC8A⓫*

UL21388, PVC Jacket
(For Data  Group)

DD-14AMMM-
QL8D⓫*

DD-14AMF M-
QL8D⓫*

DSD-14AMMM-
QL8D⓫*

DSD-14AMF M-
QL8D⓫*

-
AB-DD14HL-
DD HL-QD ❿

-
AB-DSD14HL-
DSD HL-QD ❿

AB-DD18ML-
DD HL-QD ❿

-
AB-DSD14ML-
DSD HL-QD ❿

-

AB-DD18ML-
DD ML-QD ❿

-
AB-DSD14ML-
DSD ML-QD ❿

-

-
AB-DD14HL-
DD BL-QD ❿

-
AB-DSD14HL-
DSD BL-QD ❿

AB-DD18ML-
DD BL-QD ❿

-
AB-DSD14ML-
DSD BL-QD ❿

-

AB-DD18ML-
DD FL-QD ❿

-
AB-DSD14ML-
DSD FL-QD ❿

-

-
AB-DD14HL-

DD BR-QD ❿
-

AB-DSD14HL-
DSD BR-QD ❿

AB-DD14ML-
DD FR-QD ❿

-
AB-DSD14ML-
DSD BR-QD ❿

-

AB-DD14ML-
DD BR-QD ❿

-
AB-DSD14ML-
DSD FR-QD ❿

-End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Plas�c Metal
Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

5A

14
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8
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Amphenol LTW135

Large D Size 

69.5 (Ref.)

27.026
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Al l  Sea ls
DD-14BMMG-

QL8AP0 *
DD-14BMF G-

QL8AP0 *
DSD-14B MMG-

QL8AP0
DSD-14B MF G-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BMMG-

QL8SP0 *
DD-14BMF G-

QL8SP0 *
DSD-14B MMG-

QL8SP0
DSD-14B MF G-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BMMG-

QL8MP0 *
DD-14BMF G-

QL8MP0 *
DSD-14B MMG-

QL8MP0
DSD-14B MF G-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BMMG-

QL8LP0 *
DD-14BMF G-

QL8LP0 *
DSD-14B MMG-

QL8LP0
DSD-14B MF G-

QL8LP0

Al l  Sea ls
DD-14BMMB-

QL8AP0 *
DD-14BMF B-

QL8AP0 *
DSD-14B MMB-

QL8AP0
DSD-14B MF B-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BMMB-

QL8SP0 *
DD-14BMF B-

QL8SP0 *
DSD-14B MMB-

QL8SP0
DSD-14B MF B-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BMMB-

QL8MP0 *
DD-14BMF B-

QL8MP0 *
DSD-14B MMB-

QL8MP0
DSD-14B MF B-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BMMB-

QL8LP0 *
DD-14BMF B-

QL8LP0 *
DSD-14B MMB-

QL8LP0
DSD-14B MF B-

QL8LP0

Al l  Sea ls
DD-14BMME-

QL8AP0 *
DD-14BMF E-

QL8AP0 *
DSD-14B MME-

QL8AP0
DSD-14B MF E-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BMME-

QL8SP0 *
DD-14BMF E-

QL8SP0 *
DSD-14B MME-

QL8SP0
DSD-14B MF E-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BMME-

QL8MP0 *
DD-14BMF E-

QL8MP0 *
DSD-14B MME-

QL8MP0
DSD-14B MF E-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BMME-

QL8LP0 *
DD-14BMF E-

QL8LP0 *
DSD-14B MME-

QL8LP0
DSD-14B MF E-

QL8LP0

Al l  Sea ls
DD-14BMMA-

QL8AP0
DD-14BMF A-

QL8AP0
DSD-14B MMA-

QL8AP0
DSD-14B MF A-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BMMA-

QL8SP0
DD-14BMF A-

QL8SP0
DSD-14B MMA-

QL8SP0
DSD-14B MF A-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BMMA-

QL8MP0
DD-14BMF A-

QL8MP0
DSD-14B MMA-

QL8MP0
DSD-14B MF A-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BMMA-

QL8LP0
DD-14BMF A-

QL8LP0
DSD-14B MMA-

QL8LP0
DSD-14B MF A-

QL8LP0

Al l  Sea ls
DD-14BMMA-

QL8AN0
DD-14BMF A-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-14BMMA-

QL8SN0
DD-14BMF A-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-14BMMA-

QL8MN0
DD-14BMF A-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-14BMMA-

QL8LN0
DD-14BMF A-

QL8LN0
- -

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type,
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Plas�c Metal
Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

5A

14
300 ~ 600V

25.6±0.1

Circular Flange 
(D Cut) 

Panel Cut Out

ø2
3.

6±
0.

1

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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136Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DD-18PMMS-
QC8001

DD-18PMF S-
QC8001

DSD-18PMMS-
QC8001

DSD-18PMF S-
QC8001

180° PCB Type
(For Data  Group)

DD-18PMMP-
QC8001 *

DD-18PMF P-
QC8001 *

DSD-18PMMP-
QC8001

DSD-18PMF P-
QC8001

Solder Type
(For Data  Group)

DD-18RMMS-
QC8001

DD-18RMF S-
QC8001

DSD-18R MMS-
QC8001

DSD-18R MF S-
QC8001

180° PCB Type
(For Data  Group)

DD-18RMMP-
QC8001 *

DD-18RMF P-
QC8001 *

DSD-18R MMP-
QC8001

DSD-18R MF P-
QC8001

DD-18PMMS-
QC8A⓫*

DD-18PMF S-
QC8A⓫*

DSD-18PMMS-
QC8A⓫*

DSD-18PMF S-
QC8A⓫*

DD-18RMMS-
QC8A⓫*

DD-18RMF S-
QC8A⓫*

DSD-18R MMS-
QC8A⓫*

DSD-18R MF S-
QC8A⓫*

UL21388, PVC Jacket
(For Data  Group)

DD-18AMMM-
QL8D⓫*

DD-18AMF M-
QL8D⓫*

DSD-18AMMM-
QL8D⓫*

DSD-18AMF M-
QL8D⓫*

-
AB-DD18HL-
DD HL-QD ❿

-
AB-DSD18HL-
DSD HL-QD ❿

AB-DD18ML-
DD HL-QD ❿

-
AB-DSD18ML-
DSD HL-QD ❿

-

AB-DD18ML-
DD ML-QD ❿

-
AB-DSD18ML-
DSD ML-QD ❿

-

-
AB-DD18HL-
DD BL-QD ❿

-
AB-DSD18HL-
DSD BL-QD ❿

AB-DD18ML-
DD BL-QD ❿

-
AB-DSD18ML-
DSD BL-QD ❿

-

AB-DD18ML-
DD FL-QD ❿

-
AB-DSD18ML-
DSD FL-QD ❿

-

-
AB-DD18HL-

DD BR-QD ❿
-

AB-DSD18HL-
DSD BR-QD ❿

AB-DD18ML-
DD FR-QD ❿

-
AB-DSD18ML-
DSD BR-QD ❿

-

AB-DD18ML-
DD BR-QD ❿

-
AB-DSD18ML-
DSD FR-QD ❿

-End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

End1: (H) MF | End2: (B) FM

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)

UL1430, XL-PVC Jacket

Plas�c Metal
Pin Assignment
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

5A

18
300 ~ 600V

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
 (without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1) | Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm,
(without cap) max. 4.0mm

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

33
.0

18.0

25.4

25
.4

17.9

33.0
61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8 28.8

61.8

28.8

62.4

36
.0

36.0

63.0

47.461.8

28
.8
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Amphenol LTW137

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal

MM MF MM MF

Al l  Sea ls
DD-18BMMG-

QL8AP0 *
DD-18BMF G-

QL8AP0 *
DSD-18B MMG-

QL8AP0
DSD-18BMF G-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BMMG-

QL8SP0 *
DD-18BMF G-

QL8SP0 *
DSD-18B MMG-

QL8SP0
DSD-18B MF G-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BMMG-

QL8MP0 *
DD-18BMF G-

QL8MP0 *
DSD-18BMMG-

QL8MP0
DSD-128MF G-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BMMG-

QL8LP0 *
DD-18BMF G-

QL8LP0 *
DSD-18B MMG-

QL8LP0
DSD-18B MF G-

QL8LP0

Al l  Sea ls
DD-18BMMB-

QL8AP0 *
DD-18BMF B-

QL8AP0 *
DSD-18B MMB-

QL8AP0
DSD-18B MF B-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BMMB-

QL8SP0 *
DD-18BMF B-

QL8SP0 *
DSD-18B MMB-

QL8SP0
DSD-18B MF B-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BMMB-

QL8MP0 *
DD-18BMF B-

QL8MP0 *
DSD-18B MMB-

QL8MP0
DSD-18B MF B-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BMMB-

QL8LP0 *
DD-18BMF B-

QL8LP0 *
DSD-18B MMB-

QL8LP0
DSD-18B MF B-

QL8LP0

Al l  Sea ls
DD-18BMME-

QL8AP0 *
DD-18BMF E-

QL8AP0 *
DSD-18B MME-

QL8AP0
DSD-18B MF E-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BMME-

QL8SP0 *
DD-18BMF E-

QL8SP0 *
DSD-18B MME-

QL8SP0
DSD-18B MF E-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BMME-

QL8MP0 *
DD-18BMF E-

QL8MP0 *
DSD-18B MME-

QL8MP0
DSD-18B MF E-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BMME-

QL8LP0 *
DD-18BMF E-

QL8LP0 *
DSD-18B MME-

QL8LP0
DSD-18B MF E-

QL8LP0

Al l  Sea ls
DD-18BMMA-

QL8AP0
DD-18BMF A-

QL8AP0
DSD-18B MMA-

QL8AP0
DSD-18B MF A-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BMMA-

QL8SP0
DD-18BMF A-

QL8SP0
DSD-18B MMA-

QL8SP0
DSD-18B MF A-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BMMA-

QL8MP0
DD-18BMF A-

QL8MP0
DSD-18B MMA-

QL8MP0
DSD-18B MF A-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BMMA-

QL8LP0
DD-18BMF A-

QL8LP0
DSD-18B MMA-

QL8LP0
DSD-18B MF A-

QL8LP0

Al l  Sea ls
DD-18BMMA-

QL8AN0
DD-18BMF A-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-18BMMA-

QL8SN0
DD-18BMF A-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-18BMMA-

QL8MN0
DD-18BMF A-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-18BMMA-

QL8LN0
DD-18BMF A-

QL8LN0
- -

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type,
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type,
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Plas�c Metal
Pin Assignment
MM : Male Connector Male Contact
MF : Male Connector Female Contact

5A

18
300 ~ 600V

69.5 (Ref.)

27.026
.0

25.6±0.1

Circular Flange 
(D Cut) 

Panel Cut Out

ø2
3.

6±
0.

1

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths
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138Unrivaled InterConnects for Harsh Environment

Large D Size 

Plas�c / Metal

MM MF MM MF

Solder Type
(For Data  Group)

DD-78PMM S-
QC8001*

DD-78PMF S-
QC8001*

DSD-78PMM S-
QC8001*

DSD-78PMF S-
QC8001*

180° PCB Type
(For Data  Group)

DD-78PMM P-
QC8001*

DD-78PMF P-
QC8001*

DSD-78PMM P-
QC8001*

DSD-78PMF P-
QC8001*

Solder Type
(For Data  Group)

DD-78RMM S-
QC8001*

DD-78RMF S-
QC8001*

DSD-78R MM S-
QC8001*

DSD-78R MF S-
QC8001*

180° PCB Type
(For Data  Group)

DD-78RMM P-
QC8001*

DD-78RMF P-
QC8001*

DSD-78R MM P-
QC8001*

DSD-78R MF P-
QC8001*

DD-78P MM S-
QC8A⓫ *

DD-78P MF S-
QC8A⓫ *

DSD-78P MM S-
QC8A⓫ *

DSD-78P MF S-
QC8A⓫ *

DD-78R MM S-
QC8A⓫ *

DD-78R MF S-
QC8A⓫ *

DSD-78R MM S-
QC8A⓫ *

DSD-78R MF S-
QC8A⓫ *

DD-78A MM M-
QL8D⓫ *

DD-78A MF M-
QL8D⓫ *

DSD-78A MM M-
QL8D⓫ *

DSD-78A MF M-
QL8D⓫ *

Al l  Sea ls
DD-78B MM G -

QL8AP0 *
DD-78B MF G -

QL8AP0 *
DSD-78B MM G -

QL8AP0 *
DSD-78BMF G -

QL8AP0 *

8.0 ~ 10.0mm Red Seal
DD-78B MM G -

QL8SP0 *
DD-78B MF G -

QL8SP0 *
DSD-78B MM G -

QL8SP0 *
DSD-78B MF G -

QL8SP0 *

10.1 ~ 12.0mm Yel low Seal
DD-78B MM G -

QL8MP0 *
DD-78B MF G -

QL8MP0 *
DSD-78 MM G -

QL8MP0 *
DSD-78BMF G -

QL8MP0 *

12.1 ~ 14.0mm Blue Seal
DD-78B MM G -

QL8LP0 *
DD-78B MF G -

QL8LP0 *
DSD-78B MM G -

QL8LP0 *
DSD-78B MF G -

QL8LP0 *

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm
Packing Op�on: Connector With Contacts

Solder Type, 
For Data  Group,
Packing: Connector
With Contacts

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

⓫  Wire Length: (10) 100mm ~ (50) 500mm 1)

UL1430, XL-PVC Jacket

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

⓫  Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket
(For Data  Group)

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm

⓫  Wire Length: (10) 100mm ~ (50) 500mm 1)

UL1430, XL-PVC Jacket

Plas�c Metal

Pin Assignment
MM : Male Connector Male Contact

FF : Female Connector Female Contact

MF : Male Connector Female Contact

FM : Female Connector Male Contact

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated) 
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

0.5A

60V

Nominal Current

78

Rated Voltage (AC/DC)

No of Contacts

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8

28.8

33
.0

18.0

25.4

25
.4

17.9
33.0

69.5 (Ref.)

27.026
.0

Ma�ng Pair Page: 174~175  



Amphenol LTW139

Large D Size 

No of Contacts

Rated Voltage (AC/DC)

Nominal Current

Plas�c / Metal

Pin Assignment
MM : Male Connector Male Contact

FF : Female Connector Female Contact

MF : Male Connector Female Contact

FM : Female Connector Male Contact

-
AB-DD78 H L-

DD H L-QD❿ *
-

AB-DSD78 H L-
DSD H L-QD❿ *

AB-DD78 ML-
DD H L-QD❿ *

-
AB-DSD78 ML-

DSD H L-QD❿ *
-

AB-DD78 ML-
DD ML-QD❿ *

-
AB-DSD78 ML-

DSD ML-QD❿ *
-

-
AB-DD78 H L-

DD BL-QD❿ *
-

AB-DSD78 H L-
DSD BL-QD❿ *

AB-DD78 ML-
DD BL-QD❿ *

-
AB-DSD78 ML-

DSD BL-QD❿ *
-

AB-DD78 ML-
DD FL-QD❿ *

-
AB-DSD78 ML-
DSD FL-QD❿ *

-

-
AB-DD78 H L-

DD BR-QD❿ *
-

AB-DSD78 H L-
DSD BR-QD❿ *

AB-DD78 ML-
DD FR-QD❿ *

-
AB-DSD78 ML-

DSD BR-QD❿ *
-

AB-DD78 ML-
DD BR-QD❿ *

-
AB-DSD78 ML-

DSD FR-QD❿ *
-End1: (M) MM | End2: (B) FM 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)

❿  Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1)

End1: (H) MF | End2: (B) FM 

End1: (M) MM | End2: (F) FF 

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM 

End1: (M) MM | End2: (F) FF 

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)

❿  Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1)  | Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

End1: (H) MF | End2: (H) MF 

End1: (M) MM | End2: (H) MF 

End1: (M) MM | End2: (M) MM

Plas�c Metal

0.5A

60V

78

| Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF 

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

36.0
63.0

47.461.8

28
.8

61.8 28.8

61.8

28.8

62.4

36
.0

Ma�ng Pair Page: 174~175   

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



140Unrivaled InterConnects for Harsh Environment

Large D Size Ma�ng Pair Page: 176~177  

Plas�c / Metal
MM/FF MF/FM MM/FF MF/FM

Solder Type
(For Data Group)

DD-100PMMS-
QC8001*

DD-100PMFS-
QC8001*

DSD-100PMMS-
QC8001*

DSD-100PMFS-
QC8001*

180° PCB Type
(For Data Group)

DD-100PMMP-
QC8001*

DD-100PMFP-
QC8001*

DSD-100PMMP-
QC8001*

DSD-100PMFP-
QC8001*

Solder Type
(For Data Group)

DD-100RMMS-
QC8001*

DD-100RMFS-
QC8001*

DSD-100RMMS-
QC8001*

DSD-100RMFS-
QC8001*

180° PCB Type
(For Data Group)

DD-100RMMP-
QC8001*

DD-100RMFP-
QC8001*

DSD-100RMMP-
QC8001*

DSD-100RMFP-
QC8001*

DD-100PMMS-
QC8A⓫*

DD-100PMFS-
QC8A⓫*

DSD-100PMMS-
QC8A⓫*

DSD-100PMFS-
QC8A⓫*

DD-100RMMS-
QC8A⓫*

DD-100RMFS-
QC8A⓫*

DSD-100RMMS-
QC8A⓫*

DSD-100RMFS-
QC8A⓫*

DD-100AMMM-
QL8D⓫*

DD-100AMFM-
QL8D⓫*

DSD-100AMMM-
QL8D⓫*

DSD-100AMFM-
QL8D⓫*

- - - -

All Seals
DD-100BMMG-

QL8AP0*
DD-100BMFG-

QL8AP0*
DSD-100BMMG-

QL8AP0*
DSD-100BMFG-

QL8AP0*

8.0 ~ 10.0mm Red Seal
DD-100BMMG-

QL8SP0*
DD-100BMFG-

QL8SP0*
DSD-100BMMG-

QL8SP0*
DSD-100BMFG-

QL8SP0*

10.1 ~ 12.0mm Yellow Seal
DD-100BMMG-

QL8MP0*
DD-100BMFG-

QL8MP0*
DSD-100MMG-

QL8MP0*
DSD-100BMFG-

QL8MP0*

12.1 ~ 14.0mm Blue Seal
DD-100BMMG-

QL8LP0*
DD-100BMFG-

QL8LP0*
DSD-100BMMG-

QL8LP0*
DSD-100BMFG-

QL8LP0*

0.5A
Plas�c Metal

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: (with cap) max. 2.6mm, (without cap) max. 3.6mm

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Receptacle With Wires, Circular Flange, REAR Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 4 ~ 6 kgf.cm | Recommended Panel Thickness: (with cap) max. 3.0mm, (without cap) max. 4.0mm
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Rated Voltage (AC/DC)
No of Contacts 100

60V
Nominal Current

UL1430, XL-PVC Jacket

Pin Assignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

UL1430, XL-PVC Jacket

UL21388, PVC Jacket
(For Data Group)

UL21996, PVC Jacket
(For Hybrid Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Solder Type, For
Data Group,
Packing: Connector
With Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing

33
.0

18.0

25.4

25
.4

17.9

33.0

61.8

28.8

33
.0

18.0

25.4

25
.4

17.9

33.0

69.5 (Ref.)

27.026
.0



Amphenol LTW141

Large D Size Ma�ng Pair Page:176~177

Plas�c / Metal
MM/FF MF/FM MM/FF MF/FM

-
AB-DD100HL-
DDHL-QD❿*

-
AB-DSD100HL-
DSDHL-QD❿*

AB-DD100ML-
DDHL-QD❿*

-
AB-DSD100ML-
DSDHL-QD❿*

-

AB-DD100ML-
DDML-QD❿*

-
AB-DSD100ML-
DSDML-QD❿*

-

-
AB-DD100HL-
DDBL-QD❿*

-
AB-DSD100HL-
DSDBL-QD❿*

AB-DD100ML-
DDBL-QD❿*

-
AB-DSD100ML-
DSDBL-QD❿*

-

AB-DD100ML-
DDFL-QD❿*

-
AB-DSD100ML-
DSDFL-QD❿*

-

-
AB-DD100HL-
DDBR-QD❿*

-
AB-DSD100HL-
DSDBR-QD❿*

AB-DD100ML-
DDFR-QD❿*

-
AB-DSD100ML-
DSDBR-QD❿*

-

AB-DD100ML-
DDBR-QD❿*

-
AB-DSD100ML-
DSDFR-QD❿*

-

0.5A
Plas�c Metal

Rated Voltage (AC/DC)
No of Contacts 100

60V
Nominal Current

Pin Assignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (B) FM

End1: (M) MM | End2: (F) FF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1)

End1: (H) MF | End2: (H) MF

End1: (M) MM | End2: (H) MF

End1: (M) MM | End2: (M) MM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1)  | Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

End1: (M) MM | End2: (B) FM

End1: (H) MF | End2: (B) FM

End1: (M) MM | End2: (F) FF

Circular Flange 
(D Cut) 

Panel Cut Out
25.6±0.1

ø2
3.

6±
0.

1

| Connector/Contact Gender: (M) MM, (F) FF, (B) FM, (H) MF

36.0

63.0
47.461.8

28
.8

61.8 28.8

61.8

28.8

62.4

36
.0



142Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

DC-02AFFM-QL8E ⓫ DC-02AFMM-QL8E ⓫

DC-02AFFM-QR8E ⓫ DC-02AFMM-QR8E ⓫

AB-DC02FL-DCFL-QE ❿ -

AB-DC02FL-DCBL-QE ❿ -

- AB-DC02BL-DCBL-QE ❿

AB-DC02FL-DCHL-QE ❿ -

AB-DC02FL-DCFR-QE ❿ -

AB-DC02FL-DCBR-QE ❿ -

- AB-DC02BL-DCBR-QE ❿

AB-DC02FR-DCBL-QE ❿ -

AB-DC02FR-DCHL-QE ❿ -

AB-DC02FR-DCFR-QE ❿ -

AB-DC02FR-DCBR-QE ❿ AB-DC02BR-DCBR-QE ❿

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL SJTW, PVC Jacket
(For Power Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL SJTW, PVC Jacket
(For Power Group)

Plas�c

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V
2

20A

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW143

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

Al l  Sea ls DC-02B FFG-QL8APP * DC-02B FMG-QL8APP *

8.0 ~ 10.0mm Red Seal DC-02B FFG-QL8SPP * DC-02B FMG-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-02B FFG-QL8MPP * DC-02B FMG-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-02B FFG-QL8LPP * DC-02B FMG-QL8LPP *

Al l  Sea ls DC-02B FFB-QL8APP DC-02B FMB-QL8APP

8.0 ~ 10.0mm Red Seal DC-02B FFB-QL8SPP DC-02B FMB-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-02B FFB-QL8MPP DC-02B FMB-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-02B FFB-QL8LPP DC-02B FMB-QL8LPP

Al l  Sea ls DC-02B FFE-QL8APP * DC-02B FME-QL8APP *

8.0 ~ 10.0mm Red Seal DC-02B FFE-QL8SPP * DC-02B FME-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-02B FFE-QL8MPP * DC-02B FME-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-02B FFE-QL8LPP * DC-02B FME-QL8LPP *

Al l  Sea ls DC-02B FFA-QL8APP DC-02B FMA-QL8APP

8.0 ~ 10.0mm Red Seal DC-02B FFA-QL8SPP DC-02B FMA-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-02B FFA-QL8MPP DC-02B FMA-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-02B FFA-QL8LPP DC-02B FMA-QL8LPP

Al l  Sea ls DC-02B FFA-QL8ANP DC-02B FMA-QL8ANP

8.0 ~ 10.0mm Red Seal DC-02B FFA-QL8SNP DC-02B FMA-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-02B FFA-QL8MNP DC-02B FMA-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-02B FFA-QL8LNP DC-02B FMA-QL8LNP

Crimp Type,
For Power Group,
Packing:
Connector With Contacts

Crimp Type,
For Power Group,
Packing:
Connector Without
Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type,
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

Plas�c

FF : Female Connector Female Contact
FM : Female Connector Male Contact

300 ~ 600V
2

20A

70.15

26.036
.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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144Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF

- -
DM-03AFFM-

QL8C⓫

DC-03AFFM- DC-03AFMM-
QL8E ⓫

-

- -
DM-03AFFM-

QR8C⓫*

DC-03AFFM-
QR8E ⓫

DC-03AFMM-
QR8E ⓫

-

AB-DC03FL-
DCFL-QE ❿

-
AB-DM03FL-
DCFL-QC❿*

AB-DC03FL-
DCBL-QE ❿

-
AB-DM03FL-

DCBL-QC❿*

-
AB-DC03BL-
DCBL-QE ❿

-

AB-DC03FL-
DCHL-QE ❿

-
AB-DM03FL-

DCHL-QC❿*

AB-DC03FL-
DCFR-QE ❿

-
AB-DM03FL-

DCFR-QC❿*
AB-DC03FL-

DCBR-QE ❿
-

AB-DM03FL-
DCBR-QC❿*

-
AB-DC03BL-
DCBR-QE ❿

-

AB-DC03FR-
DCBL-QE ❿

-
AB-DM03FR-
DCBL-QC❿*

AB-DC03FR-
DCHL-QE ❿

-
AB-DM03FR-
DCHL-QC❿*

AB-DC03FR-
DCFR-QE ❿

-
AB-DM03FR-
DCFR-QC❿*

AB-DC03FR-
DCBR-QE ❿

AB-DC03BR-
DCBR-QE ❿

AB-DM03FR-
DCBR-QC❿*

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL2517, PVC Jacket
(For Power Group)

UL SJTW, PVC Jacket
(For Power Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)

UL2517, PVC Jacket
(For Power Group)

UL SJTW, PVC Jacket
(For Power Group)

Plas�c Plas�c

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V
3

20A 50A

QL8E ⓫

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW145

Large D Size 

70.15

26.036
.0

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF

Al l  Sea ls
DC-03BFFG-

QL8APP *
DC-03BFMG-

QL8APP *
DM-03BFFG-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BFFG-

QL8SPP *
DC-03BFMG-

QL8SPP *
DM-03BFFG-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BFFG-

QL8MPP *
DC-03BFMG-

QL8MPP *
DM-03BFFG-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BFFG-

QL8LPP *
DC-03BFMG-

QL8LPP *
DM-03BFFG-

QL8LPP *

Al l  Sea ls
DC-03BFFB-

QL8APP
DC-03BFMB-

QL8APP
DM-03BFFB-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BFFB-

QL8SPP
DC-03BFMB-

QL8SPP
DM-03BFFB-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BFFB-

QL8MPP
DC-03BFMB-

QL8MPP
DM-03BFFB-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BFFB-

QL8LPP
DC-03BFMB-

QL8LPP
DM-03BFFB-

QL8LPP *

Al l  Sea ls
DC-03BFFE-

QL8APP *
DC-03BFME-

QL8APP *
DM-03BFFE-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BFFE-

QL8SPP *
DC-03BFME-

QL8SPP *
DM-03BFFE-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BFFE-
QL8MPP *

DC-03BFME-
QL8MPP *

DM-03BFFE-
QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BFFE-

QL8LPP *
DC-03BFME-

QL8LPP *
DM-03BFFE-

QL8LPP *

Al l  Sea ls
DC-03BFFA-

QL8APP
DC-03BFMA-

QL8APP
DM-03BFFA-

QL8APP *

8.0 ~ 10.0mm Red Seal
DC-03BFFA-

QL8SPP
DC-03BFMA-

QL8SPP
DM-03BFFA-

QL8SPP *

10.1 ~ 12.0mm Yel low Seal
DC-03BFFA-

QL8MPP
DC-03BFMA-

QL8MPP
DM-03BFFA-

QL8MPP *

12.1 ~ 14.0mm Blue Seal
DC-03BFFA-

QL8LPP
DC-03BFMA-

QL8LPP
DM-03BFFA-

QL8LPP *

Al l  Sea ls
DC-03BFFA-

QL8ANP
DC-03BFMA-

QL8ANP
-

8.0 ~ 10.0mm Red Seal
DC-03BFFA-

QL8SNP
DC-03BFMA-

QL8SNP
-

10.1 ~ 12.0mm Yel low Seal
DC-03BFFA-

QL8MNP
DC-03BFMA-

QL8MNP
-

12.1 ~ 14.0mm Blue Seal
DC-03BFFA-

QL8LNP
DC-03BFMA-

QL8LNP
-

Crimp Type,
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

Plas�c Plas�c

FF : Female Connector Female Contact
FM : Female Connector Male Contact

300 ~ 600V
3

20A 50A

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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146Unrivaled InterConnects for Harsh Environment

Large D Size 

Metal Male / Female Conn. Hybrid (Power + Signal) Pin

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

36.0

62.4

36
.0 63.0

47.4

63
.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

DC-04A FFM-QL8E ⓫ DC-04A FMM-QL8E ⓫

DC-04A FFM-QR8E ⓫ DC-04A FMM-QR8E ⓫

AB-DC04 FL-DCFL-QE ❿ -

AB-DC04 FL-DCBL-QE ❿ -

- AB-DC04 BL-DCBL-QE ❿

AB-DC04 FL-DCHL-QE ❿ -

AB-DC04 FL-DCFR-QE ❿ -

AB-DC04 FL-DCBR-QE ❿ -

- AB-DC04 BL-DCBR-QE ❿

AB-DC04 FR-DCBL-QE ❿ -

AB-DC04 FR-DCHL-QE ❿ -

AB-DC04 FR-DCFR-QE ❿ -

AB-DC04 FR-DCBR-QE ❿ AB-DC04 BR-DCBR-QE ❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

UL SJTW, PVC Jacket
(For Power Group)

UL SJTW, PVC Jacket
(For Power Group)

20A
Plas�c

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V
4

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

Ma�ng Pair Page: 101~102  



Amphenol LTW147

Large D Size 

70.15

26.036
.0

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

Al l  Sea ls DC-04B FFG-QL8APP * DC-04B FMG-QL8APP *

8.0 ~ 10.0mm Red Seal DC-04B FFG-QL8SPP * DC-04B FMG-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-04B FFG-QL8MPP * DC-04B FMG-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-04B FFG-QL8LPP * DC-04B FMG-QL8LPP *

Al l  Sea ls DC-04B FFB-QL8APP DC-04B FMB-QL8APP

8.0 ~ 10.0mm Red Seal DC-04B FFB-QL8SPP DC-04B FMB-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-04B FFB-QL8MPP DC-04B FMB-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-04B FFB-QL8LPP DC-04B MF B-QL8LPP

Al l  Sea ls DC-04B FFE-QL8APP * DC-04B FME-QL8APP *

8.0 ~ 10.0mm Red Seal DC-04B FFE-QL8SPP * DC-04B FME-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-04B FFE-QL8MPP * DC-04B FME-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-04B FFE-QL8LPP * DC-04B FME-QL8LPP *

Al l  Sea ls DC-04B FFA-QL8APP DC-04B FMA-QL8APP

8.0 ~ 10.0mm Red Seal DC-04B FFA-QL8SPP DC-04B FMA-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-04B FFA-QL8MPP DC-04B FMA-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-04B FFA-QL8LPP DC-04B FMA-QL8LPP

Al l  Sea ls DC-04B FFA-QL8ANP DC-04B FMA-QL8ANP

8.0 ~ 10.0mm Red Seal DC-04B FFA-QL8SNP DC-04B FMA-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-04B FFA-QL8MNP DC-04B FMA-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-04B FFA-QL8LNP DC-04B FMA-QL8LNP

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type, 
For Power Group,
Packing:
Connector Without
Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Push-in Type, 
For Power Group,
Packing:
Connector With Contacts

20A
Plas�c

FF : Female Connector Female Contact
FM : Female Connector Male Contact

300 ~ 600V
4

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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148Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-04AFFM-
QL8F⓫

DCD-04AFMM-
QL8F⓫

DSCD-04AFFM-
QL8F⓫

DSCD-04AFMM-
QL8F⓫

DCD-04AFFM-
QR8F⓫

DCD-04AFMM-
QR8F⓫

DSCD-04AFFM-
QR8F⓫

DSCD-04AFMM-
QR8F⓫

AB-DCD04FL-
DCDFL-QF❿ - AB-DSCD04FL-

DSCDFL-QF❿ -

AB-DCD04FL-
DCDBL-QF❿ - AB-DSCD04FL-

DSCDBL-QF❿ -

- AB-DCD04BL-
DCDBL-QF❿ - AB-DSCD04BL-

DSCDBL-QF❿
AB-DCD04XL-
DCDXL-QF❿

AB-DCD04WL-
DCDWL-QF❿

AB-DSCD04XL-
DSCDXL-QF❿

AB-DSCD04WL-
DSCDWL-QF❿

- AB-DCD04WL-
DCDXL-QF❿ - AB-DSCD04WL-

DSCDXL-QF❿
AB-DCD04FL-
DCDHL-QF❿ - AB-DSCD04FL-

DSCDHL-QF❿ -

- AB-DCD04WL-
DCDUL-QF❿ - AB-DSCD04WL-

DSCDUL-QF❿

AB-DCD04FL-
DCDFR-QF❿ - AB-DSCD04FL-

DSCDFR-QF❿ -

AB-DCD04FL-
DCDBR-QF❿ - AB-DSCD04FL-

DSCDBR-QF❿ -

- AB-DCD04BL-
DCDBR-QF❿

AB-DSCD04BL-
DSCDBR-QF❿

AB-DCD04XL-
DCDXR-QF❿

AB-DCD04WL-
DCDWR-QF❿

AB-DSCD04XL-
DSCDXR-QF❿

AB-DSCD04WL-
DSCDWR-QF❿

- AB-DCD04WL-
DCDXR-QF❿

AB-DSCD04WL-
DSCDXR-QF❿

AB-DCD04FR-
DCDBL-QF❿ - AB-DSCD04FR-

DSCDBL-QF❿ -

- AB-DCD04WR-
DCDXL-QF❿ - AB-DSCD04WR-

DSCDXL-QF❿

AB-DCD04FR-
DCDHL-QF❿ - AB-DSCD04FR-

DSCDHL-QF❿ -

- AB-DCD04WR-
DCDUL-QF❿ - AB-DSCD04WR-

DSCDUL-QF❿

AB-DCD04FR-
DCDFR-QF❿ - AB-DSCD04FR-

DSCDFR-QF❿ -

AB-DCD04FR-
DCDBR-QF❿

AB-DCD04BR-
DCDBR-QF❿

AB-DSCD04FR-
DSCDBR-QF❿ -

- - - AB-DSCD04BR-
DSCDBR-QF❿

AB-DCD04XR-
DCDXR-QF❿

AB-DCD04WR-
DCDWR-QF❿

AB-DSCD04XR-
DSCDXR-QF❿

AB-DSCD04WR-
DSCDWR-QF❿

- AB-DCD04WR-
DCDXR-QF❿ - AB-DSCD04WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact 
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact  
End2: Male Conn Female+Male Contact 

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

20A+5A
Plas�c Metal

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V
4 (3+1)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

End2: Female Conn Male+Female Contact

Ma�ng Pair Page: 103~105  



Amphenol LTW 149

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD04 WL-
DMD WL-QC❿*

AB-DSMD04 XL-
DSMD XL-QC❿*

AB-DSMD04 WL-
DSMD WL-QC❿*

AB-DMD04 WL-
DMD XL-QC❿*

-
AB-DSMD04 WL-
DSMD XL-QC❿*

AB-DMD04 WL-
DMD UL-QC❿*

-
AB-DSMD04 WL-

DSMD UL-QC❿*

AB-DMD04 WL-
DMD WR-QC❿*

AB-DSMD04 XL-
DSMD XR-QC❿*

AB-DSMD04 WL-
DSMD WR-QC❿*

AB-DMD04 WL-
DMD XR-QC❿*

-
AB-DSMD04 WL-

DSMD XR-QC❿*

AB-DMD04 WR-
DMD XL-QC❿*

-
AB-DSMD04 WR-
DSMD XL-QC❿*

AB-DMD04 WR-
DMD UL-QC❿*

-
AB-DSMD04 WR-
DSMD UL-QC❿*

AB-DMD04 WR-
DMD WR-QC❿*

AB-DSMD04 XR-
DSMD XR-QC❿*

AB-DSMD04 WR-
DSMD WR-QC❿*

AB-DMD04 WR-
DMD XR-QC❿*

-
AB-DSMD04 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

MetalPlas�c
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND

300 ~ 600V
4 (3+1)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

 F+M: Female PWD + Male GND

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 103~105  



X-Lok

150Unrivaled InterConnects for Harsh Environment

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

DC-05A FFM-QL8E ⓫ DC-05A FMM-QL8E ⓫

DC-05A FFM-QR8E ⓫ DC-05A FMM-QR8E ⓫

AB-DC05 FL-DCFL-QE ❿ -

AB-DC05 FL-DCBL-QE ❿ -

AB-DC05 FL-DCHL-QE ❿ -

AB-DC05 FL-DCFR-QE ❿ -

AB-DC05 FL-DCBR-QE ❿ -

- AB-DC05 BL-DCBR-QE ❿

AB-DC05 FR-DCBL-QE ❿ -

AB-DC05 FR-DCHL-QE ❿ -

AB-DC05 FR-DCFR-QE ❿ -

AB-DC05 FR-DCBR-QE ❿ AB-DC05 BR-DCBR-QE ❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

UL SJTW, PVC Jacket
(For Power Group)

UL SJTW, PVC Jacket
(For Power Group)

Plas�c
20A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

5
300 ~ 600V

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Ma�ng Pair Page: 106~107 



Amphenol LTW151

Large D Size 

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM

Al l  Sea ls DC-05BFFG-QL8APP * DC-05BFMG-QL8APP *

8.0 ~ 10.0mm Red Seal DC-05BFFG-QL8SPP * DC-05BFMG-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-05BFFG-QL8MPP * DC-05BFMG-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-05BFFG-QL8LPP * DC-05BFMG-QL8LPP *

Al l  Sea ls DC-05BFFB-QL8APP DC-05BFMB-QL8APP

8.0 ~ 10.0mm Red Seal DC-05BFFB-QL8SPP DC-05BFMB-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-05BFFB-QL8MPP DC-05BFMB-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-05BFFB-QL8LPP DC-05BFMB-QL8LPP

Al l  Sea ls DC-05BFFE-QL8APP * DC-05BFME-QL8APP *

8.0 ~ 10.0mm Red Seal DC-05BFF E-QL8SPP * DC-52BFME-QL8SPP *

10.1 ~ 12.0mm Yel low Seal DC-05BFFE-QL8MPP * DC-05BFME-QL8MPP *

12.1 ~ 14.0mm Blue Seal DC-05BFFE-QL8LPP * DC-05BFME-QL8LPP *

Al l  Sea ls DC-05BFF A-QL8APP DC-05BFMA-QL8APP

8.0 ~ 10.0mm Red Seal DC-05BFFA-QL8SPP DC-05BFMA-QL8SPP

10.1 ~ 12.0mm Yel low Seal DC-05BFF A-QL8MPP DC-05BFMA-QL8MPP

12.1 ~ 14.0mm Blue Seal DC-05BFF A-QL8LPP DC-05BFMA-QL8LPP

Al l  Sea ls DC-05BFFA-QL8ANP DC-05BFMA-QL8ANP

8.0 ~ 10.0mm Red Seal DC-05BFFA-QL8SNP DC-05BFMA-QL8SNP

10.1 ~ 12.0mm Yel low Seal DC-05BFFA-QL8MNP DC-05BFMA-QL8MNP

12.1 ~ 14.0mm Blue Seal DC-05BFFA-QL8LNP DC-05BFMA-QL8LNP

Crimp Type, 
For Power Group,
Packing:
Connector With Contacts

Crimp Type,
For Power Group,
Packing:
Connector Without
Contact

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)

Solder Type, 
For Power Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Power Group,
Packing:
Connector With Contacts

Push-in Type,
For Power Group,
Packing:
Connector With Contacts

Plas�c
20A

FF : Female Connector Female Contact
FM : Female Connector Male Contact

5
300 ~ 600V

Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

70.15

26.036
.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page:106~107  



152Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-05AFFM-
QL8F⓫

DCD-05AFMM-
QL8F⓫

DSCD-05AFFM-
QL8F⓫

DSCD-05AFMM-
QL8F⓫

DCD-05AFFM-
QR8F⓫

DCD-05AFMM-
QR8F⓫

DSCD-05AFFM-
QR8F⓫

DSCD-05AFMM-
QR8F⓫

AB-DCD05FL-
DCDFL-QF❿ - AB-DSCD05FL-

DSCDFL-QF❿ -

AB-DCD05FL-
DCDBL-QF❿ - AB-DSCD05FL-

DSCDBL-QF❿ -

- AB-DCD05BL-
DCDBL-QF❿ - AB-DSCD05BL-

DSCDBL-QF❿
AB-DCD05XL-
DCDXL-QF❿

AB-DCD05WL-
DCDWL-QF❿

AB-DSCD05XL-
DSCDXL-QF❿

AB-DSCD05WL-
DSCDWL-QF❿

- AB-DCD05WL-
DCDXL-QF❿ - AB-DSCD05WL-

DSCDXL-QF❿
AB-DCD05FL-
DCDHL-QF❿ - AB-DSCD05FL-

DSCDHL-QF❿ -

- AB-DCD05WL-
DCDUL-QF❿ - AB-DSCD05WL-

DSCDUL-QF❿

AB-DCD05FL-
DCDFR-QF❿ - AB-DSCD05FL-

DSCDFR-QF❿ -

AB-DCD05FL-
DCDBR-QF❿ - AB-DSCD05FL-

DSCDBR-QF❿ -

- AB-DCD05BL-
DCDBR-QF❿ - AB-DSCD05BL-

DSCDBR-QF❿
AB-DCD05XL-
DCDXR-QF❿

AB-DCD05WL-
DCDWR-QF❿

AB-DSCD05XL-
DSCDXR-QF❿

AB-DSCD05WL-
DSCDWR-QF❿

- AB-DCD05WL-
DCDXR-QF❿ - AB-DSCD05WL-

DSCDXR-QF❿

AB-DCD05FR-
DCDBL-QF❿ - AB-DSCD05FR-

DSCDBL-QF❿ -

- AB-DCD05WR-
DCDXL-QF❿ - AB-DSCD05WR-

DSCDXL-QF❿

AB-DCD05FR-
DCDHL-QF❿ - AB-DSCD05FR-

DSCDHL-QF❿ -

- AB-DCD05WR-
DCDUL-QF❿ - AB-DSCD05WR-

DSCDUL-QF❿

AB-DCD05FR-
DCDFR-QF❿ - AB-DSCD05FR-

DSCDFR-QF❿ -

AB-DCD05FR-
DCDBR-QF❿

AB-DCD05BR-
DCDBR-QF❿

AB-DSCD05FR-
DSCDBR-QF❿ -

- - - AB-DSCD05BR-
DSCDBR-QF❿

AB-DCD05XR-
DCDXR-QF❿

AB-DCD05WR-
DCDWR-QF❿

AB-DSCD05XR-
DSCDXR-QF❿

AB-DSCD05WR-
DSCDWR-QF❿

- AB-DCD05WR-
DCDXR-QF❿ - AB-DSCD05WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

Plas�c Metal
20A+5A

300 ~ 600V

MM: Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

5 (3+2)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW153

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD05 WL-
DMD WL-QC❿*

AB-DSMD05 XL-
DSMD XL-QC❿*

AB-DSMD05 WL-
DSMD WL-QC❿*

AB-DMD05 WL-
DMD XL-QC❿*

-
AB-DSMD05 WL-
DSMD XL-QC❿*

AB-DMD05 WL-
DMD UL-QC❿*

-
AB-DSMD05 WL-

DSMD UL-QC❿*

AB-DMD05WL-
DMD WR-QC❿*

AB-DSMD05XL-
DSMD XR-QC❿*

AB-DSMD05 WL-
DSMD WR-QC❿*

AB-DMD05WL-
DMD XR-QC❿*

-
AB-DSMD05WL-

DSMD XR-QC❿*

AB-DMD05 WR-
DMD XL-QC❿*

-
AB-DSMD05 WR-
DSMD XL-QC❿*

AB-DMD05 WR-
DMD UL-QC❿*

-
AB-DSMD05 WR-
DSMD UL-QC❿*

AB-DMD05 WR-
DMD WR-QC❿*

AB-DSMD05 XR-
DSMD XR-QC❿*

AB-DSMD05 WR-
DSMD WR-QC❿*

AB-DMD05 WR-
DMD XR-QC❿*

-
AB-DSMD05 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c Metal
50A+5A

300 ~ 600V

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

5 (3+2)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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154Unrivaled InterConnects for Harsh Environment

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-06AFFM-
QL8C⓫

DCD-06AFMM-
QL8C⓫

DSCD-06AFFM-
QL8C⓫

DSCD-06AFMM-
QL8C⓫

DCD-06AFFM-
QR8C⓫

DCD-06AFMM-
QR8C⓫

DSCD-06AFFM-
QR8C⓫

DSCD-06AFMM-
QR8C⓫

AB-DCD06FL-
DCDFL-QC❿

-
AB-DSCD06FL-
DSCDFL-QC❿

-

AB-DCD06FL-
DCDBL-QC❿

-
AB-DSCD06FL-
DSCDBL-QC❿

-

-
AB-DCD06BL-
DCDBL-QC❿

-
AB-DSCD06BL-
DSCDBL-QC❿

AB-DCD06XL-
DCDXL-QC❿

AB-DCD06WL-
DCDWL-QC❿

AB-DSCD06XL-
DSCDXL-QC❿

AB-DSCD06WL-
DSCDWL-QC❿

-
AB-DCD06WL-
DCDXL-QC❿

-
AB-DSCD06WL-
DSCDXL-QC❿

AB-DCD06FL-
DCDHL-QC❿

-
AB-DSCD06FL-
DSCDHL-QC❿

-

-
AB-DCD06WL-
DCDUL-QC❿

-
AB-DSCD06WL-
DSCDUL-QC❿

AB-DCD06FL-
DCDFR-QC❿

-
AB-DSCD06FL-
DSCDFR-QC❿

-

AB-DCD06FL-
DCDBR-QC❿

-
AB-DSCD06FL-
DSCDBR-QC❿

-

-
AB-DCD06BL-
DCDBR-QC❿

-
AB-DSCD06BL-
DSCDBR-QC❿

AB-DCD06XL-
DCDXR-QC❿

AB-DCD06WL-
DCDWR-QC❿

AB-DSCD06XL-
DSCDXR-QC❿

AB-DSCD06WL-
DSCDWR-QC❿

-
AB-DCD06WL-
DCDXR-QC❿

-
AB-DSCD06WL-
DSCDXR-QC❿

AB-DCD06FR-
DCDBL-QC❿

-
AB-DSCD06FR-
DSCDBL-QC❿

-

-
AB-DCD06WR-
DCDXL-QC❿

-
AB-DSCD06WR-
DSCDXL-QC❿

AB-DCD06FR-
DCDHL-QC❿

-
AB-DSCD06FR-
DSCDHL-QC❿

-

-
AB-DCD06WR-
DCDUL-QC❿

-
AB-DSCD06WR-
DSCDUL-QC❿

AB-DCD06FR-
DCDFR-QC❿

-
AB-DSCD06FR-
DSCDFR-QC❿

-

AB-DCD06FR-
DCDBR-QC❿

AB-DCD06BR-
DCDBR-QC❿

AB-DSCD06FR-
DSCDBR-QC❿

-

- - -
AB-DSCD06BR-
DSCDBR-QC❿

AB-DCD06XR-
DCDXR-QC❿

AB-DCD06WR-
DCDWR-QC❿

AB-DSCD06XR-
DSCDXR-QC❿

AB-DSCD06WR-
DSCDWR-QC❿

-
AB-DCD06WR-
DCDXR-QC❿

-
AB-DSCD06WR-
DSCDXR-QC❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL2157, PVC Jacket
(For Hybrid Group)

UL2157, PVC Jacket
(For Hybrid Group)

Plas�c Metal

300 ~ 600V
20A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

6 (3+3)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0
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62.4

36
.0
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.0
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.0 63.0
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36.0
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61.8 28.8
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36.0
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Amphenol LTW155

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD06 WL-
DMD WL-QC❿*

AB-DSMD06 XL-
DSMD XL-QC❿*

AB-DSMD06 WL-
DSMD WL-QC❿*

AB-DMD06 WL-
DMD XL-QC❿*

-
AB-DSMD06 WL-
DSMD XL-QC❿*

AB-DMD06 WL-
DMD UL-QC❿*

-
AB-DSMD06 WL-
DSMD UL-QC❿*

AB-DMD06 WL-
DMD WR-QC❿*

AB-DSMD06 XL-
DSMD XR-QC❿*

AB-DSMD06 WL-
DSMD WR-

AB-DMD06 WL-
DMD XR-QC❿*

-
AB-DSMD06 WL-
DSMD XR-QC❿*

AB-DMD06 WR-
DMD XL-QC❿*

-
AB-DSMD06 WR-
DSMD XL-QC❿*

AB-DMD06 WR-
DMD UL-QC❿*

-
AB-DSMD06 WR-
DSMD UL-QC❿*

AB-DMD06 WR-
DMD WR-QC❿*

AB-DSMD06 XR-
DSMD XR-QC❿*

AB-DSMD06 WR-
DSMD WR-QC❿*

AB-DMD06 WR-
DMD XR-QC❿*

-
AB-DSMD06 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c

300 ~ 600V

Metal
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

6 (3+3)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0
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36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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156Unrivaled InterConnects for Harsh Environment

Large D Size
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-07AFFM-
QL8F⓫

DCD-07AFMM-
QL8F⓫

DSCD-07AFFM-
QL8F⓫

DSCD-07AFMM-
QL8F⓫

DCD-07AFFM-
QR8F⓫

DCD-07AFMM-
QR8F⓫

DSCD-07AFFM-
QR8F⓫

DSCD-07AFMM-
QR8F⓫

AB-DCD07FL-
DCDFL-QF❿ - AB-DSCD07FL-

DSCDFL-QF❿ -

AB-DCD07FL-
DCDBL-QF❿ - AB-DSCD07FL-

DSCDBL-QF❿ -

- AB-DCD07BL-
DCDBL-QF❿ - AB-DSCD07BL-

DSCDBL-QF❿
AB-DCD07XL-
DCDXL-QF❿

AB-DCD07WL-
DCDWL-QF❿

AB-DSCD07XL-
DSCDXL-QF❿

AB-DSCD07WL-
DSCDWL-QF❿

- AB-DCD07WL-
DCDXL-QF❿ - AB-DSCD07WL-

DSCDXL-QF❿
AB-DCD07FL-
DCDHL-QF❿ - AB-DSCD07FL-

DSCDHL-QF❿ -

- AB-DCD07WL-
DCDUL-QF❿ - AB-DSCD07WL-

DSCDUL-QF❿

AB-DCD07FL-
DCDFR-QF❿ - AB-DSCD07FL-

DSCDFR-QF❿ -

AB-DCD07FL-
DCDBR-QF❿ - AB-DSCD07FL-

DSCDBR-QF❿ -

- AB-DCD07BL-
DCDBR-QF❿ - AB-DSCD07BL-

DSCDBR-QF❿
AB-DCD07XL-
DCDXR-QF❿

AB-DCD07WL-
DCDWR-QF❿

AB-DSCD07XL-
DSCDXR-QF❿

AB-DSCD07WL-
DSCDWR-QF❿

- AB-DCD07WL-
DCDXR-QF❿ - AB-DSCD07WL-

DSCDXR-QF❿

AB-DCD07FR-
DCDBL-QF❿ - AB-DSCD07FR-

DSCDBL-QF❿ -

- AB-DCD07WR-
DCDXL-QF❿ - AB-DSCD07WR-

DSCDXL-QF❿
AB-DCD07FR-
DCDHL-QF❿ - AB-DSCD07FR-

DSCDHL-QF❿ -

- AB-DCD07WR-
DCDUL-QF❿ - AB-DSCD07WR-

DSCDUL-QF❿

AB-DCD07FR-
DCDFR-QF❿ - AB-DSCD07FR-

DSCDFR-QF❿ -

AB-DCD07FR-
DCDBR-QF❿

AB-DCD07BR-
DCDBR-QF❿

AB-DSCD07FR-
DSCDBR-QF❿ -

- - - AB-DSCD07BR-
DSCDBR-QF❿

AB-DCD07XR-
DCDXR-QF❿

AB-DCD07WR-
DCDWR-QF❿

AB-DSCD07XR-
DSCDXR-QF❿

AB-DSCD07WR-
DSCDWR-QF❿

- AB-DCD07WR-
DCDXR-QF❿ - AB-DSCD07WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

300 ~ 600V

Plas�c Metal
20A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

7 (3+4)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)
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Amphenol LTW157

Large D Size

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD07 WL-
DMD WL-QC❿*

AB-DSMD07 XL-
DSMD XL-QC❿*

AB-DSMD07 WL-
DSMD WL-QC❿*

AB-DMD07 WL-
DMD XL-QC❿*

-
AB-DSMD07 WL-
DSMD XL-QC❿*

AB-DMD07 WL-
DMD UL-QC❿*

-
AB-DSMD07 WL-

DSMD UL-QC❿*

AB-DMD07 WL-
DMD WR-QC❿*

AB-DSMD07 XL-
DSMD XR-QC❿*

AB-DSMD07 WL-
DSMD WR-QC❿*

AB-DMD07 WL-
DMD XR-QC❿*

-
AB-DSMD07 WL-

DSMD XR-QC❿*

AB-DMD07 WR-
DMD XL-QC❿*

-
AB-DSMD07 WR-
DSMD XL-QC❿*

AB-DMD07 WR-
DMD UL-QC❿*

-
AB-DSMD07 WR-
DSMD UL-QC❿*

AB-DMD07 WR-
DMD WR-QC❿*

AB-DSMD07 XR-
DSMD XR-QC❿*

AB-DSMD07 WR-
DSMD WR-QC❿*

AB-DMD07 WR-
DMD XR-QC❿*

-
AB-DSMD07 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c

300 ~ 600V

Metal
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

7 (3+4)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 
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*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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158Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-08AFFM-
QL8F⓫

DCD-08AFMM-
QL8F⓫

DSCD-08AFFM-
QL8F⓫

DSCD-08AFMM-
QL8F⓫

DCD-08AFFM-
QR8F⓫

DCD-08AFMM-
QR8F⓫

DSCD-08AFFM-
QR8F⓫

DSCD-08AFMM-
QR8F⓫

AB-DCD08FL-
DCDFL-QF❿ - AB-DSCD08FL-

DSCDFL-QF❿ -

AB-DCD08FL-
DCDBL-QF❿ - AB-DSCD08FL-

DSCDBL-QF❿ -

- AB-DCD08BL-
DCDBL-QF❿ - AB-DSCD08BL-

DSCDBL-QF❿
AB-DCD08XL-
DCDXL-QF❿

AB-DCD08WL-
DCDWL-QF❿

AB-DSCD08XL-
DSCDXL-QF❿

AB-DSCD08WL-
DSCDWL-QF❿

- AB-DCD08WL-
DCDXL-QF❿ - AB-DSCD08WL-

DSCDXL-QF❿
AB-DCD08FL-
DCDHL-QF❿ - AB-DSCD08FL-

DSCDHL-QF❿ -

- AB-DCD08WL-
DCDUL-QF❿ - AB-DSCD08WL-

DSCDUL-QF❿

AB-DCD08FL-
DCDFR-QF❿ - AB-DSCD08FL-

DSCDFR-QF❿ -

AB-DCD08FL-
DCDBR-QF❿ - AB-DSCD08FL-

DSCDBR-QF❿ -

- AB-DCD08BL-
DCDBR-QF❿ - AB-DSCD08BL-

DSCDBR-QF❿
AB-DCD08XL-
DCDXR-QF❿

AB-DCD08WL-
DCDWR-QF❿

AB-DSCD08XL-
DSCDXR-QF❿

AB-DSCD08WL-
DSCDWR-QF❿

- AB-DCD08WL-
DCDXR-QF❿ - AB-DSCD08WL-

DSCDXR-QF❿

AB-DCD08FR-
DCDBL-QF❿ - AB-DSCD08FR-

DSCDBL-QF❿ -

- AB-DCD08WR-
DCDXL-QF❿ - AB-DSCD08WR-

DSCDXL-QF❿

AB-DCD08FR-
DCDHL-QF❿ - AB-DSCD08FR-

DSCDHL-QF❿ -

- AB-DCD08WR-
DCDUL-QF❿ - AB-DSCD08WR-

DSCDUL-QF❿

AB-DCD08FR-
DCDFR-QF❿ - AB-DSCD08FR-

DSCDFR-QF❿ -

AB-DCD08FR-
DCDBR-QF❿

AB-DCD08BR-
DCDBR-QF❿

AB-DSCD08FR-
DSCDBR-QF❿ -

- - - AB-DSCD08BR-
DSCDBR-QF❿

AB-DCD08XR-
DCDXR-QF❿

AB-DCD08WR-
DCDWR-QF❿

AB-DSCD08XR-
DSCDXR-QF❿

AB-DSCD08WR-
DSCDWR-QF❿

- AB-DCD08WR-
DCDXR-QF❿ - AB-DSCD08WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

300 ~ 600V

Plas�c Metal
20A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

8 (3+5)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Ma�ng Pair Page: 117~119  



Amphenol LTW159

Large D Size

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD08 WL-
DMD WL-QC❿*

AB-DSMD08 XL-
DSMD XL-QC❿*

AB-DSMD08 WL-
DSMD WL-QC❿*

AB-DMD08 WL-
DMD XL-QC❿*

-
AB-DSMD08 WL-
DSMD XL-QC❿*

AB-DMD08 WL-
DMD UL-QC❿*

-
AB-DSMD08 WL-

DSMD UL-QC❿*

AB-DMD08 WL-
DMD WR-QC❿*

AB-DSMD08 XL-
DSMD XR-QC❿*

AB-DSMD08 WL-
DSMD WR- QC❿*

AB-DMD08 WL-
DMD XR-QC❿*

-
AB-DSMD08 WL-

DSMD XR-QC❿*

AB-DMD08 WR-
DMD XL-QC❿*

-
AB-DSMD08 WR-
DSMD XL-QC❿*

AB-DMD08 WR-
DMD UL-QC❿*

-
AB-DSMD08 WR-
DSMD UL-QC❿*

AB-DMD08 WR-
DMD WR-QC❿*

AB-DSMD08 XR-
DSMD XR-QC❿*

AB-DSMD08 WR-
DSMD WR- QC❿*

AB-DMD08 WR-
DMD XR-QC❿*

-
AB-DSMD08 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c Metal

300 ~ 600V
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

8 (3+5)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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160Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-09AFFM-
QL8F⓫

DCD-09AFMM-
QL8F⓫

DSCD-09AFFM-
QL8F⓫

DSCD-09AFMM-
QL8F⓫

DCD-09AFFM-
QR8F⓫

DCD-09AFMM-
QR8F⓫

DSCD-09AFFM-
QR8F⓫

DSCD-09AFMM-
QR8F⓫

AB-DCD09FL-
DCDFL-QF❿ - AB-DSCD09FL-

DSCDFL-QF❿ -

AB-DCD09FL-
DCDBL-QF❿ - AB-DSCD09FL-

DSCDBL-QF❿ -

- AB-DCD09BL-
DCDBL-QF❿ - AB-DSCD09BL-

DSCDBL-QF❿
AB-DCD09XL-
DCDXL-QF❿

AB-DCD09WL-
DCDWL-QF❿

AB-DSCD09XL-
DSCDXL-QF❿

AB-DSCD09WL-
DSCDWL-QF❿

- AB-DCD09WL-
DCDXL-QF❿ - AB-DSCD09WL-

DSCDXL-QF❿
AB-DCD09FL-
DCDHL-QF❿ - AB-DSCD09FL-

DSCDHL-QF❿ -

- AB-DCD09WL-
DCDUL-QF❿ - AB-DSCD09WL-

DSCDUL-QF❿

AB-DCD09FL-
DCDFR-QF❿ - AB-DSCD09FL-

DSCDFR-QF❿ -

AB-DCD09FL-
DCDBR-QF❿ - AB-DSCD09FL-

DSCDBR-QF❿ -

- AB-DCD09BL-
DCDBR-QF❿ - AB-DSCD09BL-

DSCDBR-QF❿
AB-DCD09XL-
DCDXR-QF❿

AB-DCD09WL-
DCDWR-QF❿

AB-DSCD09XL-
DSCDXR-QF❿

AB-DSCD09WL-
DSCDWR-QF❿

- AB-DCD09WL-
DCDXR-QF❿ - AB-DSCD09WL-

DSCDXR-QF❿

AB-DCD09FR-
DCDBL-QF❿ - AB-DSCD09FR-

DSCDBL-QF❿ -

- AB-DCD09WR-
DCDXL-QF❿ - AB-DSCD09WR-

DSCDXL-QF❿

AB-DCD09FR-
DCDHL-QF❿ - AB-DSCD09FR-

DSCDHL-QF❿ -

- AB-DCD09WR-
DCDUL-QF❿ - AB-DSCD09WR-

DSCDUL-QF❿

AB-DCD09FR-
DCDFR-QF❿ - AB-DSCD09FR-

DSCDFR-QF❿ -

AB-DCD09FR-
DCDBR-QF❿

AB-DCD09BR-
DCDBR-QF❿

AB-DSCD09FR-
DSCDBR-QF❿ -

- - - AB-DSCD09BR-
DSCDBR-QF❿

AB-DCD09XR-
DCDXR-QF❿

AB-DCD09WR-
DCDWR-QF❿

AB-DSCD09XR-
DSCDXR-QF❿

AB-DSCD09WR-
DSCDWR-QF❿

- AB-DCD09WR-
DCDXR-QF❿ - AB-DSCD09WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

Plas�c Metal

300 ~ 600V
20A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

9 (3+6)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Ma�ng Pair Page: 120~122  



Amphenol LTW161

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD09 WL-
DMD WL-QC❿*

AB-DSMD09 XL-
DSMD XL-QC❿*

AB-DSMD09 WL-
DSMD WL-QC❿*

AB-DMD09 WL-
DMD XL-QC❿*

-
AB-DSMD09 WL-
DSMD XL-QC❿*

AB-DMD09 WL-
DMD UL-QC❿*

-
AB-DSMD09 WL-

DSMD UL-QC❿*

AB-DMD09 WL-
DMD WR-QC❿*

AB-DSMD09 XL-
DSMD XR-QC❿*

AB-DSMD09 WL-
DSMD WR-QC❿*

AB-DMD09 WL-
DMD XR-QC❿*

-
AB-DSMD09 WL-

DSMD XR-QC❿*

AB-DMD09 WR-
DMD XL-QC❿*

-
AB-DSMD09 WR-
DSMD XL-QC❿*

AB-DMD09 WR-
DMD UL-QC❿*

-
AB-DSMD09 WR-
DSMD UL-QC❿*

AB-DMD09 WR-
DMD WR-QC❿*

AB-DSMD09 XR-
DSMD XR-QC❿*

AB-DSMD09 WR-
DSMD WR-QC❿*

AB-DMD09 WR-
DMD XR-QC❿*

-
AB-DSMD09 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c

300 ~ 600V

Metal
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

9 (3+6)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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162Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-10AFFM-
QL8F⓫

DCD-10AFMM-
QL8F⓫

DSCD-10AFFM-
QL8F⓫

DSCD-10AFMM-
QL8F⓫

DCD-10AFFM-
QR8F⓫

DCD-10AFMM-
QR8F⓫

DSCD-10AFFM-
QR8F⓫

DSCD-10AFMM-
QR8F⓫

AB-DCD10 FL-
DCD FL-QF❿ - AB-DSCD10FL-

DSCDFL-QF❿ -

AB-DCD10 FL-
DCD BL-QF❿ - AB-DSCD10FL-

DSCDBL-QF❿ -

- AB-DCD10 BL-
DCD BL-QF❿ - AB-DSCD10BL-

DSCDBL-QF❿
AB-DCD10 XL-
DCD XL-QF❿

AB-DCD10 WL-
DCD WL-QF❿

AB-DSCD10XL-
DSCDXL-QF❿

AB-DSCD10WL-
DSCDWL-QF❿

- AB-DCD10 WL-
DCD XL-QF❿ - AB-DSCD10WL-

DSCDXL-QF❿
AB-DCD10 FL-
DCD HL-QF❿ - AB-DSCD10FL-

DSCDHL-QF❿ -

- AB-DCD10 WL-
DCD UL-QF❿ - AB-DSCD10WL-

DSCDUL-QF❿

AB-DCD10 FL-
DCD FR-QF❿ - AB-DSCD10FL-

DSCDFR-QF❿ -

AB-DCD10 FL-
DCD BR-QF❿ - AB-DSCD10FL-

DSCDBR-QF❿ -

- AB-DCD10 BL-
DCD BR-QF❿ - AB-DSCD10BL-

DSCDBR-QF❿
AB-DCD10 XL-
DCD XR-QF❿

AB-DCD10 WL-
DCD WR-QF❿

AB-DSCD10XL-
DSCDXR-QF❿

AB-DSCD10WL-
DSCDWR-QF❿

- AB-DCD10 WL-
DCD XR-QF❿ - AB-DSCD10WL-

DSCDXR-QF❿

AB-DCD10 FR-
DCD BL-QF❿ - AB-DSCD10FR-

DSCDBL-QF❿ -

- AB-DCD10 WR-
DCD XL-QF❿ - AB-DSCD10WR-

DSCDXL-QF❿

AB-DCD10 FR-
DCD HL-QF❿ - AB-DSCD10FR-

DSCDHL-QF❿ -

- AB-DCD10 WR-
DCD UL-QF❿ - AB-DSCD10WR-

DSCDUL-QF❿

AB-DCD10 FR-
DCD FR-QF❿ - AB-DSCD10FR-

DSCDFR-QF❿ -

AB-DCD10 FR-
DCD BR-QF❿

AB-DCD10 BR-
DCD BR-QF❿

AB-DSCD10FR-
DSCDBR-QF❿ -

- - - AB-DSCD10BR-
DSCDBR-QF❿

AB-DCD10 XR-
DCD XR-QF❿

AB-DCD10 WR-
DCD WR-QF❿

AB-DSCD10XR-
DSCDXR-QF❿

AB-DSCD10WR-
DSCDWR-QF❿

- AB-DCD10 WR-
DCD XR-QF❿ - AB-DSCD10WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

Plas�c Metal

300 ~ 600V
20A+5A

MM: Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

10 (3+7)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Ma�ng Pair Page: 123~125   



Amphenol LTW163

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD10 WL-
DMD WL-QC❿*

AB-DSMD10 XL-
DSMD XL-QC❿*

AB-DSMD10 WL-
DSMD WL-QC❿*

AB-DMD10 WL-
DMD XL-QC❿*

-
AB-DSMD10 WL-
DSMD XL-QC❿*

AB-DMD10 WL-
DMD UL-QC❿*

-
AB-DSMD10 WL-

DSMD UL-QC❿*

AB-DMD10 WL-
DMD WR-QC❿*

AB-DSMD10 XL-
DSMD XR-QC❿*

AB-DSMD10 WL-
DSMD WR-QC❿*

AB-DMD10 WL-
DMD XR-QC❿*

-
AB-DSMD10 WL-

DSMD XR-QC❿*

AB-DMD10 WR-
DMD XL-QC❿*

-
AB-DSMD10 WR-
DSMD XL-QC❿*

AB-DMD10 WR-
DMD UL-QC❿*

-
AB-DSMD10 WR-
DSMD UL-QC❿*

AB-DMD10 WR-
DMD WR-QC❿*

AB-DSMD10 XR-
DSMD XR-QC❿*

AB-DSMD10 WR-
DSMD WR-QC❿*

AB-DMD10 WR-
DMD XR-QC❿*

-
AB-DSMD10 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c Metal

300 ~ 600V
50A+5A

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

10 (3+7)

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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164Unrivaled InterConnects for Harsh Environment

Large D Size 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-11AFFM-
QL8F⓫

DCD-11AFMM-
QL8F⓫

DSCD-11AFFM-
QL8F⓫

DSCD-11AFMM-
QL8F⓫

DCD-11AFFM-
QR8F⓫

DCD-11AFMM-
QR8F⓫

DSCD-11AFFM-
QR8F⓫

DSCD-11AFMM-
QR8F⓫

AB-DCD11FL-
DCDFL-QF❿ - AB-DSCD11FL-

DSCDFL-QF❿ -

AB-DCD11FL-
DCDBL-QF❿ - AB-DSCD11FL-

DSCDBL-QF❿ -

- AB-DCD11BL-
DCDBL-QF❿ - AB-DSCD11BL-

DSCDBL-QF❿
AB-DCD11XL-
DCDXL-QF❿

AB-DCD11WL-
DCDWL-QF❿

AB-DSCD11XL-
DSCDXL-QF❿

AB-DSCD11WL-
DSCDWL-QF❿

- AB-DCD11WL-
DCDXL-QF❿ - AB-DSCD11WL-

DSCDXL-QF❿
AB-DCD11FL-
DCDHL-QF❿ - AB-DSCD11FL-

DSCDHL-QF❿ -

- AB-DCD11WL-
DCDUL-QF❿ - AB-DSCD11WL-

DSCDUL-QF❿

AB-DCD11FL-
DCDFR-QF❿ - AB-DSCD11FL-

DSCDFR-QF❿ -

AB-DCD11FL-
DCDBR-QF❿ - AB-DSCD11FL-

DSCDBR-QF❿ -

- AB-DCD11BL-
DCDBR-QF❿ - AB-DSCD11BL-

DSCDBR-QF❿
AB-DCD11XL-
DCDXR-QF❿

AB-DCD11WL-
DCDWR-QF❿

AB-DSCD11XL-
DSCDXR-QF❿

AB-DSCD11WL-
DSCDWR-QF❿

- AB-DCD11WL-
DCDXR-QF❿ - AB-DSCD11WL-

DSCDXR-QF❿

AB-DCD11FR-
DCDBL-QF❿ - AB-DSCD11FR-

DSCDBL-QF❿ -

- AB-DCD11WR-
DCDXL-QF❿ - AB-DSCD11WR-

DSCDXL-QF❿

AB-DCD11FR-
DCDHL-QF❿ - AB-DSCD11FR-

DSCDHL-QF❿ -

- AB-DCD11WR-
DCDUL-QF❿ - AB-DSCD11WR-

DSCDUL-QF❿

AB-DCD11FR-
DCDFR-QF❿ - AB-DSCD11FR-

DSCDFR-QF❿ -

AB-DCD11FR-
DCDBR-QF❿

AB-DCD11BR-
DCDBR-QF❿

AB-DSCD11FR-
DSCDBR-QF❿ -

- - - AB-DSCD11BR-
DSCDBR-QF❿

AB-DCD11XR-
DCDXR-QF❿

AB-DCD11WR-
DCDWR-QF❿

AB-DSCD11XR-
DSCDXR-QF❿

AB-DSCD11WR-
DSCDWR-QF❿

- AB-DCD11WR-
DCDXR-QF❿ - AB-DSCD11WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

Plas�c Metal
20A+5A

11 (3+8)
300 ~ 600V

MM: Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW165

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD11 WL-
DMD WL-QC❿*

AB-DSMD11 XL-
DSMD XL-QC❿*

AB-DSMD11 WL-
DSMD WL-QC❿*

AB-DMD11 WL-
DMD XL-QC❿*

-
AB-DSMD11 WL-
DSMD XL-QC❿*

AB-DMD11 WL-
DMD UL-QC❿*

-
AB-DSMD11 WL-

DSMD UL-QC❿*

AB-DMD11 WL-
DMD WR-QC❿*

AB-DSMD11 XL-
DSMD XR-QC❿*

AB-DSMD11 WL-
DSMD WR-QC❿*

AB-DMD11 WL-
DMD XR-QC❿*

-
AB-DSMD11 WL-

DSMD XR-QC❿*

AB-DMD11 WR-
DMD XL-QC❿*

-
AB-DSMD11 WR-
DSMD XL-QC❿*

AB-DMD11 WR-
DMD UL-QC❿*

-
AB-DSMD11 WR-
DSMD UL-QC❿*

AB-DMD11 WR-
DMD WR-QC❿*

AB-DSMD11 XR-
DSMD XR-QC❿*

AB-DSMD11 WR-
DSMD WR-QC❿*

AB-DMD11 WR-
DMD XR-QC❿*

-
AB-DSMD11 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c Metal
50A+5A

11 (3+8)
300 ~ 600V

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND

Overmolded With Cable Double Ended (Right Angle To Right Angle, Push Lock, IP68)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

Overmolded With Cable Double Ended (Right Angle To Straight, Push Lock, IP68)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

Overmolded With Cable Double Ended (Straight To Right Angle, Push Lock, IP68)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

Overmolded With Cable Double Ended (Straight to Straight, Push Lock, IP68)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1
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166Unrivaled InterConnects for Harsh Environment

Large D Size 

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FM FF FM

-
DSD-12AFFM-

QL8D⓫
DSD-12AFMM-

QL8D⓫

-
DSD-12AFFM-

QR8D⓫
DSD-12AFMM-

QR8D⓫

-
AB-DSD12FL-
DSD FL-QD❿

-

-
AB-DSD12FL-
DSD BL-QD❿

-

AB-DD12BL-
DD BL-QD❿

-
AB-DSD12BL-
DSD BL-QD❿

-
AB-DSD12FL-
DSD HL-QD❿

-

-
AB-DSD12FL-
DSD FR-QD❿

-

-
AB-DSD12FL-

DSD BR-QD❿
-

AB-DD12BL-
DD BR-QD❿

-
AB-DSD12BL-
DSD BR-QD❿

-
AB-DSD12FR-
DSD BL-QD❿

-

-
AB-DSD12FR-
DSD HL-QD❿

-

-
AB-DSD12FR-
DSD FR-QD❿

-

AB-DD12F R-
DD BR-QD❿

AB-DSD12FR-
DSD BR-QD❿

-

- -
AB-DSD12BR-
DSD BR-QD❿

End1: (F) FF | End2: (F) FF

End1: (F) FM | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

UL21388, PVC Jacket
(For Data  Group)

UL21388, PVC Jacket
(For Data  Group)

Plas�c Metal
5A

12
300 ~ 600V

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF 

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0
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.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4
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.0

61.8 28.8
28.8
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.0

47.4

36.0
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63
.0

47.4

36.0
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36.0
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Amphenol LTW167

Large D Size Metal 

70.15

26.036
.0

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FM FF FM

Al l  Sea ls
DD-12BFMG-

QL8AP0 *
DSD-12B FFG-

QL8AP0
DSD-12B FMG-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BFMG-

QL8SP0 *
DSD-12B FFG-

QL8SP0
DSD-12B FMG-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BFMG-

QL8MP0 *
DSD-12B FFG-

QL8MP0
DSD-12B FMG-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BFMG-

QL8LP0 *
DSD-12B FFG-

QL8LP0
DSD-12B FMG-

QL8LP0

Al l  Sea ls
DD-12BFMB-

QL8AP0 *
DSD-12B FFB-

QL8AP0
DSD-12B FMB-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BFMB-

QL8SP0 *
DSD-12B FFB-

QL8SP0
DSD-12B FMB-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BFMB-

QL8MP0 *
DSD-12B FFB-

QL8MP0
DSD-12B FMB-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BFMB-

QL8LP0 *
DSD-12B FFB-

QL8LP0
DSD-12B FMB-

QL8LP0

Al l  Sea ls
DD-12BFME-

QL8AP0 *
DSD-12B FFE-

QL8AP0
DSD-12B FME-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BFME-

QL8SP0 *
DSD-12B FFE-

QL8SP0
DSD-12B FME-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BFME-

QL8MP0 *
DSD-12B FFE-

QL8MP0
DSD-12B FME-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BFME-

QL8LP0 *
DSD-12B FFE-

QL8LP0
DSD-12B FME-

QL8LP0

Al l  Sea ls
DD-12BFMA-

QL8AP0
DSD-12B FFA-

QL8AP0
DSD-12B FMA-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-12BFMA-

QL8SP0
DSD-12B FFA-

QL8SP0
DSD-12B FMA-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-12BFMA-

QL8MP0
DSD-12B FFA-

QL8MP0
DSD-12B FMA-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-12BFMA-

QL8LP0
DSD-12B FFA-

QL8LP0
DSD-12B FMA-

QL8LP0

Al l  Sea ls
DD-12BFMA-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-12BFMA-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-12BFMA-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-12BFMA-

QL8LN0
- -

Crimp Type, 
For Data  Group,
Packing:
Connector With Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type, 
For Data  Group,
Packing:
Connector With Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Push-in Type, 
For Data  Group,
Packing:
Connector With Contacts

Plas�c Metal
5A

12
300 ~ 600V

FF : Female Connector Female Contact
FM : Female Connector Male Contact

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 129~130  



168Unrivaled InterConnects for Harsh Environment

Large D Size Metal 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DCD-12AFFM-
QL8F⓫

DCD-12AFMM-
QL8F⓫

DSCD-12AFFM-
QL8F⓫

DSCD-12AFMM-
QL8F⓫

DCD-12AFFM-
QR8F⓫

DCD-12AFMM-
QR8F⓫

DSCD-12AFFM-
QR8F⓫

DSCD-12AFMM-
QR8F⓫

AB-DCD12FL-
DCDFL-QF❿ - AB-DSCD12FL-

DSCDFL-QF❿ -

AB-DCD12FL-
DCDBL-QF❿ - AB-DSCD12FL-

DSCDBL-QF❿ -

- AB-DCD12BL-
DCDBL-QF❿ - AB-DSCD12BL-

DSCDBL-QF❿
AB-DCD12XL-
DCDXL-QF❿

AB-DCD12WL-
DCDWL-QF❿

AB-DSCD12XL-
DSCDXL-QF❿

AB-DSCD12WL-
DSCDWL-QF❿

- AB-DCD12WL-
DCDXL-QF❿ - AB-DSCD12WL-

DSCDXL-QF❿
AB-DCD12FL-
DCDHL-QF❿ - AB-DSCD12FL-

DSCDHL-QF❿ -

- AB-DCD12WL-
DCDUL-QF❿ - AB-DSCD12WL-

DSCDUL-QF❿

AB-DCD12FL-
DCDFR-QF❿ - AB-DSCD12FL-

DSCDFR-QF❿ -

AB-DCD12FL-
DCDBR-QF❿ - AB-DSCD12FL-

DSCDBR-QF❿ -

- AB-DCD12BL-
DCDBR-QF❿ - AB-DSCD12BL-

DSCDBR-QF❿
AB-DCD12XL-
DCDXR-QF❿

AB-DCD12WL-
DCDWR-QF❿

AB-DSCD12XL-
DSCDXR-QF❿

AB-DSCD12WL-
DSCDWR-QF❿

- AB-DCD12WL-
DCDXR-QF❿ - AB-DSCD12WL-

DSCDXR-QF❿

AB-DCD12FR-
DCDBL-QF❿ - AB-DSCD12FR-

DSCDBL-QF❿ -

- AB-DCD12WR-
DCDXL-QF❿ - AB-DSCD12WR-

DSCDXL-QF❿

AB-DCD12FR-
DCDHL-QF❿ - AB-DSCD12FR-

DSCDHL-QF❿ -

- AB-DCD12WR-
DCDUL-QF❿ - AB-DSCD12WR-

DSCDUL-QF❿

AB-DCD12FR-
DCDFR-QF❿ - AB-DSCD12FR-

DSCDFR-QF❿ -

AB-DCD12FR-
DCDBR-QF❿ - AB-DSCD12FR-

DSCDBR-QF❿ -

- - - AB-DSCD12BR-
DSCDBR-QF❿

AB-DCD12XR-
DCDXR-QF❿

AB-DCD12WR-
DCDWR-QF❿

AB-DSCD12XR-
DSCDXR-QF❿

AB-DSCD12WR-
DSCDWR-QF❿

- AB-DCD12WR-
DCDXR-QF❿ - AB-DSCD12WR-

DSCDXR-QF❿

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact
End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

UL21996, PVC Jacket
(For Hybrid Group)

UL21996, PVC Jacket
(For Hybrid Group)

Plas�c Metal
20A+5A

12 (3+9)

MM: Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M 

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

Ma�ng Pair Page: 131~133  



Amphenol LTW169

Large D Size Metal 

Circular Flange 
(D Cut) 

Panel Cut OutNo of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment

AB-DMD12 WL-
DMD WL-QC❿*

AB-DSMD12 XL-
DSMD XL-QC❿*

AB-DSMD12 WL-
DSMD WL-QC❿*

AB-DMD12 WL-
DMD XL-QC❿*

-
AB-DSMD12 WL-
DSMD XL-QC❿*

AB-DMD12 WL-
DMD UL-QC❿*

-
AB-DSMD12 WL-

DSMD UL-QC❿*

AB-DMD12 WL-
DMD WR-QC❿*

AB-DSMD12 XL-
DSMD XR-QC❿*

AB-DSMD12 WL-
DSMD WR-QC❿*

AB-DMD12 WL-
DMD XR-QC❿*

-
AB-DSMD12 WL-

DSMD XR-QC❿*

AB-DMD12 WR-
DMD XL-QC❿*

-
AB-DSMD12 WR-
DSMD XL-QC❿*

AB-DMD12 WR-
DMD UL-QC❿*

-
AB-DSMD12 WR-
DSMD UL-QC❿*

AB-DMD12 WR-
DMD WR-QC❿*

AB-DSMD12 XR-
DSMD XR-QC❿*

AB-DSMD12 WR-
DSMD WR-QC❿*

AB-DMD12 WR-
DMD XR-QC❿*

-
AB-DSMD12 WR-
DSMD XR-QC❿*

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Female+Male Contact

End1: Female Conn Female+Male Contact
End2: Female Conn Male+Female Contact

End1: Female Conn Female+Male Contact
End2: Male Conn Female+Male Contact

Plas�c Metal
50A+5A

12 (3+9)

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND

300 ~ 600V

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M  

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (W) F/F+M, (X) F/M+F, (U) M/F+M 

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 131~133 



170Unrivaled InterConnects for Harsh Environment

Large D Size Metal 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DD-14AFFM-
QL8D⓫

DD-14AFMM-
QL8D⓫

DSD-14AFFM-
QL8D⓫

DSD-14AFMM-
QL8D⓫

DD-14AFFM-
QR8D⓫

DD-14AFMM-
QR8D⓫

DSD-14AFFM-
QR8D⓫

DSD-14AFMM-
QR8D⓫

AB-DD14FL-
DD FL-QD❿

-
AB-DSD14FL-
DSD FL-QD❿

-

AB-DD14FL-
DD BL-QD❿

-
AB-DSD14FL-
DSD BL-QD❿

-

-
AB-DD14BL-
DD BL-QD❿

AB-DSD14BL-
DSD BL-QD❿

AB-DD14FL-
DD HL-QD❿

-
AB-DSD14FL-
DSD HL-QD❿

-

AB-DD14FL-
DD FR-QD❿

-
AB-DSD14FL-
DSD FR-QD❿

-

AB-DD14FL-
DD BR-QD❿

-
AB-DSD14FL-

DSD BR-QD❿
-

-
AB-DD14BL-
DD BR-QD❿

-
AB-DSD14BL-
DSD BR-QD❿

AB-DD14FR-
DD BL-QD❿

-
AB-DSD14FR-
DSDBL-QD ❿

-

AB-DD14FR-
DD HL-QD❿

-
AB-DSD14FR-
DSDHL-QD❿

-

AB-DD14FR-
DD FR-QD❿

-
AB-DSD14FR-
DSD FR-QD❿

-

AB-DD14FR-
DD BR-QD❿

AB-DD14BR-
DD BR-QD❿

AB-DSD14FR-
DSD BR-QD❿

-

- - -
AB-DSD14BR-
DSD BR-QD❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

UL21388, PVC Jacket
(For Data  Group)

UL21388, PVC Jacket
(For Data  Group)

5A
Plas�c Metal

14

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND 

300 ~ 600V

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW171

Large D Size Metal 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

Al l  Sea ls
DD-14BFFG-

QL8AP0 *
DD-14BFMG-

QL8AP0 *
DSD-14B FFG-

QL8AP0
DSD-14B FMG-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BFFG-

QL8SP0 *
DD-14BFMG-

QL8SP0 *
DSD-14B FFG-

QL8SP0
DSD-14B FMG-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BFFG-

QL8MP0 *
DD-14BFMG-

QL8MP0 *
DSD-14B FFG-

QL8MP0
DSD-14B FMG-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BFFG-

QL8LP0 *
DD-14BFMG-

QL8LP0 *
DSD-14B FFG-

QL8LP0
DSD-14B FMG-

QL8LP0

Al l  Sea ls
DD-14BFFB-

QL8AP0 *
DD-14BFMB-

QL8AP0 *
DSD-14B FFB-

QL8AP0
DSD-14B FMB-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BFFB-

QL8SP0 *
DD-14BFMB-

QL8SP0 *
DSD-14B FFB-

QL8SP0
DSD-14B FMB-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BFFB-

QL8MP0 *
DD-14BFMB-

QL8MP0 *
DSD-14B FFB-

QL8MP0
DSD-14B FMB-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BFFB-

QL8LP0 *
DD-14BFMB-

QL8LP0 *
DSD-14B FFB-

QL8LP0
DSD-14B FMB-

QL8LP0

Al l  Sea ls
DD-14BFFE-

QL8AP0 *
DD-14BFME-

QL8AP0 *
DSD-14B FFE-

QL8AP0
DSD-14B FME-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BFFE-

QL8SP0 *
DD-14BFME-

QL8SP0 *
DSD-14B FFE-

QL8SP0
DSD-14B FME-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BFFE-

QL8MP0 *
DD-14BFME-

QL8MP0 *
DSD-14B FFE-

QL8MP0
DSD-14B FME-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BFFE-

QL8LP0 *
DD-14BFME-

QL8LP0 *
DSD-14B FFE-

QL8LP0
DSD-14B FME-

QL8LP0

Al l  Sea ls
DD-14BFFA-

QL8AP0
DD-14BFMA-

QL8AP0
DSD-14B FFA-

QL8AP0
DSD-14B FMA-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-14BFFA-

QL8SP0
DD-14BFMA-

QL8SP0
DSD-14B FFA-

QL8SP0
DSD-14B FMA-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-14BFFA-

QL8MP0
DD-14BFMA-

QL8MP0
DSD-14B FFA-

QL8MP0
DSD-14B FMA-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-14BFFA-

QL8LP0
DD-14BFMA-

QL8LP0
DSD-14B FFA-

QL8LP0
DSD-14B FMA-

QL8LP0

Al l  Sea ls
DD-14BFFA-

QL8AN0
DD-14BFMA-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-14BFFA-

QL8SN0
DD-14BFMA-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-14BFFA-

QL8MN0
DD-14BFMA-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-14BFFA-

QL8LN0
DD-14BFMA-

QL8LN0
- -

Crimp Type, IP68,
For Data  Group,
Packing:
Connector With 
Contacts

Crimp Type, IP68,
For Data  Group,
Packing:
Connector Without
Contacts

Field Installable (Straight, Without Strain Relief, Push Lock)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With Contacts

Solder Type, IP68,
For Data  Group,
Packing:
Connector With 
Contacts

Screw-in Type, IP68,
For Data  Group,
Packing:
Connector With 
Contacts

Push-in Type, IP68,
For Data  Group,
Packing:
Connector With 
Contacts

5A
Plas�c Metal

14

FF : Female Connector Female Contact
FM : Female Connector Male Contact

300 ~ 600V

70.15

26.036
.0

Circular Flange 
(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 134~135   



172Unrivaled InterConnects for Harsh Environment

Large D Size Metal 
No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

DD-18AFFM-
QL8D⓫

DD-18AFMM-
QL8D⓫

DSD-18AFFM-
QL8D⓫

DSD-18AFMM-
QL8D⓫

DD-18AFFM-
QR8D⓫

DD-18AFMM-
QR8D⓫

DSD-18AFFM-
QR8D⓫

DSD-18AFMM-
QR8D⓫

AB-DD18FL-
DD FL-QD❿

-
AB-DSD18FL-
DSD FL-QD❿

-

AB-DD18FL-
DD BL-QD❿

-
AB-DSD18FL-
DSD BL-QD❿

-

-
AB-DD18BL-
DD BL-QD❿

-
AB-DSD18BL-
DSD BL-QD❿

AB-DD18FL-
DD HL-QD❿

-
AB-DSD18FL-
DSD HL-QD❿

-

AB-DD18FL-
DD FR-QD❿

-
AB-DSD18FL-
DSD FR-QD❿

-

AB-DD18FL-
DD BR-QD❿

-
AB-DSD18FL-

DSD BR-QD❿
-

-
AB-DD18BL-
DD BR-QD❿

-
AB-DSD18BL-
DSD BR-QD❿

AB-DD18FR-
DD BL-QD❿

-
AB-DSD18FR-
DSD BL-QD❿

-

AB-DD18FR-
DD HL-QD❿

-
AB-DSD18FR-
DSD HL-QD❿

-

AB-DD18FR-
DD FR-QD❿

-
AB-DSD18FR-
DSD FR-QD❿

-

AB-DD18FR-
DD BR-QD❿

AB-DD18BR-
DD BR-QD❿

AB-DSD18FR-
DSD BR-QD❿

-

- - -
AB-DSD18BR-
DSD BR-QD❿

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

UL21388, PVC Jacket
(For Data  Group)

UL21388, PVC Jacket
(For Data  Group)

5A
Plas�c Metal

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F : Male PWD + Female GND, F+M: Female PWD + Male GND

18
300 ~ 600V

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender: (F) FF, (B) FM, (H) MF

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

63.0

47.436
.0

62.4

36
.0

62.4

36
.0

63
.0

47.4

36.0

62.4

36
.0 63.0

47.4

36.0

62.4

36
.0

61.8 28.8
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

62.4

36.0
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Amphenol LTW173

Large D Size 

70.15

26.036
.0

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment FF FM FF FM

Al l  Sea ls
DD-18BFFG-

QL8AP0 *
DD-18BFMG-

QL8AP0 *
DSD-18B FFG-

QL8AP0
DSD-18B FMG-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BFFG-

QL8SP0 *
DD-18BFMG-

QL8SP0 *
DSD-18B FFG-

QL8SP0
DSD-18B FMG-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BFFG-

QL8MP0 *
DD-18BFMG-

QL8MP0 *
DSD-18BFFG-

QL8MP0
DSD-18BFMG-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BFFG-

QL8LP0 *
DD-18BFMG-

QL8LP0 *
DSD-18B FFG-

QL8LP0
DSD-18B FMG-

QL8LP0

Al l  Sea ls
DD-18BFFB-

QL8AP0 *
DD-18BFMB-

QL8AP0 *
DSD-18B FFB-

QL8AP0
DSD-18B FMB-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BFFB-

QL8SP0 *
DD-18BFMB-

QL8SP0 *
DSD-18B FFB-

QL8SP0
DSD-18B FMB-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BFFB-

QL8MP0 *
DD-18BFMB-

QL8MP0 *
DSD-18B FFB-

QL8MP0
DSD-18B FMB-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BFFB-

QL8LP0 *
DD-18BFMB-

QL8LP0 *
DSD-18B FFB-

QL8LP0
DSD-18B FMB-

QL8LP0

Al l  Sea ls
DD-18BFFE-

QL8AP0 *
DD-18BFME-

QL8AP0 *
DSD-18B FFE-

QL8AP0
DSD-18B FME-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BFFE-

QL8SP0 *
DD-18BFME-

QL8SP0 *
DSD-18B FFE-

QL8SP0
DSD-18B FME-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BFFE-

QL8MP0 *
DD-18BFME-

QL8MP0 *
DSD-18B FFE-

QL8MP0
DSD-18B FME-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BFFE-

QL8LP0 *
DD-18BFME-

QL8LP0 *
DSD-18B FFE-

QL8LP0
DSD-18B FME-

QL8LP0

Al l  Sea ls
DD-18BFFA-

QL8AP0
DD-18BFMA-

QL8AP0
DSD-18B FFA-

QL8AP0
DSD-18B FMA-

QL8AP0

8.0 ~ 10.0mm Red Seal
DD-18BFFA-

QL8SP0
DD-18BFMA-

QL8SP0
DSD-18B FFA-

QL8SP0
DSD-18B FMA-

QL8SP0

10.1 ~ 12.0mm Yel low Seal
DD-18BFFA-

QL8MP0
DD-18BFMA-

QL8MP0
DSD-18B FFA-

QL8MP0
DSD-18B FMA-

QL8MP0

12.1 ~ 14.0mm Blue Seal
DD-18BFFA-

QL8LP0
DD-18BFMA-

QL8LP0
DSD-18B FFA-

QL8LP0
DSD-18B FMA-

QL8LP0

Al l  Sea ls
DD-18BFFA-

QL8AN0
DD-18BFMA-

QL8AN0
- -

8.0 ~ 10.0mm Red Seal
DD-18BFFA-

QL8SN0
DD-18BFMA-

QL8SN0
- -

10.1 ~ 12.0mm Yel low Seal
DD-18BFFA-

QL8MN0
DD-18BFMA-

QL8MN0
- -

12.1 ~ 14.0mm Blue Seal
DD-18BFFA-

QL8LN0
DD-18BFMA-

QL8LN0
- -

Crimp Type, 
For Data  Group,
Packing:
Connector With 
Contacts

Crimp Type, 
For Data  Group,
Packing:
Connector Without
Contacts

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on: Connector With

Solder Type, 
For Data  Group,
Packing:
Connector With 
Contacts

Screw-in Type, 
For Data  Group,
Packing:
Connector With 
Contacts

Push-in Type,
For Data  Group,
Packing:
Connector With 
Contacts

5A
Plas�c Metal

MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact
M+F: Male PWD + Female GND
F+M: Female PWD + Male GND 

18
300 ~ 600VCircular Flange 

(D Cut) 

Panel Cut Out

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 136~137   



174Unrivaled InterConnects for Harsh Environment

Plas�c / Metal
FF FM FF FM

DD-78AFFM-
QL8D⓫*

DD-78AFMM-
QL8D⓫*

DSD-78AFFM-
QL8D⓫*

DSD-78AFMM-
QL8D⓫*

DD-78AFFM-
QR8D⓫*

DD-78AFMM-
QR8D⓫*

DSD-78AFFM-
QR8D⓫*

DSD-78AFMM-
QR8D⓫*

Al l  Sea ls
DD-78BFFG-

QL8AP0*
DD-78BFMG-

QL8AP0*
DSD-78BFFG-

QL8AP0*
DSD-78BFMG-

QL8AP0*

8.0 ~ 10.0mm Red Seal
DD-78BFFG-

QL8SP0*
DD-78BFMG-

QL8SP0*
DSD-78BFFG-

QL8SP0*
DSD-78BFMG-

QL8SP0*
10.1 ~ 12.0mm Yel low
Seal

DD-78BFFG-
QL8MP0*

DD-78BFMG-
QL8MP0*

DSD-78BFFG-
QL8MP0*

DSD-78BFMG-
QL8MP0*

12.1 ~ 14.0mm Blue
Seal

DD-78BFFG-
QL8LP0*

DD-78BFMG-
QL8LP0*

DSD-78BFFG-
QL8LP0*

DSD-78BFMG-
QL8LP0*

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated) 
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm  
Packing Op�on: Connector

Solder Type,
For Data  Group,
Packing: Connector With
Contacts

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket
(For Data  Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket
(For Data  Group)

Pin Assignment
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM : Female Connector Male Contact

0.5A
Plas�c Metal

Nominal Current
Rated Voltage (AC/DC) 60V

78No of Contacts

Large D Size 

63.0

47.436
.0

62.4

36
.0

70.15

26.036
.0

Ma�ng Pair Page: 138~139   



Amphenol LTW175

No of Contacts
Rated Voltage (AC/DC)
Nominal Current
Plas�c / Metal
Pin Assignment
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM : Female Connector Male Contact

AB-DD78FL-
DDFL-QD❿*

-
AB-DSD78FL-

DSDFL-QD❿*
-

AB-DD78FL-
DDBL-QD❿*

-
AB-DSD78FL-

DSDBL-QD❿*
-

-
AB-DD78BL-

DDBL-QD❿*
-

AB-DSD78BL-
DSDBL-QD❿*

AB-DD78FL-
DDHL-QD❿*

-
AB-DSD78FL-

DSDHL-QD❿*
-

AB-DD78FL-
DDFR-QD❿*

-
AB-DSD78FL-

DSDFR-QD❿*
-

AB-DD78FL-
DDBR-QD❿*

-
AB-DSD78FL-

DSDBR-QD❿*
-

-
AB-DD78BL-

DDBR-QD❿*
-

AB-DSD78BL-
DSDBR-QD❿*

AB-DD78FR-
DDBL-QD❿*

-
AB-DSD78FR-

DSDBL-QD❿*
-

AB-DD78FR-
DDHL-QD❿*

-
AB-DSD78FR-

DSDHL-QD❿*
-

AB-DD78FR-
DDFR-QD❿*

-
AB-DSD78FR-

DSDFR-QD❿*
-

AB-DD78FR-
DDBR-QD❿*

AB-DD78BR-
DDBR-QD❿*

AB-DSD78FR-
DSDBR-QD❿*

-

- - -
AB-DSD78BR-

DSDBR-QD❿*

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF 

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF 

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF 

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

0.5A
Plas�c Metal

78
60V

Large D Size 

62.4

36
.0

62.4

36
.0

61.8 28.8

36.0

62.4

36
.0 63.0

47.4

63
.0

47.4

36.0

62.4

36.0
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1

ø2
3.

6±
0.

1

Ma�ng Pair Page: 138~139  

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths



176Unrivaled InterConnects for Harsh Environment

Plas�c / Metal
MM/FF MF/FM MM/FF MF/FM

DD-100AFFM-
QL8D⓫*

DD-100AFMM-
QL8D⓫*

DSD-100AFFM-
QL8D⓫*

DSD-100AFMM-
QL8D⓫*

DD-100AFFM-
QR8D⓫*

DD-100AFMM-
QR8D⓫*

DSD-100AFFM-
QR8D⓫*

DSD-100AFMM-
QR8D⓫*

All Seals
DD-100BFFG-

QL8AP0*
DD-100BFMG-

QL8AP0*
DSD-100BFFG-

QL8AP0*
DSD-100BFMG-

QL8AP0*

8.0 ~ 10.0mm Red Seal
DD-100BFFG-

QL8SP0*
DD-100BFMG-

QL8SP0*
DSD-100BFFG-

QL8SP0*
DSD-100BFMG-

QL8SP0*

10.1 ~ 12.0mm Yellow Seal
DD-100BFFG-

QL8MP0*
DD-100BFMG-

QL8MP0*
DSD-100FFG-

QL8MP0*
DSD-100FMG-

QL8MP0*

12.1 ~ 14.0mm Blue Seal
DD-100BFFG-

QL8LP0*
DD-100BFMG-

QL8LP0*
DSD-100BFFG-

QL8LP0*
DSD-100BFMG-

QL8LP0*

100
Rated Voltage (AC/DC)
No of Contacts

60V
Nominal Current 0.5A

Plas�c
Pin Assignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

Metal

RIGHT ANGLE, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket
(For Data Group)

STRAIGHT, Overmolded Cable Assembly, Free Cable End, With Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm 1)

UL21388, PVC Jacket
(For Data Group)

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 15 kgf.cm | Recommended Cable O.D.: (Red Seal) 4.0 ~ 6.0mm, (Blue Seal) 6.1 ~ 8.0mm | Packing Op�on:

Solder Type, For Data
Group, Packing: Connector
With Contacts

Large D Size Ma�ng Pair Page: 140~141 

63.0

47.436
.0

62.4

36
.0

70.15

26.036
.0



Amphenol LTW177

Large D Size Ma�ng Pair Page: 140~141

Plas�c / Metal
MM/FF MF/FM MM/FF MF/FM

AB-DD100FL-
DDFL-QD❿*

-
AB-DSD100FL-
DSDFL-QD❿*

-

AB-DD100FL-
DDBL-QD❿*

-
AB-DSD100FL-
DSDBL-QD❿*

-

AB-DD100FL-
DDHL-QD❿*

-
AB-DSD100FL-
DSDHL-QD❿*

-

-
AB-DD100BL-
DDBL-QD❿*

-
AB-DSD100BL-
DSDBL-QD❿*

AB-DD100FL-
DDFR-QD❿*

-
AB-DSD100FL-
DSDFR-QD❿*

-

AB-DD100FL-
DDBR-QD❿*

-
AB-DSD100FL-
DSDBR-QD❿*

-

-
AB-DD100BL-
DDBR-QD❿*

-
AB-DSD100BL-
DSDBR-QD❿*

AB-DD100FR-
DDBL-QD❿*

-
AB-DSD100FR-
DSDBL-QD❿*

-

AB-DD100FR-
DDHL-QD❿*

-
AB-DSD100FR-
DSDHL-QD❿*

-

AB-DD100FR-
DDFR-QD❿*

-
AB-DSD100FR-
DSDFR-QD❿*

-

AB-DD100FR-
DDBR-QD❿*

AB-DD100BR-
DDBR-QD❿*

AB-DSD100FR-
DSDBR-QD❿*

-

- - -
AB-DSD100BR-
DSDBR-QD❿*

100
Rated Voltage (AC/DC)
No of Contacts

60V
Nominal Current 0.5A

Plas�c
Pin Assignment
MM: Male Connector Male Contact
FF: Female Connector Female Contact
MF: Male Connector Female Contact
FM: Female Connector Male Contact

Metal

STRAIGHT-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-RIGHT ANGLE, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F

End1: (F) FF | End2: (F) FF

End1: (F) FF | End2: (B) FM

End1: (B) FM | End2: (B) FM

RIGHT ANGLE-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, Push Lock, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector/Contact Gender: (F) FF, (B) FM, (H) MF, (W) F/F+M, (X) F/M+F, (U) M/F+M

End1: (F) FF | End2: (B) FM

End1: (F) FF | End2: (H) MF

*Upon Request
 ¹⁾ Standard Lengths: 1M, 2M, 3M, 5M and 10M. Higher MOQ Might Be Required For Non-Standard Lengths

62.4

36
.0

62.4

36
.0

61.8 28.8

36.0

62.4

36
.0 63.0

47.4

63
.0

47.4

36.0

62.4

36.0
28.8

63
.0

47.4

36.0

61.8

63
.0

47.4

36.0

Circular Flange 
(D Cut) 

Panel Cut Out

25.6±0.1
ø2

3.
6±

0.
1



178Unrivaled InterConnects for Harsh Environment

Accessories Large D Size

❺ For Connector 1
❻ For Connector 2
❼ For Connector 3
Choose Connector / Contacts Gender:
(M): Male + Male
(F): Female + Female
(H): Male + Female
(B): Female + Male

1

2 3

❸None (MA) / With Rubber Lead (PC)
❹None (MA) / With Fish Line (CD)
❺None (A) / With Fish Line (D)

More to choose: 

20AWG 22AWG

ALTW

12AWG 14AWG

ALTW

16AWG 18AWG

ALTW

5A 10A/20A Crimp Tool

T Adaptor 

Waterproof Cap

Contacts & Crimp Tool

I Adaptor Terminator

Customiza�on - Upon Request

For Ma�ng With Male

For Ma�ng With Female

None

None With Fish Line

With Rubber Lead With Fish Line

*Upon Request

❶ Current Ra�ng:
(DD) 5A*    
(DC) 20A 
(DSD) 5A, Metal Shielded*        

Nominal Current No. of Contacts Ma�ng style Part Number More Op�ons

20A(DC) 02, 03, 04, 05 Push Lock AB-DC-❷❷❷-HBH-TQ001 AB-❶-❷❷❷-❺❻❼-TQ001

Size Ma�ng Part Gender of Ma�ng Part Ma�ng Style Part Number

Receptacle Male
CAP-WADMQ❸1

CAP-WADMQ❸2 (Hybrid)
Female CAP-WADFQ❹1

Male
CAP-WADMQM❺1

CAP-WADMQM❺2 (Hybrid)

D Size Push Lock
Overmolded with Cable

Nominal Current Contact Gender Part Number Packages❻ Crimp Tool

Male ASSP-05-M-A-C-❻

Female ASSP-05-F-A-C-❻

Male ASSP-20-M-A-C-❻

Female ASSP-20-F-A-C-❻

5A
P/N: ASST-C-05-W-A

(22 ~ 20AWG | 0.34 ~ 0.50mm2)

            (SA) 50pcs / Box
            (SB) 100pcs / Box
            (RE) 5A 3,000pcs / Reel
                    10A 3,000pcs / Reel
                    20A 2,000pcs / Reel

20A
P/N: ASST-C-20-W-C

(14 ~ 12AWG | 2.50 ~ 4.00mm2)

Y Adaptor T Cable
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Macro E Size

Circular Flange (D Cut) 

Panel Cut Out

28.9

ø3
0.

3

No of Contacts 4 (3+1) 4 (2+2)
Rated Voltage (AC/DC) 300 ~ 600V 300 ~ 600V
Nominal Current 50A+5A 80A+5A 50A+5A 80A+5A
Plas�c / Metal Plas�c Plas�c
Pin Assignment MM/FF MM/FF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Solder Type
(For Data  Group)

- - - -

Crimp Type
(For Data  Group)

EMD-04PMMC-
QC8001 *

EPD-04PMMC-
QC8001 *

EMD-05PMMC-
QC8001 *

EPD-05PMMC-
QC8001 *

180° PCB Type
(For Data  Group)

EMD-04PMMP-
QC8001 *

EPD-04PMMP-
QC8001 *

EMD-05PMMP-
QC8001 *

EPD-05PMMP-
QC8001 *

Solder Type, UL1430, XL-PVC Jacket - - - -

Crimp Type, UL1015+UL1430,
PVC+XL-PVC Jacket

EMD-04PMMC-
QC8C⓫*

EPD-04PMMC-
QC8C⓫*

EMD-05PMMC-
QC8C⓫*

EPD-05PMMC-
QC8C⓫*

UL21388, PVC Jacket
(For Data  Group)

- - - -

UL21996, PVC Jacket
(For Hybrid Group)

EMD-04AFFM-
QL8F ⓫*

EPD-04AFFM-
QL8F ⓫*

EMD-05AFFM-
QL8F ⓫*

EPD-05AFFM-
QL8F ⓫*

End1: (F) FF | End2: (F) FF
AB-EMD04 FL-

EMD FL-QF ❿*
AB-EPD04FL-

EPD FL-QF ❿*
AB-EMD05 FL-

EMD FL-QF ❿*
AB-EPD05FL-

EPD FL-QF ❿*

Screw-in Type
(For Data  and Hybrid Group)

EMD-04B FFB-
QL8AP0 *

EPD-04BFFB-
QL8AP0 *

EMD-05B FFB-
QL8AP0 *

EPD-05BFFB-
QL8AP0 *

Crimp Type
(For Data  and Hybrid Group)

EMD-04B FFA-
QL8AP0 *

EPD-04BFFA-
QL8AP0 *

EMD-05B FFA-
QL8AP0 *

EPD-05BFFA-
QL8AP0 *

5 (3+2)
300 ~ 600V

Plas�c
MM/FF

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: max. 3.5mm

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm (1) | Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: max. 3.5mm

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫ Wire Length: (10) 100mm ~ (50) 500mm (1)

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿ Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (F) FF

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Cable O.D.: (ED / EDM) 14.5 ~ 19.0mm, (EPD) 24.0 ~ 28.0mm | Packing Op�on: Connector With Contacts

NEW

NEW

NEW

NEW

NEW
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Macro E Size

6 (3+3) 6 (2+4) 8 (3+5) 9 (3+6) 10 (3+7)
300 ~ 600V 300 ~ 600V 300 ~ 600V 300 ~ 600V 300 ~ 600V

50A+5A 80A+5A 50A+5A 80A+5A 50A+5A 50A+5A 50A+5A
Plas�c Plas�c Plas�c Plas�c Plas�c
MM/FF MM/FF MM/FF MM/FF MM/FF

- - - - - - -

EMD-06PMMC-
QC8001 *

EPD-06PMMC-
QC8001 *

EMD-07PMMC-
QC8001 *

EPD-07PMMC-
QC8001 *

EMD-08PMMC-
QC8001 *

EMD-09PMMC-
QC8001 *

EMD-10PMMC-
QC8001 *

EMD-06PMMP-
QC8001 *

EPD-06PMMP-
QC8001 *

EMD-07PMMP-
QC8001 *

EPD-07PMMP-
QC8001 *

EMD-08PMMP-
QC8001 *

EMD-09PMMP-
QC8001 *

EMD-10PMMP-
QC8001 *

- - - - - - -

EMD-06PMM C-
QC8C⓫*

EPD-06PMMC-
QC8C⓫*

EMD-07PMM C-
QC8C⓫*

EPD-07PMMC-
QC8C⓫*

EMD-08PMMC-
QC8C⓫*

EMD-09PMMC-
QC8C⓫*

EMD-10PMMC-
QC8C⓫*

- - - - - - -

EMD-06AFFM-
QL8F ⓫*

EPD-06AFFM-
QL8F ⓫*

EMD-07AFFM-
QL8F ⓫*

EPD-07AFFM-
QL8F ⓫*

EMD-08AFFM-
QL8F ⓫*

EMD-09AFFM-
QL8F ⓫*

EMD-10AFFM-
QL8F ⓫*

AB-EMD06 FL-
EMD FL-QF ❿*

AB-EPD06FL-
EPD FL-QF ❿*

AB-EMD07 FL-
EMD FL-QF ❿*

AB-EPD07FL-
EPD FL-QF ❿*

AB-EMD08 FL-
EMD FL-QF ❿*

AB-EMD09 FL-
EMD FL-QF ❿*

AB-EMD10 FL-
EMD FL-QF ❿*

EMD-06B FFB-
QL8AP0 *

EPD-06BFFB-
QL8AP0 *

EMD-07B FFB-
QL8AP0 *

EPD-07BFFB-
QL8AP0 *

EMD-08B FFB-
QL8AP0 *

EMD-09B FFB-
QL8AP0 *

EMD-10B FFB-
QL8AP0 *

EMD-06B FFA-
QL8AP0 *

EPD-06BFFA-
QL8AP0 *

EMD-07B FFA-
QL8AP0 *

EPD-07BFFA-
QL8AP0 *

EMD-08B FFA-
QL8AP0 *

EMD-09B FFA-
QL8AP0 *

EMD-10B FFA-
QL8AP0 *

7 (3+4)
300 ~ 600V

Plas�c
MM/FF

M
a
t
i
n
g

P
a
i
r
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Macro E Size

No of Contacts 11 (3+8) 12 (3+9) 31
Rated Voltage (AC/DC) 300 ~ 600V 300 ~ 600V 300 ~ 600V
Nominal Current 50A+5A 50A+5A 5A
Plas�c / Metal Plas�c Plas�c Plas�c
Pin Assignment MM/FF MM/FF MM/FF
MM : Male Connector Male Contact
FF : Female Connector Female Contact
MF : Male Connector Female Contact
FM : Female Connector Male Contact

Solder Type
(For Data  Group)

- -
ED-31PMMS-

QC8001

Crimp Type
(For Data  Group)

EMD-11PMMC-
QC8001 *

EMD-12PMMC-
QC8001 *

-

180° PCB Type
(For Data  Group)

EMD-11PMMP-
QC8001 *

EMD-12PMMP-
QC8001 *

ED-31PMMP-
QC8001

Solder Type, UL1430, XL-PVC Jacket - -
ED-31PMM S-

QC8A ⓫

Crimp Type, UL1015+UL1430,
PVC+XL-PVC Jacket

EMD-11PMMC-
QC8C⓫*

EMD-12PMMC-
QC8C⓫*

-

UL21388, PVC Jacket
(For Data  Group)

- -
ED-31AFFM-

QL8F ⓫

UL21996, PVC Jacket
(For Hybrid Group)

EMD-11AFFM-
QL8F ⓫*

EMD-12AFFM-
QL8F ⓫*

-

End1: (F) FF | End2: (F) FF
AB-EMD11 FL-

EMD FL-QF ❿*
AB-EMD12 FL-

EMD FL-QF ❿*
AB-ED31FL-
ED FL-QF ❿

Screw-in Type
(For Data  and Hybrid Group)

EMD-11B FFB-
QL8AP0 *

EMD-12B FFB-
QL8AP0 *

-

Crimp Type
(For Data  and Hybrid Group)

EMD-11B FFA-
QL8AP0 *

EMD-12B FFA-
QL8AP0 *

-

Receptacle, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: max. 3.5mm

M
a
t
i
n
g

Receptacle With Wires, Circular Flange, FRONT Fastened Nut, Push Lock, IP68 (Unmated)
⓫  Wire Length: (10) 100mm ~ (50) 500mm (1) | Nut Torque Value: 10 ~ 12 kgf.cm | Recommended Panel Thickness: max. 3.5mm

STRAIGHT, Overmolded Cable Assembly, Free Cable End, Without Strain Relief, Push Lock, IP68 (Mated)
⓫  Wire Length: (10) 100mm ~ (50) 500mm (1)

P
a
i
r

STRAIGHT-TO-STRAIGHT, Overmolded Double-Ended Cable Assembly, IP68 (Mated)
❿  Cable Length: (A05) 0.5M, (001) 1M ~ (099) 99M 1) | Connector / Contact Gender:  (F) FF

Field Serviceable/Installable, STRAIGHT, Without Strain Relief, Push Lock, IP68 (Mated)
Sealing Nut Torque Value: 6 ~ 8 kgf.cm | Recommended Cable O.D.: (ED / EDM) 14.5 ~ 19.0mm, (EPD) 24.0 ~ 28.0mm | Packing Op�on:

NEW

NEW

NEW

NEW

NEW

Circular Flange (D Cut) 

Panel Cut Out

28.9

ø3
0.

3
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Assembly Instruc�on Screw-In Type

Nominal Current 2A 5A 10A 20A

Wire Range 24 ~ 22 AWG
(0.25 ~ 0.34MM2)

22 ~ 20 AWG
(0.34 ~ 0.50mm2)

18 ~ 16 AWG
(0.75 ~ 1.50mm2)

14 ~ 12 AWG
(2.50 ~ 4.00mm2)

Cable O.D.
(Unit: mm)

Mini Size
4.0 ~ 6.0 (Red Seal)
6.1 ~ 8.0 (Blue Seal)

Mini Size
4.0 ~ 6.0 (Red Seal)
6.1 ~ 8.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Standard Size
5.0 ~ 6.0 (Red Seal)

6.1 ~ 8.0 (Yellow Seal)
8.1~10.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Standard Size
5.0 ~ 6.0 (Red Seal)

6.1 ~ 8.0 (Yellow Seal)
8.1 ~ 10.0 (Blue Seal) 

Large Size
8.0 ~ 10.0 (Red Seal)

10.1 ~ 12.0 (Yellow Seal)
12.1 ~ 14.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Large Size
8.0 ~ 10.0 (Red Seal)

10.1 ~ 12.0 (Yellow Seal)
12.1 ~ 14.0 (Blue Seal)

Female

❶ Connector❷ Clamp Ring

❹ Sealing Nut

❸ Seal

Male

1

4
❷❹

❸ ❷❹

Unit: mm

(A) Insula�on 27.0

(B) Jacket 5.0

❶

❶

Follow the order from ❹to ❷and put 
components through cable accordingly, 
no need to assemble here.

Torque Force: 4.0 ~ 5.0 kgf -cm 

Insert wires into contacts un�l 
the conductors are completely 
covered. Then �ghten the screw 
by screw driver.  

❶& ❷ ❷& ❹

Torque Force
(Unit: kgf-cm) 6.0 ~ 8.0 8.0 ~ 15.0

❸

Wire
Assembly

Side
B 

A 2 3

Follow the order ❷❶, ❸❷, ❹❷ to assemble all components. 
And �ghten ❶& ❷, ❷& ❹with suggested torque force.  

Follow suggested stripping 
length of (A) Jacket, (B)
Insula�on.

NEW
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2

4 ❶❸

Current Ra�ng (A) Insula�on    (B) Jacket

5A 16 ~ 18 3.5 ~ 4.0

10A 16 ~ 18 5.0 ~ 5.5

20A 18 ~ 20 5.0 ~ 5.5

❶ ❺

Nominal Current 5A 10A 20A

Wire Range 22 ~ 20AWG
(0.34 ~ 0.50mm2)

18 ~ 16AWG
(0.75 ~ 1.50mm2)

14 ~ 12AWG 
(2.50 ~ 4.00mm2)

Cable O.D.
(Unit: mm)

Mini Size
4.0 ~ 6.0 (Red Seal)
6.1 ~ 8.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Standard Size
5.0 ~ 6.0 (Red Seal)

6.1 ~ 8.0 (Yellow Seal)
8.1~10.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Standard Size
5.0 ~ 6.0 (Red Seal)

6.1 ~ 8.0 (Yellow Seal)
8.1 ~ 10.0 (Blue Seal) 

Large Size
8.0 ~ 10.0 (Red Seal)

10.1 ~ 12.0 (Yellow Seal)
12.1 ~ 14.0 (Blue Seal)

Middle Size
6.0 ~ 8.0 (Red Seal)

8.1 ~ 10.0 (Yellow Seal)
10.1 ~ 12.0 (Blue Seal)

Large Size
8.0 ~ 10.0 (Red Seal)

10.1 ~ 12.0 (Yellow Seal)
12.1 ~ 14.0 (Blue Seal)

1
❹ ❸❺

Terminate conductors onto 
crimp contacts and insert them 
into ❶un�l you hear click 
sound.

❶ & ❸ ❸ & ❺

Torque Force 
(Unit: kgf-cm) 6.0 ~ 8.0 8.0 ~ 15.0

Follow the order ❸❶, ❹❸, ❺❸to assemble all components. 
And �ghten ❶& ❸, ❸& ❺with suggested torque force.  

❹

Female

Male

❶ Connector
❷ Crimp Pin

❹ Seal

❸ Clamp Ring

Sealing Nut ❺

Wire
Assembly

Side

B 
A 

Follow the order from ❺to ❸and put 
components through cable accordingly, 
no need to assemble here. Follow suggested stripping length of (A) Jacket, 

(B) Insula�on.

3

Assembly Instruc�on Crimp Type
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1st Digit - SOLIDS 2nd Digit - LIQUIDS

Protec�on against close range, 
powerful and high temperature 
water jets.  

No Protec�on

Dust Protected. Prevents ingress 
of dust sufficient to cause harm.

Dust �ght. No ingress of dust.

Protected against water drops.

Protected against water spray 
at a 60 degree angle.

Protected against water splashing 
from any angle.

Protected against water jets 
from any angle.

Protected against powerful 
water jets and heavy seas.

Protected against the effects 
of temporary submersion in 
water (30 minutes at 3 feet).

Protected against the effects of 
permanent submersion in water 
(up to 13 feet).

Protected against water drops 
at a 15 degree angle.

0

5
6

1
2
3
4
5
6
7
8
9K

Example:

+

Dust �ght.No ingress of dust.

Protected against water 
jets from any angle.

IP 6 5

Degree of protec�on against solid objects Degree of protec�on against water

No Protec�on

Protected against a solid object 
greater than 50mm, such as a hand.

Protected against a solid object 
greater than 2.5mm, such as 
a wire.

Protected against a solid object  
greater than 1.0mm, such as 
a thin strap.

Protected against a solid object 
greater than 12.5mm, such as 
a finger.

0
1
2
3
4

2.5mm

1.0mm

Waterproof Defini�on

Waterproof is only assured when mated and 
locked �ghtly to its counterpart.

Mated WaterproofUnmated Waterproof

Ingress Protec�on (IP) Ra�ng Guide

Standalone waterproof or waterproof is 
assured even without its counterpart. 
The water will not go through the inner 
por�on of the exposed connector as it is 
en�rely sealed.
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